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Foreword
This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).
The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:
Version x.y.z
where:
x	the first digit:
1	presented to TSG for information;
2	presented to TSG for approval;
3	or greater indicates TSG approved document under change control.
y	the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.
z	the third digit is incremented when editorial only changes have been incorporated in the document.
[bookmark: _Toc453320102][bookmark: _Toc458001946][bookmark: _Toc461628153][bookmark: _Toc464639561]
1	Scope
The present document is a technical report for Intra-band Carrier Aggregation under Rel-14 time frame according to the New CA WI approach in Release 14 [1]. The purpose is to gather the relevant background information and studies in order to address Intra-band Carrier Aggregation requirements for the Rel-14 band combinations in Table 1-1.
Table 1-1: Release 14 intra-band carrier aggregation combinations
	CA combination
	Release independent from

	CA_2DL_3B_1UL_BCS0
	Rel-10

	CA_2DL_3A-3A_1UL_BCS2
	Rel-11

	CA_2DL_5B_2UL_BCS0
	Rel-11

	CA_2DL_5B_1UL_BCS1
	Rel-11

	CA_2DL_5A_5A_1UL_BCS1
	Rel-11

	CA_2DL_7A-7A_1UL_BCS2
	Rel-11

	CA_2DL_7A-7A_2UL_7A-7A_BCS1
	Rel-11

	CA_2DL_7A-7A_1UL_BCS3
	Rel-11

	CA_2DL_7A-7A_2UL_7A-7A_BCS3
	Rel-11

	CA_2DL_12A-12A_1UL_BCS0
	Rel-11

	CA_3DL_40D_1UL_BCS1
	Rel-11

	CA_3DL_40D_3UL_BCS0
	Rel-12

	CA_4DL_40E_1UL_BCS0
	Rel-11

	CA_2DL_40A-40A_1UL_BCS1
	Rel-11

	CA_3DL_40A-40C_1UL_BCS0
	Rel-11

	CA_4DL_40C-40C_1UL_BCS0
	Rel-11

	CA_3DL_41D_3UL_BCS0
	Rel-12

	CA_3DL_41A-41C_2UL_BCS0
	Rel-11

	CA_4DL_41E_2UL_41C_BCS0
	Rel-11

	CA_5DL_41C-41D_2UL_41C_BCS0
	Rel-12

	CA_2DL_42C_2UL_BCS1
	Rel-11

	CA_3DL_42D_2UL_BCS1
	Rel-11

	CA_5DL_42F_1UL_BCS0
	Rel-11

	CA_5DL_42F_2UL_BCS0
	Rel-11

	CA_2DL_46C_0UL_BCS0
	Rel-13

	CA_2DL_46C_0UL_BCS1
	Rel-13

	CA_3DL_46D_0UL_BCS0
	Rel-13

	CA_3DL_46D_0UL_BCS1
	Rel-13

	CA_4DL_46E_0UL_BCS0
	Rel-13

	CA_4DL_46E_0UL_BCS1
	Rel-13

	CA_5DL_42F_0UL_BCS0
	Rel-11

	CA_2DL_CA_46A-46A_0UL_BCS0
	Rel-13

	CA_3DL_CA_46A-46C_0UL_BCS0
	Rel-13

	CA_4DL_CA_46A-46D_0UL_BCS0
	Rel-13

	CA_3DL_66D_1UL_BCS0
	Rel-10

	CA_3DL_66A-66B_1UL_BCS0
	Rel-11

	CA_3DL_66A-66C_1UL_BCS0
	Rel-11

	CA_2DL_66A-66A_2UL_66A-66A_BCS0
	Rel-13

	CA_2DL_66B_2UL_66B_BCS0
	Rel-13

	CA_2DL_66C_2UL_66C_BCS0
	Rel-13



The present document contains a general part and band specific combination part. The actual requirements are added to the corresponding technical specifications.
[bookmark: _Toc453320103][bookmark: _Toc458001947][bookmark: _Toc461628154][bookmark: _Toc464639562]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	RP-151862, “New CA WI approach”, RAN#70.
[2]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[3]	 3GPP TS 36.101: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio transmission and reception".
[4]	3GPP TR 36.833-2-07: “Evolved Universal Terrestrial Radio Access (E-UTRA); LTE-Advanced intra-band non-contiguous Carrier Aggregation (CA) in Band 7 (Release 12)”
[bookmark: _Toc453320104][bookmark: _Toc458001948][bookmark: _Toc461628155][bookmark: _Toc464639563]3	Definitions and abbreviations
[bookmark: _Toc453320105][bookmark: _Toc458001949][bookmark: _Toc461628156][bookmark: _Toc464639564]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [2] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [2].

[bookmark: _Toc453320107][bookmark: _Toc458001950][bookmark: _Toc461628157][bookmark: _Toc464639565]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [2] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [2].
[bookmark: _Toc453320108][bookmark: _Toc458001951][bookmark: _Toc461628158][bookmark: _Toc464639566]4	Background
The present document is a technical report for intra-band Carrier Aggregation including contiguous and non-contiguous spectrum under Rel-14 time frame. It covers both the UE and BS side. The document is divided in two different parts:
General part: this part covers BS and UE specific which is band combination independent. 
Specific band combination part:  this part covers each band combination and its specific issues independently from each other (i.e. one subclause is defined per band combination)
The specific band combination parts are independent and therefore, the working speed also differs.
[bookmark: _Toc453320109][bookmark: _Toc458001952][bookmark: _Toc461628159][bookmark: _Toc464639567]4.1	TR Maintenance
A single company is responsible for introducing all approved TPs in the present document, i.e. TR editor. However, it is the responsibility of the contact person of each band combination to ensure that the TPs related to the band combination have been implemented.
[bookmark: _Toc453320110][bookmark: _Toc458001953][bookmark: _Toc461628160][bookmark: _Toc464639568]5	Intra-band Carrier Aggregation including contiguous and non-contiguous spectrum: General Part
As Intra-band Carrier Aggregation combinations including contiguous and non-contiguous spectrum have been studied in previous releases, the identified general issues identified in previous releases also apply to Rel-14. The present document only captured the new general issues if identified in Rel-14.
[bookmark: _Toc389726260][bookmark: _Toc389726498][bookmark: _Toc389726706][bookmark: _Toc453320111][bookmark: _Toc458001954][bookmark: _Toc461628161][bookmark: _Toc464639569]6	Intra-band Carrier Aggregation including contiguous and non-contiguous spectrum: Specific Band Combination Part
[bookmark: _Toc453320112][bookmark: _Toc458001955][bookmark: _Toc461628162][bookmark: _Toc464639570]6.1	CA_66D_BCS0
[bookmark: _Toc453320113][bookmark: _Toc458001956][bookmark: _Toc461628163][bookmark: _Toc464639571]6.1.1	Channel bandwidths per operating band for CA
Table 6.1.1-1
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Uplink CA configurations
(NOTE 3)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_66D
	-
	5
	20
	20
	60
	0

	
	
	20
	5
	20
	
	

	
	
	20
	20
	5
	
	

	
	
	10
	20
	15
	
	

	
	
	15
	20
	10
	
	

	
	
	10, 15, 20
	15, 20
	20
	
	

	
	
	15, 20
	10
	20
	
	

	
	
	15
	15, 20
	15
	
	

	
	
	20
	15, 20
	10, 15
	
	

	
	
	20
	10
	15
	
	


For CA_66D, the specifications should support fallback to CA_66C in the event that one of the outer component carriers is released by deactivation or deconfiguration.  However, the bandwidth combination set 0 for CA_66C does not currently support 5+20 MHz, so it is proposed to add the 5+20 MHz bandwidth combination to CA_66C for fallback compatibility.
[bookmark: _Toc453320114][bookmark: _Toc458001957][bookmark: _Toc461628164][bookmark: _Toc464639572]6.1.2	Co-existence studies
<Text will be added.>
[bookmark: _Toc453320115][bookmark: _Toc458001958][bookmark: _Toc461628165][bookmark: _Toc464639573]6.1.3	∆TIB and ∆RIB values
No TIB and RIB are required for CA_66D intra-band CA.
[bookmark: _Toc453320116][bookmark: _Toc458001959][bookmark: _Toc461628166][bookmark: _Toc464639574]6.1.4	REFSENS requirements
 No reference sensitivity adjustments are needed for CA_66D intra-band CA with single UL.
[bookmark: _Toc453320117][bookmark: _Toc458001960][bookmark: _Toc461628167][bookmark: _Toc464639575]6.1.5	Blocking requirements
In-band blocking and out-of-band blocking requirements for intra-band contiguous CA with 1UL should apply to CA_66D.
Table 6.1.5-1: In-band blocking
	CA configuration
	Parameter
	 Unit
	Case 1
	Case 2

	
	PInterferer
	 dBm
	-56
	-44

	
	FInterferer
(offset)
	MHz
	=-Foffset– FIoffset,case 1
&
=+Foffset + FIoffset,case 1
	≤-Foffset– FIoffset,case 2
&
≥+Foffset + FIoffset,case 2

	CA_66D
	FInterferer (Range)
	MHz
	(NOTE 2)
	FDL_low – 15
to
FDL_high + 15

	NOTE 1:	For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band 
NOTE 2:	For each carrier frequency the requirement is valid for two frequencies: 
a. the carrier frequency -BW/2 - FIoffset, case 1 and
b. the carrier frequency +BW/2 + FIoffset, case 1



Table 6.1.5-2: Out of band blocking
	CA configuration
	Parameter
	Units 
	Frequency 

	
	
	
	Range 1
	Range 2
	Range 3

	
	PInterferer
	dBm
	-44
	-30
	-15

	CA_66D
	FInterferer (CW)

	MHz

	FDL_low -15 to
FDL_low -60 
	FDL_low -60 to
FDL_low -85 
	FDL_low -85 to 
1 MHz

	
	
	
	FDL_high +15 to
FDL_high + 60 
	FDL_high +60 to
FDL_high +85 
	FDL_high +85 to
+12750 MHz



[bookmark: _Toc453320118][bookmark: _Toc458001961][bookmark: _Toc461628168][bookmark: _Toc464639576]6.2	CA_66A-66C_BCS0
[bookmark: _Toc453320119][bookmark: _Toc458001962][bookmark: _Toc461628169][bookmark: _Toc464639577]6.2.1	Channel bandwidths per operating band for CA
Table 6.2.1-1
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Uplink CA configurations (NOTE 1)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_66A-66C
	-
	5, 10, 15, 20
	See CA_66C Bandwidth Combination Set 0 in Table 5.6A-1 of 36.101
	60
	0

	
	
	See CA_66C Bandwidth Combination Set 0 in Table 5.6A.1-1
	5, 10, 15, 20
	
	



[bookmark: _Toc453320120][bookmark: _Toc458001963][bookmark: _Toc461628170][bookmark: _Toc464639578]6.2.2	Co-existence studies
<Text will be added.>
[bookmark: _Toc453320121][bookmark: _Toc458001964][bookmark: _Toc461628171][bookmark: _Toc464639579]6.2.3	∆TIB and ∆RIB values
No TIB and RIB are required for CA_66D intra-band CA.
[bookmark: _Toc453320122][bookmark: _Toc458001965][bookmark: _Toc461628172][bookmark: _Toc464639580]6.2.4	REFSENS requirements
[bookmark: historyclause]Reference sensitivty for CA_66A-66C is not anticipated to be degraded due to the large Tx-Rx separation and single uplink carrier. Annex A: Change history
[bookmark: _Toc407066638][bookmark: _Toc453320123][bookmark: _Toc458001966][bookmark: _Toc461628173][bookmark: _Toc464639581]6.3	CA_7A-7A_BCS2
CA-7A-7A is already specified in Release 12. See clause 5.1 in [4] for CA operating bands.
[bookmark: _Toc412118322][bookmark: _Toc418684259][bookmark: _Toc421019216][bookmark: _Toc453320124][bookmark: _Toc458001967][bookmark: _Toc461628174][bookmark: _Toc464639582]6.3.1		Channel bandwidths per operating band for CA
A new bandwidth combination set 2 is introduced for CA_7A-7A in Release 14.
Table 6.3.1-1: Supported E-UTRA bandwidths for intra-band non-contiguous CA in Band 7
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA
CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_7A-7A
	5, 10, 15, 20
	5, 10
	30
	2



See clause 5.2 in [4] for the already specified bandwidth combination set 0 and set 1.
[bookmark: _Toc453320125][bookmark: _Toc458001968][bookmark: _Toc461628175][bookmark: _Toc464639583]6.3.2		Co-existence studies
The same analysis as Release 12 is applied. See clause 7.1.1 in [4].
[bookmark: _Toc453320126][bookmark: _Toc458001969][bookmark: _Toc461628176][bookmark: _Toc464639584]6.3.3		∆TIB and ∆RIB values
No TIB and RIB are required for CA_7A-7A intra-band CA.
[bookmark: _Toc453320127][bookmark: _Toc458001970][bookmark: _Toc461628177][bookmark: _Toc464639585]6.3.4		REFSENS requirements
The same REFSENS requirements as Release 12 are applied, due to larger duplex gap (e.g. compared to band 25), the ΔRIBNC values for CA_7A-7A are all set to zero. See clause 6.2.1 in [4].
[bookmark: _Toc453320128][bookmark: _Toc458001971][bookmark: _Toc461628178][bookmark: _Toc464639586][bookmark: _Toc399251735][bookmark: _Toc392182157][bookmark: _Toc399251737][bookmark: _Toc319869066][bookmark: _Toc392182163]6.4	CA_42F_BCS0
[bookmark: _Toc453320129][bookmark: _Toc458001972][bookmark: _Toc461628179][bookmark: _Toc464639587]6.4.1	Channel bandwidths per operating band for CA
Table 6.4.1-1 defines the supported E-UTRA CA configurations and bandwidth combination set for LTE-advanced intra-band contiguous CA in Band 42. The 5MHz, 10MHz and 15MHz carriers are only allowed at the edges of aggregated channel bandwidth so that potential co-existence issue with adjacent systems can be handled with some flexibility. 
Table 6.4.1-1: E-UTRA CA configurations and bandwidth combination sets for CA_42F
	
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Uplink CA configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_42F
	CA_42C
	5,10,15,20
	20
	20
	20
	20
	100
	0

	
	
	20
	20
	20
	20
	5,10, 15, 20
	
	


[bookmark: _Toc453320130][bookmark: _Toc458001973][bookmark: _Toc461628180][bookmark: _Toc464639588]6.4.2	Co-existence studies
No co-existence issue identified for CA_42F.
[bookmark: _Toc453320131][bookmark: _Toc458001974][bookmark: _Toc461628181][bookmark: _Toc464639589]6.4.3	∆TIB and ∆RIB values
No TIB and RIB are required for CA_42F intra-band contiguous CA.
[bookmark: _Toc453320132][bookmark: _Toc458001975][bookmark: _Toc461628182][bookmark: _Toc464639590]6.4.4	REFSENS requirements
In general, TDD intra-band carrier aggregation does not change the UE reference sensitivity requirement as it does not introduce any impact to the UE front end RF architecture. Further the REFSENS requirement for intra-band contiguous carrier aggregation is measured on a per CC basis and the same reference sensitivity level as that for single CC is reused on a per CC basis. Hence the introduction of CA_42F with 5 downlink CCs and maximum 2 uplink CCs does not impact the current REFSENS requirement.
[bookmark: _Toc453320133][bookmark: _Toc458001976][bookmark: _Toc461628183][bookmark: _Toc464639591]6.4.5	Maximum input level 
The maximum input level for CA_42F is defined to keep the total input power level unchanged compared to CA_42E,  -20dBm (64QAM) for 64QAM and -22dBm for 256QAM respectively. Correspondingly the maximum input level per CC for CA_42F should be -27dBm for 64QAM and -29dBm for 256QAM.
Table 6.4.5-1: Maximum input level for intra-band contiguous CA
	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	A
	B
	C
	D
	E
	F

	Power in largest Transmission Bandwidth Configuration CC
	dBm
	
	
	
	
	
	-272

	
	
	
	
	
	
	
	[-29]3

	Power in each other CC
	dBm
	
	
	
	
	
	-27 + 10log(NRB,c /NRB,largest BW) 2

	
	
	
	
	
	
	
	[-29] + 10log(NRB,c /NRB,largest BW) 3

	NOTE 1:	The transmitter shall be set to 4dB below PCMAX_L,c or PCMAX_L as defined in subclause 6.2.5A of TS 36.101.
NOTE 2:	Reference measurement channel is Annex A.3.2: 64QAM, R=3/4 variant with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.
NOTE 3:	Reference measurement channel is Annex A.3.2: 256QAM, R=4/5 variant with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.



[bookmark: _Toc453320134][bookmark: _Toc458001977][bookmark: _Toc461628184][bookmark: _Toc464639592]6.4.6	Adjacent channel selectivity
To account for the added difficulty of the baseband filter impact, the ACS requirements are scaled for the number of aggregated component carriers.  The ACS requirements for CA_42F UE is defined as 20dB as shown in Table 6.4.6-1. Corresponding power settings for the ACS requirements are shown in Table 6.4.6-2 and Table 6.4.6-3.
Table 6.4.6-1: Adjacent channel selectivity
	
	
	CA Bandwidth Class

	Rx Parameter
	Units
	B
	C
	D
	E
	F

	ACS
	dB
	
	
	
	
	20



Table 6.4.6-2: Test parameters for Adjacent channel selectivity, Case 1
	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Pw in Transmission Bandwidth Configuration, per CC
	
	
	
	
	
	REFSENS + 14 dB

	PInterferer
	dBm
	
	
	
	
	Aggregated power + 18.5 dB

	BWInterferer 
	MHz
	
	
	
	
	5

	FInterferer (offset)
	MHz
	
	
	
	
	2.5 + Foffset
/
-2.5 - Foffset

	NOTE 1:	The transmitter shall be set to 4dB below PCMAX_L,c or PCMAX_L as defined in subclause 6.2.5A in TS 36.101.
NOTE 2:	The interferer consists of the Reference measurement channel specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1 

NOTE 3:	The Finterferer (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the adjacent channel interferer and shall be further adjusted to MHz to be offset from the sub-carrier raster.



Table 6.4.6-3: Test parameters for Adjacent channel selectivity, Case 2
	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Pw in Transmission Bandwidth Configuration, per CC 
	dBm
	
	
	
	
	-43.5 +10log10(NRB,c/NRB agg)

	PInterferer
	dBm
	-25

	BWInterferer 
	MHz
	
	
	
	
	5

	FInterferer (offset)

	MHz
	
	
	
	
	2.5+ Foffset
/
-2.5- Foffset

	NOTE 1:	The transmitter shall be set to 24dB below PCMAX_L,c or PCMAX_L as defined in subclause 6.2.5A in TS36.101.
NOTE 2:	The interferer consists of the Reference measurement channel specified in Annex 3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1

NOTE 3:	The Finterferer (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the adjacent channel interferer and shall be further adjusted to MHz to be offset from the sub-carrier raster.



[bookmark: _Toc453320135][bookmark: _Toc458001978][bookmark: _Toc461628185][bookmark: _Toc464639593][bookmark: _Toc392182167]6.4.7	Blocking characteristics
[bookmark: _Toc453320136][bookmark: _Toc458001979][bookmark: _Toc461628186][bookmark: _Toc464639594]6.4.7.1	In-band blocking
To account for the added difficulty of the baseband filter impact, the in-band requirement is scaled for the number of aggregated component carriers.  The wanted signal level per CC for CA_42F UE is defined as REFSENS+16dBm as shown in Table 6.4.7.1-1 and CA configuration is listed in Table 6.4.7.1-2. 
Table 6.4.7.1-1: In band blocking parameters
	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Pw in Transmission Bandwidth Configuration, per CC 
	dBm
	REFSENS + CA Bandwidth Class specific value below

	
	
	
	
	
	
	16

	BWInterferer 
	MHz
	
	
	
	
	5

	FIoffset, case 1 
	MHz
	
	
	
	
	7.5

	FIoffset, case 2 
	MHz
	
	
	
	
	12.5

	NOTE 1: 	The transmitter shall be set to 4dB below PCMAX_L,c or PCMAX_L as defined in subclause 6.2.5A  in TS 36.101
NOTE 2:	The interferer consists of the Reference measurement channel specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1 in TS 36.101



Table 6.4.7.1-2: In-band blocking
	CA configuration
	Parameter
	 Unit
	Case 1
	Case 2

	
	PInterferer
	 dBm
	-56
	-44

	
	FInterferer
(offset)
	MHz
	=-Foffset– FIoffset,case 1
&
=+Foffset + FIoffset,case 1
	≤-Foffset– FIoffset,case 2
&
≥+Foffset + FIoffset,case 2

	CA_1C, CA_2C, CA_3C, CA_5B, CA_7C, CA_8B, CA_12B, CA_23B, CA_27B, CA_38C, CA_39C, CA_40C, CA_41C, CA_40D, CA_41D, CA_42C, CA_42D, CA_42E, CA_42F, CA_66B, CA_66C
	FInterferer (Range)
	MHz
	(Note 2)
	FDL_low – 15
to
FDL_high + 15

	NOTE 1:	For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band 
NOTE 2:	For each carrier frequency the requirement is valid for two frequencies: 
			a. the carrier frequency -Foffset - FIoffset, case 1 and
			b. the carrier frequency +Foffset + FIoffset, case 1
NOTE 3:	Foffset is the frequency offset from the center frequency of the CC being tested to the edge of aggregated channel bandwidth.

NOTE 4:   The Finterferer (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the interferer and shall be further adjusted to MHz to be offset from the sub-carrier raster.



[bookmark: _Toc453320138][bookmark: _Toc458001980][bookmark: _Toc461628187][bookmark: _Toc464639595]6.4.7.2	Out-of-band blocking
There is no aggregated bandwidth dependency for out-of-band blocking requirement.  The same requirement is reused for CA_42F with no changes from the requirements for CA Class B/C/D/E.
Table 6.4.7.2-1: Out-of-band blocking parameters
	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Pw in Transmission Bandwidth Configuration, per CC 
	dBm
	REFSENS + CA Bandwidth Class specific value below

	
	
	
	
	
	
	9

	NOTE 1:	The transmitter shall be set to 4dB below PCMAX_L,c or PCMAX_L as defined in subclause 6.2.5A.
NOTE 2:	Reference measurement channel is specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.



Table 6.4.7.2-2: Out-of-band blocking
	CA configuration
	Parameter
	Units 
	Frequency 

	
	
	
	Range 1
	Range 2
	Range 3

	
	PInterferer
	dBm
	-44
	-30
	-15

	CA_1C, CA_2C, CA_3C, CA_5B, CA_7C , CA_8B, CA_12B, CA_23B, CA_27B, CA_38C, CA_40C, CA_41C, CA_40D, CA_42C1, CA_42D1, CA_42E1, CA_42F1,CA_66B, CA_66C
	FInterferer (CW)

	MHz

	FDL_low -15 to
FDL_low -60 
	FDL_low -60 to
FDL_low -85 
	FDL_low -85 to 
1 MHz

	
	
	
	FDL_high +15 to
FDL_high + 60 
	FDL_high +60 to
FDL_high +85 
	FDL_high +85 to
+12750 MHz

	NOTE 1:	The power level of the interferer (PInterferer) for this CA configuration for Range 3 shall be modified to -20 dBm for FInterferer > 2800 MHz and FInterferer < 4400 MHz.



[bookmark: _Toc453320140][bookmark: _Toc458001981][bookmark: _Toc461628188][bookmark: _Toc464639596]6.4.7.3	Narrow band blocking
There is no aggregated bandwidth dependency for narrow blocking requirement.  The same requirement is reused for CA bandwidth Class F with no changes from the requirements for CA Class B/C/D/E.
Table 6.4.7.3-1: Narrow band blocking
	Parameter
	Unit
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Power per CC in Aggregated Transmission Bandwidth Configuration
	dBm
	REFSENS + CA Bandwidth Class specific value below

	
	
	
	
	
	
	16

	Puw (CW)
	dBm
	
	
	
	
	-55

	Fuw (offset for
f = 15 kHz)
	MHz
	
	
	
	
	- Foffset – 0.2
/
+ Foffset + 0.2

	Fuw (offset for
f = 7.5 kHz)
	MHz
	
	
	
	
	

	NOTE 1:	The transmitter shall be set to 4dB below PCMAX_L,c or PCMAX_L as defined in subclause 6.2.5A.
NOTE 2:	Reference measurement channel is specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.

NOTE 3:	The Fuw (offset) is the frequency separation of the centre frequency of the carrier closest to the interferer and the center frequency of the interferer and shall be further adjusted to MHz to be offset from the sub-carrier raster. 
NOTE 4:  The requirement is applied for the band combinations whose component carriers’ BW≥5 MHz.



[bookmark: _Toc453320141][bookmark: _Toc458001982][bookmark: _Toc461628189][bookmark: _Toc464639597]6.4.8	Spurious response
There is no aggregated bandwidth dependency for spurious response requirement.  The same requirement is reused for CA bandwidth Class F with no changes from the requirements for CA Class B/C/D/E.
Table 6.4.8-1: Spurious response parameters
	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Pw in Transmission Bandwidth Configuration, per CC 
	dBm
	REFSENS + CA Bandwidth Class specific value below

	
	
	
	
	
	
	9

	NOTE 1:	The transmitter shall be set to 4dB below PCMAX_L,c or PCMAX_L as defined in subclause 6.2.5A.
NOTE 2:	Reference measurement channel is specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.


Table 6.4.8-2: Spurious response
	
Parameter
	Unit
	Level

	PInterferer
(CW)
	dBm
	-44

	FInterferer
	MHz
	Spurious response frequencies



[bookmark: _Toc453320142][bookmark: _Toc458001983][bookmark: _Toc461628190][bookmark: _Toc464639598]6.4.9	Intermodulation characteristics
When the aggregated bandwidth is wider, the intermodulation requirements need to account for the added difficulty of the baseband filter impact. The wanted signal power per CC is scaled up as REFSENS+16dB for CA_42F.
Table 6.4.9-1: Wide band intermodulation
	Rx parameter
	Units 
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Power per CC in Aggregated Transmission Bandwidth Configuration
	dBm
	REFSENS + CA Bandwidth Class specific value below

	
	
	
	
	
	
	16

	PInterferer 1
(CW)
	dBm
	-46

	PInterferer 2
(Modulated)
	dBm
	-46

	BWInterferer 2
	MHz
	
	
	
	
	5

	FInterferer 1
(Offset)
	MHz
	
	
	
	
	–Foffset-7.5
/
+ Foffset+7.5

	FInterferer 2
(Offset)
	MHz
	2*FInterferer 1

	NOTE 1:	The transmitter shall be set to 4dB below PCMAX_L,c or PCMAX_L as defined in subclause 6.2.5A.
NOTE 2:	Reference measurement channel is specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.
NOTE 3:	The modulated interferer consists of the Reference measurement channel specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 with set-up according to Annex C.3.1.
NOTE 4:	The interfering modulated signal is 5MHz E-UTRA signal as described in Annex D for channel bandwidth 5MHz;
NOTE 5:	The Finterferer 1 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the CW interferer and Finterferer 2 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the modulated interferer.



[bookmark: _Toc453320143][bookmark: _Toc458001984][bookmark: _Toc461628191][bookmark: _Toc464639599]6.4.10	Blocking characteristics
There is no aggregated bandwidth dependency for Rx image requirement. It is proposed to reuse Rx Image requirements for CA_42F with no changes from Class B/C/D/E.
Table 6.4.10-1: Receiver image rejection
	
	CA bandwidth class

	Rx parameter
	Units
	A
	B
	C
	D
	E
	F

	Receiver image rejection
	dB
	
	
	
	
	
	25



[bookmark: _Toc453320144][bookmark: _Toc458001985][bookmark: _Toc461628192][bookmark: _Toc464639600][bookmark: _Toc419192428]6.5	CA_46C_BCS1
[bookmark: _Toc453320145][bookmark: _Toc458001986][bookmark: _Toc461628193][bookmark: _Toc464639601]6.5.1	Operating bands for CA
Table 6.5.1-1: Intra-band contiguous CA operating bands
	[bookmark: _Toc419192429]E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_46
	46
	N/A
	5150 MHz
	–
	5925 MHz
	TDD


[bookmark: _Toc453320146]
[bookmark: _Toc458001987][bookmark: _Toc461628194][bookmark: _Toc464639602]6.5.2	Channel bandwidths per operating band for CA
Table 6.5.2-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Uplink CA configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_46C
	-
	20
	10, 20
	
	
	40
	1

	
	
	10, 20
	20
	
	
	
	



NOTE: 	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell. 
[bookmark: _Toc453320147]
[bookmark: _Toc458001988][bookmark: _Toc461628195][bookmark: _Toc464639603]6.6	CA_46D_BCS1
[bookmark: _Toc453320148][bookmark: _Toc458001989][bookmark: _Toc461628196][bookmark: _Toc464639604]6.6.1	Operating bands for CA
Table 6.6.1-1: Intra-band contiguous CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_46
	46
	N/A
	5150 MHz
	–
	5925 MHz
	TDD


[bookmark: _Toc453320149]
[bookmark: _Toc458001990][bookmark: _Toc461628197][bookmark: _Toc464639605]6.6.2	Channel bandwidths per operating band for CA
Table 6.6.2-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Uplink CA configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_46D
	-
	20
	20
	10, 20
	
	60
	1

	
	
	10, 20
	20
	20
	
	
	



NOTE: 	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell. 
[bookmark: _Toc461628198][bookmark: _Toc464639606]6.7	CA_12A-12A_BCS0
[bookmark: _Toc461628199][bookmark: _Toc464639607]6.7.5	UL configuration for reference sensitivity
Table 6.7.5-1: Intra-band non-contiguous CA_12A-12A uplink configuration for reference sensitivity
	CA configuration
	Aggregated channel bandwidth (PCC+SCC)
	Wgap / [MHz]
	PCC allocation
	ΔRIBNC (dB)
	Duplex mode

	CA_12A-12A
	25RB+25RB
	0.0 < Wgap ≤ 7.0
	51
	3
	FDD

	NOTE 1:  1 refers to the UL resource blocks shall be located at RBstart=12.
NOTE 2:	Wgap is the sub-block gap between the two sub-blocks.
NOTE 3:	The carrier center frequency of PCC in the UL operating band is configured closer to the DL operating band.


[bookmark: _Toc461628200][bookmark: _Toc464639608][bookmark: _Toc440979261]6.8	CA_7A-7A_BCS3
CA-7A-7A is already specified in Release 12. See clause 5.1 in [4] for CA operating bands.
[bookmark: _Toc461628201][bookmark: _Toc464639609]6.8.1		Channel bandwidths per operating band for CA
A new bandwidth combination set 3 is introduced for CA_7A-7A in Release 14.
Table 6.8.1-1: Intra-band non-contiguous CA operating band definition in Band 7
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	
	BS receive / UE transmit
	Channel BW (MHz)
	BS transmit / UE receive
	Channel BW (MHz)
	

	
	
	FUL_low   –  FUL_high
	
	FDL_low   –  FDL_high
	
	

	CA_7-7
	7
	2500 MHz
	–
	2570 MHz
	10, 15, 20
	2620 MHz
	–
	2690 MHz
	10, 15, 20
	FDD



Table 6.8.1-2: Supported E-UTRA bandwidths for intra-band non-contiguous CA in Band 7
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA
CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_7A-7A
	10, 15, 20
	10, 15, 20
	40
	3



[bookmark: _Toc461628202][bookmark: _Toc464639610]6.8.2		Co-existence studies
The same analysis as Release 12 is applied. See clause 7.1.1 in [4].
[bookmark: _Toc461628203][bookmark: _Toc464639611]6.8.3		∆TIB and ∆RIB values
No TIB and RIB are required for CA_7A-7A intra-band CA.
[bookmark: _Toc461628204][bookmark: _Toc464639612]6.8.4		REFSENS requirements
The same REFSENS requirements as Release 12 are applied, due to larger duplex gap (e.g. compared to band 25), the ΔRIBNC values for CA_7A-7A are all set to zero. See clause 6.2.1 in [4].
[bookmark: _Toc453586987][bookmark: _Toc461628205][bookmark: _Toc464639613]6.9	CA_40D_3UL_BCS0
[bookmark: _Toc453586988][bookmark: _Toc461628206][bookmark: _Toc464639614]6.9.1	Channel bandwidths per operating band
Table 6.9.1-1 defines the supported E-UTRA CA configurations and bandwidth combination set for LTE-advanced 3UL intra-band contiguous CA in Band 40. 
Table 6.9.1-1: E-UTRA CA configurations and bandwidth combination sets for CA_40D
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Uplink CA configurations
(NOTE 3)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
Channel bandwidths for carrier [MHz]
	
	

	CA_40D
	CA_40D
	10, 15, 20
	20
	20
	60
	0

	
	
	20
	10, 15
	20
	
	

	
	
	20
	20
	10, 15
	
	



[bookmark: _Toc453586989][bookmark: _Toc461628207][bookmark: _Toc464639615]6.9.2	UE maximum output power for
The UE maximum output power for CA_40D is proposed to reuse requirement for bandwidth class C.
Table 6.9.2-1 CA UE Power Class for intra-band contiguous CA_40D
	E-UTRA CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_40D
	
	
	
	
	23
	+2/-2
	
	



[bookmark: _Toc453586990][bookmark: _Toc461628208][bookmark: _Toc464639616]6.9.3	UE Maximum Output power for modulation / channel bandwidth
[bookmark: _Toc453586991]The requirements are FFS.
[bookmark: _Toc461628209][bookmark: _Toc464639617]6.9.4	Power control
Requirements for bandwidth class B and C can be reused.
[bookmark: _Toc461628210][bookmark: _Toc464639618]6.9.5	Transmit modulation quality
[bookmark: _Toc461628211]Requirements for bandwidth class B and C can be reused.
[bookmark: _Toc464639619]6.9.6	Spectrum emission mask
[bookmark: _Toc461628212]Table 6.9.6-1 shows the SEM requirement for bandwidth class D.
Table 6.9.6-1: General E-UTRA CA spectrum emission mask for Bandwidth Class D

	Spectrum emission limit [dBm]/BWChannel_CA

	ΔfOOB
	50RB+75RB+100RB
	75RB+75RB+75RB
	50RB+100RB+100 RB
	75RB+75RB+100RB
	75RB+100RB+100RB
	100RB+100RB+100 RB
	Measurement bandwidth

	(MHz)
	(44.6MHz)
	(45MHz)
	(49.7MHz)
	(49.85MHz)
	(54.65MHz)
	(59.6MHz)
	

	 0-1
	-22
	-22
	-22.5
	-22.5
	-23.5
	-24
	30 kHz

	 1-5
	-10
	-10
	-10
	-10
	-10
	-10
	1 MHz

	 5-44.6
	-13
	-13
	-13
	-13
	-13
	-13
	1 MHz

	 44.6-45
	-25
	-13
	-13
	-13
	-13
	-13
	1 MHz

	 45-49.6
	-25
	-25
	-13
	-13
	-13
	-13
	1 MHz

	 49.6-49.7
	 
	-25
	-13
	-13
	-13
	-13
	1 MHz

	 49.7-49.85
	 
	-25
	-25
	-13
	-13
	-13
	1 MHz

	 49.85-50
	 
	-25
	-25
	-25
	-13
	-13
	1 MHz

	 50-54.65
	 
	 
	-25
	-25
	-13
	-13
	1 MHz

	 54.65-54.7
	 
	 
	-25
	-25
	-25
	-13
	1 MHz

	 54.7-54.85
	 
	 
	 
	-25
	-25
	-13
	1 MHz

	 54.85-59.6
	 
	 
	 
	 
	-25
	-13
	1 MHz

	 59.6-59.65
	 
	 
	 
	 
	-25
	-25
	1 MHz

	 59.65-64.6
	 
	 
	 
	 
	 
	-25
	1 MHz



[bookmark: _Toc464639620]6.9.7	UTRA and E-UTRA ACLR requirements
Requirements for bandwidth class B and C can be reused.
[bookmark: _Toc461628213][bookmark: _Toc464639621]6.9.8	Spurious emission band UE co-existence
[bookmark: _Toc461628214]Table 6.9.8-1 shows the spurious emission band UE co-existence for CA_40D.
Table 6.9.8-1: Spurious emission band UE co-existence Requirements
	E-UTRA CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_40D
	E-UTRA Band 1, 3, 7, 8, 20, 22, 26, 27, 32, 33, 34, 38, 39, 41, 42, 43, 44, 65, 67
	FDL_low 
	- 
	FDL_high
	-50
	1
	


[bookmark: _Toc464639622]6.9.9	Transmit intermodulation 
Requirements for bandwidth class B and C can be reused.
[bookmark: _Toc461628215][bookmark: _Toc464639623]6.10	CA_41D_3UL_BCS0
[bookmark: _Toc461628216][bookmark: _Toc464639624]6.10.1	Channel bandwidths per operating band
Table 6.10.1-1 defines the supported E-UTRA CA configurations and bandwidth combination set for LTE-advanced 3UL intra-band contiguous CA in Band 41. 
Table 6.10.1-1: E-UTRA CA configurations and bandwidth combination sets for CA_41D
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Uplink CA configurations
(NOTE 3)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
Channel bandwidths for carrier [MHz]
	
	

	CA_41D
	 CA_41D
	10
	20
	15
	60
	0

	
	
	10
	15, 20
	20
	
	

	
	
	15
	20
	10, 15
	
	

	
	
	15
	10, 15, 20
	20
	
	

	
	
	20
	15, 20
	10
	
	

	
	
	20
	10, 15, 20
	15, 20
	
	


[bookmark: _Toc461628217][bookmark: _Toc464639625]6.10.2	UE maximum output power
The UE maximum output power for CA_41D is proposed to reuse requirement for bandwidth class C.
Table 6.10.2-1 CA UE Power Class for intra-band contiguous CA_41D
	E-UTRA CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_41D
	
	
	
	
	23
	+2/-22
	
	

	NOTE 2:	If all transmitted resource blocks (Figure 5.6A-1) over all component carriers are confined within FUL_low and FUL_low + 4 MHz or/and FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 



[bookmark: _Toc461628218][bookmark: _Toc464639626]6.10.3	Spurious emission band UE co-existence 
Table 6.10.3-1 shows the spurious emission band UE co-existence for CA_41D.
Table 6.10.3-1: Spurious emission band UE co-existence for CA_41D
	E-UTRA CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_41D

	E-UTRA Band 1, 2, 3, 4, 5, 8, 10, 12, 13 , 14, 17, 24, 25, 26, 27, 28, 29, 30, 34, 39, 40, 42, 44, 65, 66, 70
	FDL_low 
	- 
	FDL_high
	-50
	1
	


[bookmark: _Toc461628219][bookmark: _Toc464639627]6.10.4	UE maximum output power with additional requirements
The requirements are FFS.
[bookmark: _Toc461628220][bookmark: _Toc464639628]6.10.5	Additional Spectrum emission mask for CA_41D
The requirements are FFS.
[bookmark: _Toc464639629]6.11	CA_3A-3A_BCS2
[bookmark: _Toc464639630]6.11.1	 Channel bandwidths per operating band for CA
Table 6.11.1-1: Supported E-UTRA bandwidths for intra-band non-contiguous CA in Band 3
	[bookmark: OLE_LINK1][bookmark: OLE_LINK2]E-UTRA CA configuration / Bandwidth combination set

	E-UTRA
CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_3A-3A
	5
	3
	10
	2

	
	3, 5
	5
	
	


[bookmark: _Toc457394683][bookmark: _Toc464639631]6.11.2 	Co-existence studies
The 2nd and 3rd order harmonics and IMD products caused in the BS by transmitting of operating band 3 non-contiguous DL carriers can be calculated as shown in Table 6.11.2-1 below:
Table 6.11.2-1: Operating Band 3 non-contiguous DL harmonics and IMD products
	BS DL carriers
	f-low
	f-high

	DL frequency (MHz)
	1805
	1880

	2nd harmonics frequency limits (MHz)
	3610
	3760

	3rd harmonics frequency limits (MHz)
	5415
	5640

	2nd order IMD products 
	(f-low – f-high)
	(f-high – f-low)

	IMD frequency limits (MHz)
	-75
	75

	3rd order IMD products 
	(2*f-low –f-high)
	(2*f-high –f-low)

	IMD frequency limits (MHz)
	1730
	1955


It can be seen from table 6.11.2-1 that the 2nd order harmonics from operating band 3 DL transmit will fall inside operating band 43, and 3rd order harmonics from operating band 3 DL transmit will fall inside operating band 46. It can also be seen that the third order inter-modulation products from a BS supporting NC_CA in operating band 3 may fall inside the receive part of operating bands 1, 2, 3, 4, 9, 10, 25, 33, 35, 36, 37, 39, 65 and 66. Note that the limits in table 6.11.2-1 are calculated assuming maximum possible spacing between the aggregated carriers in the operating band.
Table 6.11.2-2 gives the harmonic products for band 3 non-contiguous CA with 1UL. None of the harmonic products fall into the own receive band for UE, so it is concluded that there is no issue on UL harmonic interference.
Table 6.11.2-2: 1UL Band 3 non-contiguous CA harmonic products
	[bookmark: _Toc431474769]
	
	
	2nd  Harmonic
	3rd  Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	3
	1710
	1785
	3420
	3570
	5130
	5355



[bookmark: _Toc464639632]6.11.3.	∆TIB and ∆RIB values
[bookmark: _Toc464639633]No TIB and RIB are required for CA_3A-3A intra-band non-contiguous CA.
[bookmark: _Toc464639634]6.12	CA_3B_BCS0
[bookmark: _Toc464639635]6.12.1	 Channel bandwidths per operating band for CA
Table 6.12.1-1: Supported E-UTRA bandwidths for intra-band contiguous CA in Band 3
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA
CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_3B
	5
	3
	10
	0

	
	3, 5
	5
	
	


[bookmark: _Toc464639636]6.12.2 	Co-existence studies
The 2nd and 3rd order harmonics and IMD products caused in the BS by transmitting of operating band 3 contiguous DL carriers can be calculated as shown in Table 6.12.2-1 below:
Table 6.12.2-1: Operating Band 3 contiguous DL harmonics and IMD products
	BS DL carriers
	f-low
	f-high

	DL frequency (MHz)
	1805
	1880

	2nd harmonics frequency limits (MHz)
	3610
	3760

	3rd harmonics frequency limits (MHz)
	5415
	5640

	2nd order IMD products 
	(f-low – f-high)
	(f-high – f-low)

	IMD frequency limits (MHz)
	-75
	75

	3rd order IMD products 
	(2*f-low –f-high)
	(2*f-high –f-low)

	IMD frequency limits (MHz)
	1730
	1955


It can be seen from table 6.12.2-1 that the 2nd order harmonics from operating band 3 DL transmit will fall inside operating band 43, and 3rd order harmonics from operating band 3 DL transmit will fall inside operating band 46. It can also be seen that the third order inter-modulation products from a BS supporting C_CA in operating band 3 may fall inside the receive part of operating bands 1, 2, 3, 4, 9, 10, 25, 33, 35, 36, 37, 39, 65 and 66. Note that the limits in table 6.12.2-1 are calculated assuming maximum possible spacing between the aggregated carriers in the operating band.
Table 6.12.2-2 gives the harmonic products for band 3 contiguous CA with 1UL. None of the harmonic products fall into the own receive band for UE, so it is concluded that there is no issue on UL harmonic interference.
Table 6.12.2-2: 1UL Band3 contiguous CA harmonic products
	
	
	
	2nd  Harmonic
	3rd  Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	3
	1710
	1785
	3420
	3570
	5130
	5355



[bookmark: _Toc464639637]6.12.3.	∆TIB and ∆RIB values
[bookmark: _Toc464639638]No ∆TIB and ∆RIB are required for CA_3B intra-band contiguous CA.
[bookmark: _Toc464639639]6.12.4.	REFSENS requirements
[bookmark: _Toc464639640]No reference sensitivity adjustments are needed for CA_3B intra-band CA with single UL.
[bookmark: _Toc464639641]6.13	CA_3DL_40D_1UL_BCS1 and CA_4DL_40E_1UL_BCS0
[bookmark: _Toc464639642]6.13.1	Channel bandwidths per operating band for CA
The additions for CA_40D_BCS1 and CA_40E_BCS0 in Table 6.13.1-1 need to be made to Table 5.6A.1-1 in TS 36.101.
Table 6.13.1-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA

	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRACA configuration
	Uplink CA configurations (NOTE 3)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_40D
	 
	15,20
	15,20
	15,20
	
	60
	1

	CA_40E
	 
	15, 20
	15, 20
	15, 20
	20
	80
	0



[bookmark: _Toc464639643]6.13.2	Blocking characteristics
[bookmark: _Toc464639644]6.13.2.1	In-band blocking
The additions for CA_40E_BCS0 in Table 6.13.2.1-1 need to be made to Table 7.6.1.1A-2 in TS 36.101.
Table 6.13.2.1-1: In-band blocking
	CA configuration
	Parameter
	Unit
	Case 1
	Case 2

	
	PInterferer
	dBm
	-56
	-44

	
	FInterferer
(offset)
	MHz
	=-Foffset– FIoffset,case 1
&
=+Foffset + FIoffset,case 1
	≤-Foffset– FIoffset,case 2
&
≥+Foffset + FIoffset,case 2

	CA_40E
	FInterferer 
(Range)
	MHz
	(NOTE 2)
	FDL_low – 15
to
FDL_high + 15

	NOTE 1:	For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band 
NOTE 2:	For each carrier frequency the requirement is valid for two frequencies: 
			a. the carrier frequency -Foffset - FIoffset, case 1 and
			b. the carrier frequency +Foffset + FIoffset, case 1
NOTE 3:	Foffset is the frequency offset from the center frequency of the CC being tested to the edge of aggregated channel bandwidth.

NOTE 4:	The Finterferer (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the interferer and shall be further adjusted to MHz to be offset from the sub-carrier raster.



[bookmark: _Toc464639645]6.13.2.2	Out-of-band blocking
The additions for CA_40E_BCS0 in Table 6.13.2.2-1 need to be made to Table Table 7.6.2.1A-2 in TS 36.101.
Table 6.13.2.2-1: Out of band blocking
	CA configuration
	Parameter
	Units 
	Frequency 

	
	
	
	Range 1
	Range 2
	Range 3

	
	PInterferer
	dBm
	-44
	-30
	-15

	CA_40E
	FInterferer (CW)

	MHz

	FDL_low -15 to
FDL_low -60 
	FDL_low -60 to
FDL_low -85 
	FDL_low -85 to 
1 MHz

	
	
	
	FDL_high +15 to
FDL_high + 60 
	FDL_high +60 to
FDL_high +85 
	FDL_high +85 to
+12750 MHz

	NOTE 1:	The power level of the interferer (PInterferer) for this CA configuration for Range 3 shall be modified to -20 dBm for FInterferer > 2800 MHz and FInterferer < 4400 MHz.



[bookmark: _Toc441173973][bookmark: _Toc464639646]6.14	CA_2DL_40A-40A_1UL_BCS1, CA_3DL_40A-40C_1UL_BCS0 and CA_4DL_40C-40C_1UL_BCS0
[bookmark: _Toc441173975][bookmark: _Toc464639647]6.14.1	Channel bandwidths per operating band for CA
The additions for CA_40A-40A_BCS1, CA_40A-40C_BCS0 and CA_40C-40C_BCS0 in Table 6.14.1-1 need to be made to Table 5.6A.1-3 in TS 36.101.

Table 6.14.1-1: E-UTRA CA configurations and bandwidth combination sets defined for non-contiguous intra-band CA (with two sub-blocks)

	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRACA configuration
	Uplink CA configurations (NOTE 1)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_40A-40A
	-
	10,15,20
	10,15,20
	
	
	40
	1

	CA_40A-40C
	-
	20
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1 of TS 36.101
	
	60
	0

	
	
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1 of TS 36.101
	20
	
	
	

	CA_40C-40C
	-
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1 of TS 36.101
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1 of TS 36.101
	80
	0



The additions for CA_40A-40C_BCS0 and CA_40C-40C_BCS0 in Table 6.14.1-2 need to be made to Table 7.3.1A-3 in TS 36.101.
Table 6.14.1-2: Intra-band non-contiguous CA with one uplink configuration for reference sensitivity
	CA configuration
	Aggregated channel bandwidth (PCC+SCC)
	Wgap / [MHz]
	UL PCC allocation
	ΔRIBNC (dB)
	Duplex mode

	CA_40A-40C
	NOTE 6
	NOTE 7
	NOTE 8
	0.0
	TDD

	CA_40C-40C
	NOTE 6
	NOTE 7
	NOTE 8
	0.0
	TDD



[bookmark: _Toc464639648]6.15	CA_3DL_66A-66B_1UL_BCS0
[bookmark: _Toc464639649]6.15.1	Channel bandwidths per operating band for CA
The additions for CA_66A-66B_BCS0 in Table 6.15.1-1 need to be made to Table 5.6A.1-3 in TS 36.101.
Table 6.15.1-1: E-UTRA CA configurations and bandwidth combination sets defined for non-contiguous intra-band CA (with two sub-blocks)

	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRACA configuration
	Uplink CA configurations (NOTE 1)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_66A-66B
	-
	5, 10, 15, 20
	See CA_66B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	40
	0

	
	
	See CA_66B Bandwidth Combination Set 0 in Table 5.6A.1-1
	5, 10, 15, 20
	
	
	



[bookmark: _Toc464639650]6.15.2	REFSENS requirements
The additions for CA_66A-66B_BCS0 in Table 6.15.2-1 need to be made to Table 7.3.1A-3 in TS 36.101.
Table 6.15.2-1: Intra-band non-contiguous CA with one uplink configuration for reference sensitivity
	CA configuration
	Aggregated channel bandwidth (PCC+SCC)
	Wgap / [MHz]
	UL PCC allocation
	ΔRIBNC (dB)
	Duplex mode

	CA_66A-66B
	NOTE 6
	NOTE 7
	NOTE 8, NOTE 16
	0.0
	FDD



[bookmark: _Toc464639651]6.16	CA_2DL_ CA_46A-46A_0UL_BCS0, CA_3DL_ CA_ 46A-46C_0UL_BCS0 and CA_4DL_ CA_ 46A-46D_0UL_BCS0
[bookmark: _Toc464639652]6.16.1	Channel bandwidths per operating band for CA
Table 6.16.1-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA

	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRACA configuration
	Uplink CA configurations (NOTE 1)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_46A-46A 1
	-
	20
	20
	
	
	40
	0

	CA_46A-46C 1
	-
	20
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1 of TS 36.101
	
	60
	0

	CA_46A-46D 1
	-
	20
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1 of TS 36.101
	80
	0

	NOTE 1: 	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell.



[bookmark: _Toc464639653]6.17	CA_2DL_5A-5A_1UL_BCS1
[bookmark: _Toc464639654]6.17.1	Channel bandwidths per operating band for CA
The additions for CA_5A-5A_BCS1 in Table 6.17.1-1 need to be made to Table 5.6A.1-3 in TS 36.101.
Table 6.17.1-1: E-UTRA CA configurations and bandwidth combination sets defined for non-contiguous intra-band CA (with two sub-blocks)

	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRACA configuration
	Uplink CA configurations (NOTE 1)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_5A-5A
	-
	3
	5
	
	
	8
	1



[bookmark: _Toc464639655]6.18	CA_2DL_5B_1UL_BCS1
[bookmark: _Toc464639656]6.18.1	Channel bandwidths per operating band for CA
The additions for CA_5B_BCS1 in Table 6.17.1-1 need to be made to Table 5.6A.1-1 in TS 36.101.

Table 6.18.1-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA

	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRACA configuration
	Uplink CA configurations (NOTE 3)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_5B
	-
	3
	5
	
	
	8
	1

	
	
	5
	3
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