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1. Overall Description:
RAN4 has discussed the following question from RAN2 LS on Timing reference for LAA SCell.

· Q1 Under which conditions the UE can consider that the LAA SCell is a reliable timing reference cell for UL transmissions?


Based on the discussion, RAN4 would like to give the following reply to RAN2 on the question in their LS:

· If the UE is able to acquire the timing from any of the LAA SCells in the sTAG where it belongs to, this cell can be considered reliable and can be used as TA reference for other LAA SCells in the sTAG. 
· After choosing the timing reference cell, the UE shall keep track of the timing primarily from the reference cell.
· [bookmark: _GoBack]If there is no transmission in the reference cell, the UE can do time tracking from any other LAA SCell, which has transmission in the sTAG.
· The definition of reliability shall be based on the availability of signals in the whole sTAG. The sTAG shall be considered unreliable, if there is no transmission in any of the LAA SCells within X seconds. Value for X is to be defined by RAN4.

2. Actions:
To RAN2 group.
ACTION: 	RAN4 kindly asks RAN2 to take the above information into account in their work during the WI.

3. Date of Next TSG-RAN WG4 Meetings:
3GPPRAN4#82	13th – 17th February 2017     	Athens, GR
3GPPRAN4#82-Bis	3rd – 7th April 2017   	US
