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	Reason for change:
	The inter-frequency RSRP measurement and inter-frequency RSSI measurement could not be performed simultaneously during one measurement gap in case of DMTC occasion and RMTC configured are synchronized between different frequencies

	
	

	Summary of change:
	A clarification is added on inter-frequency RSSI measurement requirements:
The requirements in this section apply provided that the rmtc occasions do not collide with the DMTC occasions during measurement gaps.
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<< Start of Change >>
8.11.4.2
E-UTRAN inter-frequency measurements
The UE physical layer shall be capable of performing the RSSI measurements [4] on one or more inter-frequency carriers operating under frame structure type 3 [16], if the carrier(s) are indicated by higher layers [2], and reporting the RSSI measurements to higher layers. The UE physical layer shall provide to higher layers a single RSSI sample for each OFDM symbol within each configured RSSI measurement duration [2] occurring with a configured RSSI measurement timing configuration periodicity [2]. The RSSI measurement period corresponds to max(reportInterval, rmtc-Period* Nfreq, MGRP*Nfreq), where  reportInterval and rmtc-Period [2] are configured for the RSSI measurement by higher layers, and Nfreq is defined in clause 8.1.2.1.1.
If the UE requires measurement gaps to perform inter-frequency measurements, a single measurement gap pattern is used for all concurrent inter-frequency measurements, including inter-frequency RSSI measurements. The requirements in this section apply provided that the rmtc occasions do not collide with the DMTC occasions during measurement gaps.
The RSSI measurement performed and reported according to this section shall meet the RSSI measurement accuracy requirement in Section 9.1.18.5.3.

<< End of Change >>
