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----------------------------------------------------- Beginning of Change ------------------------------------------------------------
8.9.4
PDCCH/PCFICH
8.9.4.1
FDD and half-duplex FDD

8.9.4.1.1
Transmit diversity performance
For the parameters specified in Table 8.4.1-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.9.4.1.1-1. The downlink physical setup is in accordance with Annex C.3.2.
Table 8.9.4.1.1-1: Minimum performance PDCCH/PCFICH
	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	10 MHz
	8 CCE
	R.15-2 FDD
	OP.1 FDD
	ETU70
	2x1 Low
	1
	TBD


8.9.4.2
TDD

8.9.4.2.1
Transmit diversity performance

For the parameters specified in Table 8.4.2-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 8.9.4.2.1-1. The downlink physical setup is in accordance with Annex C.3.2.

Table 8.9.4.2.1-1: Minimum performance PDCCH/PCFICH
	Test number
	Bandwidth 
	Aggregation level
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Antenna configuration and correlation Matrix 
	Reference value

	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1 
	10 MHz
	8 CCE
	R.15-2 TDD
	OP.1 TDD
	ETU70
	2x1 Low
	1
	TBD 


------------------------------------------------------------- End of change ------------------------------------------------------------
