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	Reason for change:
	In current specification, there are two side conditions for Cat-M1 HD-FDD measurement requirements:
-
at least downlink subframe # 0 or downlink subframe # 5 per radio frame of an intra-frequency cell to be identified by the UE is available at the UE over Tidentify_intra_UE cat M1;

-
at least one downlink subframe per radio frame of measured cell is available at the UE for RSRP measurement  assuming measured cell is identified cell over Tmeasure_intra_UE cat M1.

The two conditions are copied from Cat-0 HD-FDD requirements. However, unlike Cat-0, Cat-M1 measurements are based on measurement gaps. The two conditions are not applicable anymore, and all the subframes that a HD-FDD UE needs for meeting the requirements are provided by measurement gaps. 
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---START OF CHANGE 1---
8.13.2.1.2 
E-UTRAN intra frequency measurements for HD-FDD

8.13.2.1.2.1 
E-UTRAN intra frequency measurements when no DRX is used

The requirements in this section are applicable for the UE which supports half duplex operation on one or more supported frequency bands [2]. 
The requirements defined in clause 8.13.2.1.1.1 also apply for this section provided the following conditions are met:



-
SCH_RP and SCH Ês/Iot according to Annex Table B.2.14-2 for a corresponding Band
---END OF CHANGE 1-
---START OF CHANGE 2---
8.13.2.2.2
E-UTRAN HD-FDD Intra-frequency E-CID RSRP Measurements

8.13.2.2.2.1
Introduction

The requirements in this section are applicable for the UE which supports half duplex operation on one or more supported frequency bands [2]. 

The requirements defined in clause 8.13.2.2.1.1 also apply for this section provided the following conditions are met:



-
SCH_RP and SCH Ês/Iot according to Annex Table B.2.14-2
---END OF CHANGE 2-
---START OF CHANGE 3---
8.13.3.1.2 
E-UTRAN intra frequency measurements for HD-FDD

8.13.3.1.2.1 
E-UTRAN intra frequency measurements when no DRX is used

The requirements in this section are applicable for the UE which supports half duplex operation on one or more supported frequency bands [2]. 
The requirements defined in clause 8.13.3.1.1.1 also apply for this section provided the following conditions are met:



-
SCH_RP and SCH Ês/Iot according to Annex Table B.2.14-4
---END OF CHANGE 3-
---START OF CHANGE 4---
8.13.3.2.2
E-UTRAN HD-FDD Intra-frequency E-CID RSRP Measurements

8.13.3.2.2.1
Introduction

The requirements in this section are applicable for the UE which supports half duplex operation on one or more supported frequency bands [2]. 

The requirements defined in clause 8.13.3.2.1.1 also apply for this section provided the following conditions are met:



-
SCH_RP and SCH Ês/Iot according to Annex Table B.2.14-4
---END OF CHANGE 4-
