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1   Background
In RAN4#81 meeting, RAN4 has some discussions on the TM9 tests. And has the consensus that we should revisit TM9 MU tests for the 4Rx duplication output method. According to the WF [1], following agreements are achieved:
· RAN4 replaces TM9 MU Tests with 4-RX AP UE Tests.

· In RAN4#82, interested companies are encouraged to provide 4-RX AP UE performance of tests below 

· 8.3.1.1 (FDD), 8.3.2.1A(TDD)

· 8.3.1.1H (FDD), 8.3.2.1I  (TDD)
In this contribution, we will further discuss relevant issues.
2   Discussion

In last meeting, it is agreed to replace TM9 MU tests with 4-Rx AP UE tests. So more evaluation should be performed. According to the discussions, the eIRC receiver is the reference receiver.
We configure the parameters as 8.3.1.1#2 (FDD), comparing 2Rx, 4Rx duplication and 4Rx evaluation results. Updated simulation results are presented in Figure 1.
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Figure 1: Simulation results for the TM9 test
The target SNR is summarized in Table 1.
Table 1: Target SNR
	
	8.3.1.1#2

	2Rx
	18.7

	4Rx duplication
	15.1

	4Rx
	11.7


Compared with results from companies, we find that performance for 2Rx is better aligned while 4Rx duplication and 4Rx results are quite diverse.
For the eIRC receiver, eNB totally know the channel for the target UE and interference UE, the implementation from companies may be different so the performance can be different.
In order to be better aligned, companies should have more discussion for the receiver assumption and implementation.
So we propose that:
Proposal 1: In order to be better aligned, companies can have more discussions on the simulation assumptions and UE implementations.
3   Conclusions
In this contribution, we provide the simulation results for 4Rx TM9 tests and have the following proposals:

Proposal 1: In order to be better aligned, companies can have more discussions on the simulation assumptions and UE implementations.
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