Page 1



3GPP TSG-RAN WG4 Meeting #82













         R4-1701381
Athens, Greece, 13th – 17th Februrary, 2017
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.133
	CR
	4484
	rev
	-
	Current version:
	14.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	CR on WLAN RSSI R14

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R4

	
	

	Work item code:
	UTRA_LTE_iPos_enh2-Perf
	
	Date:
	2017-02-13

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	WLAN RSSI mapping table is defined in TS36.133, and RAN2 TS36.355 refers to TS36.133. However, according to LS R4-1700421, RAN2 will clarify TS 36.355 starting from REL-13 that correct references IEEE802.11 are added in value range definitions of WLAN RSSI, not TS36.133. RAN2 asks RAN4 to take a note on the information in this LS and update their specifications if found to be needed. 

	
	

	Summary of change:
	Changing the description of WLAN RSSI measurement report mapping in order to align with RAN2 decision.

	
	

	Consequences if not approved:
	The mapping table in 9.7.2 is not refered by TS36.355 anymore

	
	

	Clauses affected:
	9.7.1, 9.7.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	X
	
	 Test specifications
	TS 36.521-3

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


<< Start of Change 1>>
9.7
IEEE802.11 Measurements

The requirements in this clause are applicable for a UE:

-
in RRC_CONNECTED state.

-
synchronised to the IEEE 802.11 access point that is measured.

9.7.1
WLAN RSSI

NOTE:
This measurement is for access network selection and traffic steering between E-UTRAN and WLAN.

The requirements in this clause are valid for terminals supporting this capability.

WLAN RSSI defined in sub-clause 5.1.16 of [4] shall meet the performance requirement defined in [32]. The WLAN RSSI measurement report mapping is defined in [32].
9.7.2
Void


Table 9.7.2-1: Void
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


<< End of Change 1>>
