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1
Introduction
This document proposes some late band combinations for consideration in the 3DL/1UL WID to be presented to RAN#75.
2
Discussion
Vodafone would like to propose the following 3DL/1UL band combinations for RAN4#82.
	CA combination
	REL-indep

from
	contact

name, company
	other supporting companies

(min. 3)
	status

(new, ongoing, completed, stopped)
	supported next level fallback modes
(in DL and UL)

	CA_3DL_1A-3A-41A_1UL_BCS1

(uplink band 41)
	REL-11
	Tim Frost, Vodafone
	Ericsson, Nokia, ...
	New
	CA_3A-41_1UL_BCS1 (existing)

CA_1A_3A_1UL_BCS1 (existing)

CA_1A-41A_1UL_BCS1 (new)

	CA_3DL_1A-3A-32A_1UL_BCS0
	REL-11
	Tim Frost, Vodafone
	Ericsson, Nokia, ...
	New
	CA_1A-3A_1UL_BCS0 (existing)

CA_1A-32A_1UL_BCS0 (new)

CA_3A-32A_1UL_BCS0 (existing)


CA_3DL_1A-3A-41A_1UL_BCS0:
	E-UTRA CA configuration / Bandwidth combination set

	

	E-UTRA CA Configuration
	Uplink band
	E-UTRA Bands
	1.4
	3
	5
	10
	15
	20
	Maximum aggregated bandwidth
	Bandwidth combination set

	
	
	
	MHz
	MHz
	MHz
	MHz
	MHz
	MHz
	[MHz]
	

	CA_1A-3A-41A
	1, 3, 41
	1
	 
	 
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	3
	 
	Yes
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	41
	 
	
	Yes
	Yes
	Yes
	Yes
	
	


CA_3DL_1A-3A-32A_1UL_BCS0:
	E-UTRA CA configuration / Bandwidth combination set

	

	E-UTRA CA Configuration
	Uplink band
	E-UTRA Bands
	1.4
	3
	5
	10
	15
	20
	Maximum aggregated bandwidth
	Bandwidth combination set

	
	
	
	MHz
	MHz
	MHz
	MHz
	MHz
	MHz
	[MHz]
	

	CA_1A-3A-32A
	1,3
	1
	 
	 
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	3
	 
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	


3
Proposed way forward
It is proposed to agree this late band combination for consideration in the 3DL/1UL WID to be presented to RAN#75.
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