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1. Introduction

This contribution provides a TP for TR 36.714-04-01 to include the requirements for the 4DL/1UL CA combination CA_4DL_2A-2A-29A-30A_1UL_BCS0 as defined in RP-170189 [1].

2. Text Proposal
---Start of changes---

6.X
CA_4DL_2A-2A-29A-30A_1UL_BCS0
6.X.1
Channel bandwidths per operating band for CA
Table 6.X.1-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_2A-2A-29A-30A
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3 of TS 36.101
	60

	0


	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	30
	
	
	Yes
	Yes
	
	
	
	


6.X.2
Co-existence studies
The 2nd / 3rd harmonics and IMD products caused in the BS by transmitting CA_2A-2A-29A-30A follow those derived for the constituent 2DL and 3DL CA fall-back modes.
6.X.3
ΔTIB,c and ΔRIB,c values
The (TIB,c values are derived from CA_2A-29A-30A and are shown in table 6.X.3-1. 
Table 6.x.3-1: ΔTIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_2A-2A-29A-30A
	2
	0.5

	
	30
	0.3


The (RIB,c values are derived from CA_2A-29A-30A and are shown in table 6.X.3-2.
Table 6.x.3-2: ΔRIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_2A-2A-29A-30A
	2
	0.4

	
	30
	0.5


6.x.4
REFSENS requirements
Updates needed to Table 7.3.1A-0d in TS 36.101 shown in Table 6.x.4-1.
Table 6.x.4-1: Reference sensitivity QPSK PREFSENS (CA with a SDL band)
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_2A-2A-29A-30A
	2
	
	
	-97.6
	-94.6
	-92.8
	-91.6
	FDD

	
	
	
	
	-100.34
	-97.34
	-95.54
	-94.34
	

	
	29
	
	
	-97
	-94
	
	
	

	
	30
	
	
	-98.5
	-95.5
	
	
	

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.

NOTE 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1

NOTE 3:
The signal power is specified per port.

NOTE 4:
Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.


---End of changes---
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