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1 Introduction
CA_2DL_39A-42A_1UL_BCS0 has been agreed to capture into the 2DL/1UL basket WI Release 14[1]. This contribution provide text proposal for this CA combinations to define delta Tib/Rib values into TR36.714-02-01[2].

Accoding to Band arrangement in Ts36.101, Band 39 has a large frequency separtion with Band 42. Moreover, comparing with its nearby band Band 1 and Band 3, Band 39 has a smaller frequency range (bandwidth). This would make the design of diplexer for CA_39-42 be easier than that for CA_1-42 and CA_3-42 in terms of implementation. So it can be expected that delta Tib/Rib values for CA_39A-42A could be no more than those for CA_1-42 and CA_3-42. In other hand, according to Ts36.101, the delta Tib/Rib values for Band 42 will be at least 0.5dB for all Band 42 related CA combinations. 
Based on the above, it propose the following delta Tib/Rib values could be used for CA_39A-42A_BCS0.
Table 1: ΔTIB,c for 2DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]
	ΔRIB,c [dB]

	CA_39A-42A
	39
	01
	0

	
	42
	0.51
	0.5

	NOTE 1:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.
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6.x.4
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_39A-42A the ΔTIB,c and ΔRIB,c are defined for applicable bands in Table 6.x.4-1 and 6.x.4-2 respectively.

Table 6.x.4-1: ΔTIB,c for 2DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_39A-42A
	39
	0

	
	42
	0.5

	NOTE: Applicable for UE supporting inter-band carrier aggregation without simultaneous Rx/Tx.


Table 6.x.4-2: ΔRIB,c for 2DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_39A-42A
	39
	0

	
	42
	0.5

	NOTE: Applicable for UE supporting inter-band carrier aggregation without simultaneous Rx/Tx.
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