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8.1.2.1
UE measurement capability

If the UE requires measurement gaps to identify and measure inter-frequency and/or inter-RAT cells and the UE does not support perServingCellMeasurementGap-r14 or is not configured with per serving cell measurement gaps, in order for the requirements in the following subsections to apply the E-UTRAN must provide a single measurement gap pattern with constant gap duration for concurrent monitoring of all frequency layers and RATs. If the UE requires measurement gaps to identify and measure inter-frequency and/or inter-RAT cells and the UE supports perServingCellMeasurementGap-r14 and is configured with per serving cell measurement gaps, in order for the requirements in the following subsections to apply the E-UTRAN must provide gap pattern(s) on at least each serving cell a where the UE has indicated in the perCC-ListGapIndication IE that gaps are required.The type of gap on each component carrier must be at least the type of gap that the UE has indicated in the perCC-ListGapIndication IE, Requirements for interRAT monitoring are not specified with per serving cell measurement gaps.  
During the measurement gaps the UE:

-
shall not transmit any data

 -
is not expected to tune its receiver on any of the E-UTRAN carrier frequencies of PCell and any SCell. 

-
is not expected to tune its receiver on any of the E-UTRAN carrier frequencies of PCell, PSCell, and SCell.
If the UE supporting dual connectivity is configured with PSCell, during the total interruption time as shown in Figure 8.1.2.1-1, the UE shall not transmit and receive any data in SCG.

In the uplink subframe occurring immediately after the measurement gap,

-
if the following conditions are met then it is up to UE implementation whether or not the UE can transmit data:
-
all the serving cells belong to E-UTRAN TDD;

-
if the subframe occurring immediately before the measurement gap is an uplink subframe. 

-
Otherwise the UE shall not transmit any data.

In determining the above UE behaviour in the uplink subframe occurring immediately after the measurement gap the UE shall treat a special subframe as an uplink subframe if the special subframe occurs immediately before the measurement gap, Inter-frequency and inter-RAT measurement requirements within this clause rely on the UE being configured with one measurement gap pattern unless the UE has signaled that it is capable of conducting such measurements without gaps. UEs shall only support those measurement gap patterns listed in Table 8.1.2.1-1 that are relevant to its measurement capabilities. 

ProSe capable UE is allowed to perform ProSe transmissions during the measurement gaps that are not used for measurements if the requirements specified in section 8 for inter-frequency and inter-RAT measurements are fulfilled.

Table 8.1.2.1-1: Gap Pattern Configurations supported by the UE

	Gap Pattern Id
	MeasurementGap Length (MGL, ms)
	Measurement Gap Repetition Period

(MGRP, ms)
	Minimum available time for inter-frequency and inter-RAT measurements during 480ms period

(Tinter1, ms)
	Measurement Purpose

	0
	6
	40
	60
	Inter-Frequency E-UTRAN FDD and TDD, UTRAN FDD, GERAN, LCR TDD, HRPD, CDMA2000 1x

	1
	6
	80
	30
	Inter-Frequency E-UTRAN FDD and TDD, UTRAN FDD, GERAN, LCR TDD, HRPD, CDMA2000 1x

	2
	3
	40
	60NOTE 1,2
	Inter-Frequency E-UTRAN FDD and TDD for cells with time difference according to section 8.1.2.1

	3
	3
	80
	30NOTE 1,2
	Inter-Frequency E-UTRAN FDD and TDD for cells with time difference according to section 8.1.2.1

	Note 1: Although less time than this is available during a 480ms measurement period, the UE measurement requirements are the same as for gap patterns 0 and 1 as the UE is able to exploit the limited time difference to determine a smaller window for cell detection
Note 2 : This gap pattern is supported by UEs which support shortMeasurementGap-r14


Table 8.1.2.1-2: Gap Pattern Configurations for UE supporting low density burst gap pattens

	Gap Pattern Id
	MeasurementGap Length (MGL, ms)
	Measurement Gap Repetition Period

(MGRP, ms)
	Number of gaps per burst
	Burst repetition period Tburst
	Measurement Purpose

	nonUniform1
	6
	40
	12
	1.28s
	Inter-Frequency E-UTRAN FDD and TDD

	nonUniform2
	6
	40
	12
	2.56s
	Inter-Frequency E-UTRAN FDD and TDD

	nonUniform3
	6
	40
	12
	5.12s
	Inter-Frequency E-UTRAN FDD and TDD

	nonUniform4
	6
	40
	12
	10.24s
	Inter-Frequency E-UTRAN FDD and TDD


Table 8.1.2.1-3: Gap Pattern Configurations for UE supporting short interruption control gap patterns

	Gap Pattern Id
	Visible interruption length before measurement (VIL1, ms)
	Measurement Length during which there is no gap (ML, ms)
	Visible interruption length after measurement (VIL2, ms)
	Visible interruption Repetition Period

(VIRP, ms)
	 Purpose

	NCSG1NOTE 1
	1
	4
	1
	40
	Interruption control for carrier aggregation

	NCSG2 NOTE 1
	1
	4
	1
	80
	Interruption control for carrier aggregation

	NCSG3 NOTE 1
	2
	3
	 2
	40
	Interruption control for dual conncetivity

	NCSG4 NOTE 1
	 2
	3
	 2
	80
	Interruption control for dual connectivity

	NOTE 1 : This gap pattern is supported by UEs which support ncsg-r14


NOTE 1:
When inter-frequency RSTD measurements are configured and the UE requires measurement gaps for performing such measurements, only Gap Pattern 0 can be used. For defining the inter-frequency and inter-RAT requirements Tinter1=30ms shall be assumed. 

NOTE 2:
A measurement gap starts at the end of the latest subframe occurring immediately before the measurement gap among MCG serving cells subframes. 

NOTE 3: 
MGL is the time from start of tuning to end of retuning, which is aligned between MCG and SCG.
NOTE 4: 
The total interruption time on SCG is 6 subframes for synchronous dual connectivity, and the total interruption time on SCG is 7 subframes for asyncrhonous dual connectivity. As shown in Figure 8.1.2.1-1, MCG subframes from i+1 to i+6 are included in total interruption time together with SCG subframes from j+1 to j+6 for synchronous dual connectivity and j+1 to j+7 for asyncrhonous dual connectivity.
NOTE 5: 
For asynchronous dual connectivity as shown in Figure 8.1.2.1-1 (b), subframe j is regarded as the subframe occurring immediately before the measurement gap for SCG, similarly, subframe j+8 is regarded as the subframe occurring immediately after the measurement gap for SCG.
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Figure 8.1.2.1-1: Measurement GAP and total interruption time on MCG and SCG

A UE that is capable of identifying and measuring inter-frequency and/or inter-RAT cells without gaps shall follow requirements as if Gap Pattern Id #0 had been used and the minimum available time Tinter1 of 60 ms shall be assumed for the corresponding requirements.
When gaps with gap pattern ID 3 or gap pattern ID 4 are configured, the UE shall be able to detect a target cell if the sub frame of the target cell containing PSS/SSS begins not earlier than 500uS from the start of the measurement gap and if the sub frame containing PSS/SSS ends not later than 500uS before the end of the measurement gap. The reference point for this requirement is at the UE antenna connector.

If the UE supporting E-UTRA carrier aggregation when configured with up to four SCCs is performing measurements on cells on PCC, inter-frequency measurements, or inter-RAT measurements, and interruption occurs on PCell or any activated SCell or both due to measurements performed on cells on an SCC with a deactivated SCell according to section 8.3, then the UE shall meet the requirements specified for each measurement in Section 8 and Section 9. 

If the UE supporting E-UTRA dual connectivity when configured with a PSCell is performing measurements on cells on PCC, inter-frequency measurements, or inter-RAT measurements, then the UE shall meet the requirements specified for each measurement in Section 8 and Section 9.

A UE which indicate support for Increased UE carrier monitoring E-UTRA according to the capabilities in [2, 31] and which is capable of identifying and measuring inter-frequency and/or inter-RAT cells without gaps, shall be able to monitor maximum number of layers as defined in 8.1.2.1.1.1a, and apply the MeasScaleFactor [2] defining the relaxation to the requirements for the configured carriers according to section 8.1.2.1.1a.
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(a) measurement GAP for synchronous dual connectivity
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