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Summary

This contribution provides correction of SEM tables in TS 36.101 Rel-12/13/14.
1
Introduction
In TS 36.101 Rel-12/13/14 [1,2,3], UL CA bandwidth combination of 10+15MHz was defined, but in its SEM table 10+15MHz SEM is missing. This contribution provides correction to the SEM tables.
2
Discussion
In TS 36.101 Rel-12, UL CA_41C was defined. It has a bandwidth combination of 10+15MHz, but in Table 6.6.2.1A-1, this case is missing, which is copied below.

Table 6.6.2.1A-1: General E-UTRA CA spectrum emission mask for Bandwidth Class C

	Spectrum emission limit [dBm]/BWChannel_CA

	ΔfOOB
(MHz)
	25RB+100RB

(24.95MHz)
	50RB+100RB

(29.9 MHz)
	75RB+75RB (30 MHz)
	75RB+100RB

(34.85 MHz)
	100RB+100RB

(39.8 MHz)
	Measurement bandwidth

	( 0-1
	-22
	-22.5
	-22.5
	-23.5
	-24
	30 kHz

	( 1-5
	-10
	-10
	-10
	-10
	-10
	1 MHz

	( 5-24.95
	-13
	-13
	-13
	-13
	-13
	1 MHz

	( 24.95-29.9
	-25
	-13
	-13
	-13
	-13
	1 MHz

	( 29.9-29.95
	-25
	-25
	-13
	-13
	-13
	1 MHz

	( 29.95-30
	
	-25
	-13
	-13
	-13
	1 MHz

	( 30-34.85
	
	-25
	-25
	-13
	-13
	1 MHz

	( 34.85-34.9
	
	-25
	-25
	-25
	-13
	1 MHz

	( 34.9-35
	
	
	-25
	-25
	-13
	1 MHz

	( 35-39.8
	
	
	
	-25
	-13
	1 MHz

	( 39.8-39.85
	
	
	
	-25
	-25
	1 MHz

	( 39.85-44.8
	
	
	
	
	-25
	1 MHz


Similarly, in TS 36.101 Rel-13, UL CA_41C was defined with a combination of 10+15MHz but in Table 6.6.2.1A-1, this case is missing. In TS 36.101 Rel-14, UL CA_41C and UL CA_7C were defined with a combination of 10+15, but it is missing in the SEM table.
In order to make the SEM table complete, we propose to make the following changes in this table for Rel-12, Rel-13, and Rel-14.

Table 6.6.2.1A-1: General E-UTRA CA spectrum emission mask for Bandwidth Class C

	
	Spectrum emission limit [dBm]/BWChannel_CA

	ΔfOOB
(MHz)
	25RB+100RB

(24.95MHz)
	50RB+75RB

(24.75MHz)
	50RB+100RB

(29.9 MHz)
	75RB+75RB (30 MHz)
	75RB+100RB

(34.85 MHz)
	100RB+100RB

(39.8 MHz)
	Measurement bandwidth

	( 0-1
	-22
	-22
	-22.5
	-22.5
	-23.5
	-24
	30 kHz

	( 1-5
	-10
	-10
	-10
	-10
	-10
	-10
	1 MHz

	( 5-24.75
	-13
	-13
	-13
	-13
	-13
	-13
	1 MHz

	( 24.75-24.95
	-13
	-25
	-13
	-13
	-13
	-13
	1 MHz

	( 24.95-29.75
	-25
	-25
	-13
	-13
	-13
	-13
	1 MHz

	( 29.75-29.9
	-25
	
	-13
	-13
	-13
	-13
	1 MHz

	( 29.9-29.95
	-25
	
	-25
	-13
	-13
	-13
	1 MHz

	( 29.95-30
	
	
	-25
	-13
	-13
	-13
	1 MHz

	( 30-34.85
	
	
	-25
	-25
	-13
	-13
	1 MHz

	( 34.85-34.9
	
	
	-25
	-25
	-25
	-13
	1 MHz

	( 34.9-35
	
	
	
	-25
	-25
	-13
	1 MHz

	( 35-39.8
	
	
	
	
	-25
	-13
	1 MHz

	( 39.8-39.85
	
	
	
	
	-25
	-25
	1 MHz

	( 39.85-44.8
	
	
	
	
	
	-25
	1 MHz


3
Conclusions

Proposal: It is proposed to make the above changes to Table 6.6.2.1A-1 in TS 36.101 Rel-12, Rel-13, and Rel-14.

CRs are provided in separate documents [4,5,6].
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