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[bookmark: OLE_LINK13][bookmark: OLE_LINK14]Introduction
At RAN4#82 measurement requirements for UE category M2 in CE modes A and B were introduced in Section 8 of 36.133 [1] through a set of CRs [2]-[5]. However, the corresponding measurement accuracy requirements in Section 9 are still to be introduced. Currently the clauses in Section 8 that describe measurements for UE category M2 are pointing at non-existing clauses in Section 9. In order to correct this and allow further progress in the work on measurement requirements for UE category M2, we propose introducing the missing clauses in Section 9 and fill them with placeholder values (values in brackets or TBD). 
In this contribution we briefly describe the proposed approach. 
Discussions
We proposed to introduce a section 9.24 for measurement accuracy requirements for UE category M2, CE modes A and B, for duplex modes FDD, TDD and HD-FDD. The clauses introduced are as outlined below.
	9.1.24	Measurement accuracy for UE category M2
	9.1.24.1	Intra-frequency Absolute RSRP Accuracy for UE category M2 with CE mode A 
	9.1.24.2	Intra-frequency Relative Accuracy of RSRP for UE category M2 with CE mode A
	9.1.24.3	Intra-frequency Absolute RSRP Accuracy for UE category M2 with CE mode B 
	9.1.24.4	Intra-frequency Relative Accuracy of RSRP for UE category M2 with CE mode B
	9.1.24.5	Inter-frequency Absolute Accuracy of RSRP for UE category M2 with CE mode A
	9.1.24.6	Inter-frequency Relative Accuracy of RSRP for UE category M2 with CE mode A
	9.1.24.7	Inter-frequency Absolute Accuracy of RSRP for UE category M2 with CE mode B
	9.1.24.8	Inter-frequency Relative Accuracy of RSRP for UE category M2 with CE mode B
	9.1.24.9	RSRP Measurement Report Mapping

[bookmark: _Toc383690874]	9.1.24.10	Intra-frequency Absolute Accuracy of RSRQ for UE category M2 with CE mode A
	9.1.24.11 	Inter-frequency Absolute Accuracy of RSRQ for UE category M2 in CE mode A
[bookmark: _Toc383690881]	9.1.24.12	Inter-frequency Relative Accuracy of RSRQ for UE category M2 in CE mode A
	9.1.24.13	Intra-frequency Absolute Accuracy of RSRQ for UE category M2 with CE mode B
	9.1.24.14 Inter-frequency RSRQ Accuracy of RSRQ for UE category M2 in CE mode B
	9.1.24.15 Inter-frequency Relative Accuracy of RSRQ for UE category M2 in CE mode B
	9.1.24.16 RSRQ Measurement Report Mapping

The placeholder values for RSRP have been copied from corresponding requirements for UE category M1, where applicable, or from legacy requirements. The values are in brackets but may be replaced by TBD should it be the wish from the group.

Summary
We have described the proposed anatomy of the measurement accuracy requirements sub-section for UE category M2 in 36.133 Section 9. All values are placed in brackets and are placeholders only. A CR introducing these clauses is provided in [6].
References
[1] [bookmark: _Ref478147799][bookmark: _Ref478147741]36.133
[2] [bookmark: _Ref478147791]R4-1702346, “Introducing intra-frequency measurement requirements for UE category M2 in normal coverage/CEModeA”, Ericsson
[3] R4-1702139, “Introducing intra-frequency measurement requirements for UE category M2 in enhanced coverage/CEModeB”, Ericsson
[4] R4-1702347, “Introducing inter-frequency measurement requirements for UE category M2 in normal coverage/CEModeA”, Ericsson
[5] [bookmark: _Ref478147743]R4-1702348, “Introducing inter-frequency measurement requirements for UE category M2 in enhanced coverage/CEModeB”, Ericsson
[6] [bookmark: _Ref478149487][bookmark: _GoBack]R4-1703406, “Intra and inter-frequency RSRP and RSRQ measurement accuracies for feMTC”, Ericsson


2

