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1   Background
In RAN4 #82 meeting, the conclusion for Cat-1bis SDR test was defining SDR test with 10MHz and 20MHz bandwidth respectively.  The conclusions captured in agreed CR [1]. 
Table 8.7.1-2: test parameters for sustained downlink data rate (FDD 64QAM)

	Test
	Bandwidth (MHz)
	Transmission mode
	Antenna configuration
	Codebook subset restriction
	Downlink power allocation (dB)
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	1
	10
	1
	1 x 2
	N/A
	0
	0
	0
	-85
	OP.6 FDD

	1A
	10
	1
	1x1
	N/A
	0
	0
	0
	-85
	OP.6 FDD

	1B
	20
	1
	1x1
	N/A
	0
	0
	0
	-85
	OP.6 FDD


Table 8.7.1-3: Minimum requirement (FDD 64QAM)

	Test
	Number of bits of a DL-SCH transport block received within a TTI
	Measurement channel
	Reference value

	
	
	
	TB success rate [%]

	1
	10296
	R.31-1 FDD
	95

	1A
	10296
	R.31-1 FDD
	95

	1B
	10296
	R.31-1A FDD
	95


In this contribution, we provide the simulation results based on the agreements.

2   Simulation results
In this section, the simulation results are depicted in figure 1-4.
2.1   10MHz
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Figure 1 simulation results for SDR test with 10MHz, FDD           Figure 2 simulation results for SDR test with 10MHz, TDD
2.2   20MHz
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Figure 3 simulation results for SDR test with 20MHz, FDD                Figure 4 simulation results for SDR test with 20MHz, TDD
3   Summary
In this section, we summary the simulation results base on the simulation results provided in section 2.
Table 1 ideal results
	Test
	FDD(dB)
	TDD(dB)

	10MHz
	9.4
	9.4

	20MHz
	9.5
	9.5


4   Conclusion 
In this contribution, we provide the simulation results for SDR test and give a summary in Table 1.
Table 1 ideal results
	Test
	FDD(dB)
	TDD(dB)

	10MHz
	9.4
	9.4

	20MHz
	9.5
	9.5


5   Reference

[1] R4-1700524 , “CR for SDR test for Cat.1 UE with single Rx antenna”, Qualcomm















































































































































































































































































































