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---------------------------------- Modified section ----------------------------------
[bookmark: _Toc472751471]1	Scope
The present document specifies the Radio Frequency (RF) radiated test methods and conformance requirements for single RAT E-UTRA operationSingle RAT E-UTRA, single RAT UTRA operation (FDD and TDD)UTRA and Multi-Standard Radio (MSR) UTRA and E-UTRA Active Antenna System (AAS) Base Station (BS). These have been derived from, and are consistent with the E-UTRA, UTRA non-AAS BS specifications defined in 3GPP TS 25.104 [2], 3GPP TS 25.105 [3], 3GPP TS 36.104 [4] or 3GPP TS 37.104 [5][2]. The technical specification 3GPP TS 37.145 is in 2 parts, part 3GPP TS 37.145-1 [9] covers conducted requirements and part 3GPP TS 37.145-2 (the present document) covers radiated requirements. 
The present document does not establish radiated test methods and conformance requirements for Band 46 operation as it is not supported by AAS BS. Conducted Band 46 test requirements are still applicable for AAS BS for protection of and against Band 46 operation, as specified in 3GPP TS 37.145-1 [9].
---------------------------------- Next modified section ----------------------------------
[bookmark: _Toc472751477]4	General test conditions and declarations
[bookmark: _Toc472751478]4.1	Measurement uncertainties and test requirements
[bookmark: _Toc472751479]4.1.1	General
The requirements of this clause apply to all applicable tests in part 2 of this specification, i.e. to all AAS BS radiated tests.
The minimum requirements for AAS BS radiated requirements are given in 3GPP TS 37.105 [146] and the references subclause 9 and 10 for the radiated transmitter and radiated receiver characteristics, respectivelytherein. Test Tolerances for the radiated test requirements explicitly stated in part 2 of the present specification are given in annex C of this specification.
Test Tolerances are individually calculated for each test. The Test Tolerances are used to relax the minimum requirements to create test requirements.
When a test requirement differs from the corresponding minimum requirement, then the Test Tolerance applied for the test is non-zero. The Test Tolerance for the test and the explanation of how the minimum requirement has been relaxed by the Test Tolerance are given in annex C.
---------------------------------- Next modified section ----------------------------------
[bookmark: _Toc472751488]4.5	Operating bands and band categories
The operating bands and band categories for AAS BS are the same as for non-AAS BS, as described in 3GPP TS 37.104 [6].
NOTE 1:	AAS BS does not support GSM, but BC2 is still applicable for protection of/against GSM operation in BC2 operating bands.
NOTE 2:	AAS BS does not support Band 46 (and all its sub-bands defined in 3GPP TS 36.104 [4]) operation. Conducted Band 46 test requirements are still applicable for AAS BS for protection of and against Band 46 operation, as specified in 3GPP TS 37.145-1 [9].
---------------------------------- Next modified section ----------------------------------
[bookmark: _Toc472751557]6	Radiated transmitter characteristics
[bookmark: _Toc472751558]6.1	General
General test conditions for transmitter tests are given in clause 4, including interpretation of measurement results and configuration for testing. AAS BS configurations for the tests are defined in subclause 4.8.
If beams have been declared equivalent and parallel (see table 4.10-1, D9.12, D9.13), only a representative beam is necessary to demonstrate conformance.
Any radiated transmitter test requirement specified in 3GPP TS 37.105 [6] is not applicable for AAS BS operation in Band 46.
---------------------------------- Next modified section ----------------------------------
[bookmark: _Toc472751567]7	Radiated receiver characteristics
[bookmark: _Toc472751568]7.1	General
OTA receiver characteristics requirements apply to the AAS BS including all its functional components active unless otherwise stated in each requirement.
Unless otherwise stated the requirements in clause 7 apply during the AAS BS receive period.
The requirements in clause 7 shall be met for any transmitter setting.
The (E-UTRA) throughput requirements defined for the receiver characteristics in this clause do not assume HARQ retransmissions.
When the AAS BS is configured to receive multiple carriers, all the throughput requirements are applicable for each received carrier.
Any radiated receiver test requirement specified in 3GPP TS 37.105 [6] is not applicable for AAS BS operation in Band 46.
---------------------------------- End of modified section ----------------------------------
