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Introduction
Discussion on the BS demodulation requirements for AAS BS was already initiated for the Rel-14 eAAS, however no obvious solution was identified so far for translation of all the UTRA and E-UTRA BS demodulation requirements into the OTA test setup, where it would be possible to reuse the already specified core requirements. 
During previous RAN4#82 meeting, discussion paper in [2] was proposing that the scope of OTA requirements for demodulation in the eAAS WI should be set to 1RX or potentially 2RX (based on dual polarization).
In separate discussion paper in [3], background discussion for this TP was captured. 
In this contribution we are proposing TP to TR 37.843, for the BS demodulation requirements section.
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TP to the TR 37.843
In this section, the TP to the TR 37.843 [1] is proposed based on the discussion in section 2. It is proposed to agree on the below TP to the TR 37.843.
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General
The objective of the performance part of the Rel-14 eAAS WID [x] for the AAS BS demodulation requirements is to clarify, which of the demodulation requirements could be applied as radiated requirements for the OTA AAS BS and what methods could be used to perform conformance testing for such requirements. For the Rel-15 eAAS, no new demodulation requirements are expected to be added beyond the set of Rel-13/14 AAS conducted demodulation requirements.
Core requirements for OTA tests
[bookmark: _Toc446981334]In TS 37.105 [x], the BS demodulation requirements for both Hybrid AAS BS and OTA AAS BS were specified, reusing the single RAT specifications:
1. For single RAT UTRA FDD, demodulation requirements specified in TS 25.104 [x] for DCH and RACH apply. 
2. For single RAT UTRA TDD, all the demodulation requirements specified in TS 25.105 [x] apply.
3. For single RAT E-UTRA, all the demodulation requirements specified in in 36.104 [x] for PUSCH, PUCCH and PRACH apply.
Core requirements listed in the following subsections are subject for the discussion on which of the demodulation requirements could be applied as radiated requirements for the OTA AAS BS.
3.1.1 UTRA TDD requirements
In TS 25.105 [x], the following BS demodulation requirements were defined:
1. Performance requirement for DCH 
a. Demodulation of DCH in static propagation conditions
b. Demodulation of DCH in multipath fading conditions	
c. Demodulation of DCH in high speed train conditions	
2. Performance requirements for E-DCH (multipath conditions)
3. Performance requirements for HS-SICH (ACK detection)
3.1.2 UTRA FDD requirements
In TS 25.104 [x], the following BS demodulation requirements were defined: 
1. Performance requirement for DCH 
a. Demodulation of DCH in static propagation conditions
b. Demodulation of DCH in multipath fading conditions	
c. Demodulation of DCH in moving propagation conditions	
d. Demodulation of DCH in birth/death propagation conditions	
e. Demodulation of DCH in high speed train conditions	
2. Performance requirement for RACH
a. Performance requirement for RACH preamble detection	
b. Demodulation of RACH message  (Static Propagation, Multipath Fading and high speed train conditions)
3. Performance requirements for HS-DPCCH
a. ACK false alarm
b. ACK mis-detection
c. ACK/NACK detection for 4C-HSDPA HS-DPCCH (ACK false alarm, ACK mis-detection)
d. ACK/NACK detection for 8C-HSDPA HS-DPCCH
4. Performance requirements for E-DPDCH
a. E-DPDCH in Multipath fading condition
b. E-DPDCH and S-E-DPDCH in multipath fading condition for UL MIMO
c. Signalling detection for E-DPCCH in multipath fading condition

3.1.3 E-UTRA requirements
In TS 36.104 [x], the following BS demodulation requirements were defined: 
Table1: Overview of the E-UTRA BS demodulation requirements 
	 
	Tx
(UE emulator)
	Rx
 (AAS BS)
	Propagation conditions

	
	
	
	

	PUSCH 
	 

	PUSCH in multipath fading propagation conditions transmission 
	1Tx
	2Rx, 4Rx, 8Rx
	EPA, EVA, ETU

	
	2Tx
	2Rx, 4Rx, 8Rx
	EPA  

	UL timing adjustment
	1Tx
	2Rx
	Moving propagation conditions: AWGN, ETU

	HARQ-ACK multiplexed on PUSCH
	1Tx
	2Rx
	EVA, ETU

	High Speed Train conditions
	1Tx
	1Rx, 2Rx
	HST scenario#1

	PUSCH with TTI bundling and enhanced HARQ pattern
	1Tx
	2Rx, 4Rx, 8Rx
	EVA, ETU

	Enhanced performance requirement type A in multipath fading propagation conditions, synchronous interference
	1Tx
	2Rx, 4Rx, 8Rx
	EPA, EVA, ETU

	Enhanced performance requirement type A in multipath fading propagation conditions, asynchronous interference
	1Tx
	2Rx, 4Rx, 8Rx
	EPA, ETU

	Requirements for PUSCH supporting Cat-M1 UEs
	1Tx
	2Rx
	EPA, ETU

	PUCCH
	 

	ACK missed detection for single user PUCCH format 1a transmission
	1Tx
	2Rx, 4Rx, 8Rx
	EPA, EVA, ETU

	
	2Tx
	2Rx, 4Rx, 8Rx
	EPA, EVA

	CQI performance requirements for PUCCH format 2 transmission 
	1Tx
	2Rx
	EVA, ETU

	
	2Tx
	2Rx
	EVA  

	ACK missed detection for multi user PUCCH format 1a
	1Tx
	2Rx
	ETU

	ACK missed detection for PUCCH format 1b with Channel Selection
	1Tx
	2Rx, 4Rx, 8Rx
	EPA, EVA

	ACK missed detection for PUCCH format 3
	1Tx
	2Rx, 4Rx, 8Rx
	EPA, EVA

	NACK to ACK detection for PUCCH format 3
	1Tx
	2Rx, 4Rx, 8Rx
	EPA, EVA

	CQI performance requirements for PUCCH format 2 with DTX detection
	1Tx
	2Rx
	EVA, ETU

	
	2Tx
	2Rx
	EVA

	PUCCH performance requirements for supporting Cat-M1 UEs
	1Tx
	2Rx
	EPA, EVA

	ACK missed detection requirements for PUCCH format 4
	1Tx
	2Rx, 4Rx, 8Rx
	EPA, EVA

	ACK missed detection requirements for PUCCH format 5
	1Tx
	2Rx, 4Rx, 8Rx
	EPA, EVA

	PRACH
	 

	PRACH missed detection, normal mode
	1Tx
	2Rx, 4Rx, 8Rx
	AWGN, ETU

	PRACH missed detection, high speed mode
	1Tx
	2Rx, 4Rx, 8Rx
	AWGN, ETU

	PRACH missed detection, Cat-M1 mode
	1Tx
	2Rx
	AWGN, EPA



For most of the requirements, multiple test cases were defined considering various number or Rx antennas at the BS.
The objective of the performance part of the Rel-14 eAAS WID [x] for the AAS BD demodulation requirements is to clarify, which of the demodulation requirements could be applied as radiated requirements for the OTA AAS BS and what methods could be used to perform conformance testing for such requirements. Table 1 above shall be used to select and verify which tests can be done OTA. Similar task for UTRA shall be completed, which is FFS. 
Conformance requirements
Formulation of the conformance requirements, will be subject to TT values of the OTA test ranges (i.e. different test requirements will be generated, based on the same core requirements as used for the conducted testing).
It shall be noted, that the possibility of OTA testing shall be considered also for those BS demodulation requirements, which were declared as Optional in TS 25.141 [x], TS 25.142 [x] and TS 36.141 [x].  
Propagation conditions
The following propagation conditions were used in the BS demodulation requirements in TS 25.141 [x], TS 25.142 [x] and TS 36.141 [x]:
- AWGN channel: Translation of the AWGN channel into OTA is straightforward.
- Multipath fading channels: In order to translate the fading profiles into OTA test setup, consideration of channel emulators is required on the transmitter side. FFS.  
OTA test setup
TBD
------------------------------ End of modified sections ------------------------------
