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	Reason for change:
	Some clarification is needed in inter-frequency and inter-RAT measurement requirment in CONNECTED mode to exclude non-BL/CE UE case. Since non-BL/CE UE is a higher category UE than Category M1 and it is also different from normal UE when it’s configured as either CE Mode, it is needed to explicitly clarify the exception for non-BL/CE UE in the inter-frequency and inter-RAT measurement requirements.

	
	

	Summary of change:
	Clarification is addded in inter-frequency and inter-RAT measurement requirement in CONNECTED mode to exclude non-BL/CE UE case.

	
	

	Consequences if not approved:
	Inter-frequency and inter-RAT measurement requirment in CONNECTED mode cannot apply for non-BL/CE UE case.
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Start of Change 1
8.1.2.3
E-UTRAN inter frequency measurements

The UE shall be able to identify new inter-frequency cells and perform RSRP, RSRQ, and RS-SINR measurements of identified inter-frequency cells if carrier frequency information is provided by the PCell, even if no explicit neighbour list with physical layer cell identities is provided.

If UE is a non-BL/CE UE configured with CE mode A/B, it shall not be required to meet the requirements in this section 8.1.2.3.
End of Change 1
Start of Change 2
8.1.2.4
Inter RAT measurements

If UE is a non-BL/CE UE configured with CE mode A/B, it shall not be required to meet the requirements in this section 8.1.2.4.
End of Change 2
