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	Reason for change:
	Some clarification is needed in inter-RAT measurement requirment in IDLE mode to exclude non-BL/CE UE case. Since non-BL/CE UE is a higher category UE than Category M2 and it is also different from normal UE when it’s working based on the SIB1-BR, it is needed to explicitly clarify the exception for non-BL/CE UE in the inter-RAT measurement requirements.
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Start of Change 1
4.2.2.5
Measurements of inter-RAT cells

If Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ then the UE shall search for inter-RAT layers of higher priority at least every Thigher_priority_search where Thigher_priority_search is described in clause 4.2.2

If Srxlev ≤ SnonIntraSearchP or Squal ≤ SnonIntraSearchQ then the UE shall search for and measure inter-RAT layers of higher, lower priority in preparation for possible reselection. In this scenario, the minimum rate at which the UE is required to search for and measure higher priority inter-RAT layers shall be the same as that defined below for lower priority RATs.

For any requirement in this section, when the UE transitions between any two states when being configured with eDRX_IDLE, being configured with eDRX_IDLE cycle, changing eDRX_IDLE cycle length, or changing PTW configuration, the UE shall meet the transition requirement, which is the less stringent requirement of the two requirements corresponding to the first state and the second state, during the transition time interval which is the time corresponding to the transition requirement. After the transition time interval, the UE has to meet the requirement corresponding to the second state.
If UE is a non-BL/CE UE camped on a cell acquired using SIB1-BR, it shall not be required to meet the requirements in this section 4.2.2.5.
End of Change 1
