[bookmark: _Toc374930449][bookmark: _Toc436619240][bookmark: _Toc451844170][bookmark: _Toc466346614][bookmark: _Toc466348847][bookmark: _Toc466352954][bookmark: _Toc472222521][bookmark: _Toc270064812][bookmark: _Ref399006623][bookmark: _Toc107399996][bookmark: _Toc118106256][bookmark: _Toc127815000][bookmark: _Toc175717711]3GPP TSG-RAN WG4 Meeting #83	R4-1704842
Hangzhou, China, 15th-19th May, 2017


Title:	LS to RAN2 on UE reporting its supported transient time parameters 
Release:	Release 15
Work Item:	LTE_sTTIandPT

[bookmark: _GoBack]Source:	RAN4
To:	RAN2
Cc:	RAN1

Contact Person:	
Name:	Dominique Everaere
E-mail Address:	dominique.everaere@ericsson.com

Attachments: R4-1704841

1. Description:
RAN4 is currently discussing the transient time UE should support for the different sTTI options. This transient time is specified in TS 36.101. 
When investigating BS demodulation performance impact for different UE transient time values, RAN4 noticed it would be beneficial that BS knows the effective UE transient time. By knowing a more accurate value, BS could so optimize signal demodulation performance, not discarding any good samples, nor considering bad samples when evaluating wrongly this UE transient time. Further detailed explanations and justifications are exposed in the attached document R4-1704841.
 To improve overall system performance, RAN4 would kindly request RAN2 to consider adding the possibility for UE to report its supported transient time, for current TTI (1ms), for new sTTI (2 and 7 OS) or any similar need in the future.

2. Actions:
RAN4 kindly asks RAN2 to provide feedback on the above identified aspects. 

3. Date of Next TSG-RAN4 Meetings:	
TSG-RAN4 Meeting#84		August 21-25			Berlin, Germany
TSG-RAN4 Meeting#84bis		October, 9-13			Dubrovnik, Croatia
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