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<Start of changes>
[bookmark: _Toc368026182]3.2	Symbols
For the purposes of the present document, the following symbols apply:
BWChannel	Channel bandwidth
BWChannel,block 	Sub-block bandwidth, expressed in MHz. BWChannel,block= Fedge,block,high- Fedge,block,low.
BWChannel_CA 	Aggregated channel bandwidth, expressed in MHz.
BWGB	Virtual guard band to facilitate transmitter (receiver) filtering above / below edge CCs.

	Transmitted energy per RE for reference symbols during the useful part of the symbol, i.e. excluding the cyclic prefix, (average power normalized to the subcarrier spacing) at the eNode B transmit antenna connector 

	The averaged received energy per RE of the wanted signal during the useful part of the symbol, i.e. excluding the cyclic prefix, at the UE antenna connector; average power is computed within a set of REs used for the transmission of physical channels (including user specific RSs when present), divided by the number of REs within the set, and normalized to the subcarrier spacing 
F					Frequency
Fagg_alloc_low	Aggregated Transmission Bandwidth Configuration. The lowest frequency of the simultaneously transmitted resource blocks.
Fagg_alloc_high	Aggregated Transmission Bandwidth Configuration. The highest frequency of the simultaneously transmitted resource blocks.
FInterferer (offset)	Frequency offset of the interferer (between the center frequency of the interferer and the carrier frequency of the carrier measured)
FInterferer			Frequency of the interferer 
FIoffset				Frequency offset of the interferer (between the center frequency of the interferer and the closest edge of the carrier measured)
FC	Frequency of the carrier centre frequency
FC_agg	Aggregated Transmission Bandwidth Configuration.  Center frequency of the aggregated carriers.
FC,block, high		Center frequency of the highest transmitted/received carrier in a sub-block.
FC,block, low		Center frequency of the lowest transmitted/received carrier in a sub-block.
FC_low 	The centre frequency of the lowest carrier, expressed in MHz.
FC_high 	The centre frequency of the highest carrier, expressed in MHz.
FDL_low	The lowest frequency of the downlink operating band
FDL_high	The highest frequency of the downlink operating band
FUL_low	The lowest frequency of the uplink operating band
FUL_high	The highest frequency of the uplink operating band 
Fedge,block,low 	The lower sub-block edge, where Fedge,block,low = FC,block,low - Foffset.
Fedge,block,high 	The upper sub-block edge, where Fedge,block,high = FC,block,high + Foffset.
Fedge_low 	The lower edge of aggregated channel bandwidth, expressed in MHz. 
Fedge_high 	The higher edge of aggregated channel bandwidth, expressed in MHz. 
Foffset 	Frequency offset from FC_high to the higher edge or FC_low to the lower edge.
Foffset,block,low	Separation between lower edge of a sub-block and the center of the lowest component carrier within the sub-block
Foffset,block,high	Separation between higher edge of a sub-block and the center of the highest component carrier within the sub-block
Foffset_NS_23	Frequency offset in MHz needed if NS_23 is used
FOOB	The boundary between the E-UTRA out of band emission and spurious emission domains.

	The power spectral density of the total input signal (power averaged over the useful part of the symbols within the transmission bandwidth configuration, divided by the total number of RE for this configuration and normalised to the subcarrier spacing) at the UE antenna connector, including the own-cell downlink signal

	The total transmitted power spectral density of the own-cell downlink signal (power averaged over the useful part of the symbols within the transmission bandwidth configuration, divided by the total number of RE for this configuration and normalised to the subcarrier spacing) at the eNode B transmit antenna connector

	The total received power spectral density of the own-cell downlink signal (power averaged over the useful part of the symbols within the transmission bandwidth configuration, divided by the total number of RE for this configuration and normalised to the subcarrier spacing) at the UE antenna connector

	The received power spectral density of the total noise and interference for a certain RE (average power obtained within the RE and normalized to the subcarrier spacing) as measured at the UE antenna connector
LCRB	Transmission bandwidth which represents the length of a contiguous resource block allocation expressed in units of resources blocks
LCtone	Transmission bandwidth which represents the length of a contiguous sub-carrier allocation expressed in units of tones
Ncp	Cyclic prefix length
NDL 	Downlink EARFCN

	The power spectral density of a white noise source (average power per RE normalised to the subcarrier spacing), simulating interference from cells that are not defined in a test procedure, as measured at the UE antenna connector

	The power spectral density of a white noise source (average power per RE normalized to the subcarrier spacing), simulating interference in non-CRS symbols in ABS subframe from cells that are not defined in a test procedure, as measured at the UE antenna connector. 

	The power spectral density of a white noise source (average power per RE normalized to the subcarrier spacing), simulating interference in CRS symbols in ABS subframe from all cells that are not defined in a test procedure, as measured at the UE antenna connector.

	The power spectral density of a white noise source (average power per RE normalised to the subcarrier spacing), simulating interference in non-ABS subframe from cells that are not defined in a test procedure, as measured at the UE antenna connector




	The power spectral density (average power per RE normalised to the subcarrier spacing) of the summation of the received power spectral densities of the strongest interfering cells explicitly defined in a test procedure plus , as measured at the UE antenna connector. The respective power spectral density of each interfering cell relative to  is defined by its associated DIP value, or the respective power spectral density of each interfering cell relative to  is defined by its associated Es/Noc value.
NOffs-DL 	Offset used for calculating downlink EARFCN
NOffs-UL 	Offset used for calculating uplink EARFCN

	The power spectral density of a white noise source (average power per RE normalised to the subcarrier spacing) simulating eNode B transmitter impairments as measured at the eNode B transmit antenna connector
NRB	Transmission bandwidth configuration, expressed in units of resource blocks 
NRB_agg	The number of the aggregated RBs within the fully allocated Aggregated Channel bandwidth.
NRB_alloc	Total number of simultaneously transmitted resource blocks in Channel bandwidth or Aggregated Channel Bandwidth.
NRB,c	The transmission bandwidth configuration of component carrier c, expressed in units of resource blocks
NRB,largest BW	The largest transmission bandwidth configuration of the component carriers in the bandwidth combination, expressed in units of resource blocks 
NRX	Number of receiver antennas
Ntone	Transmission bandwidth configuration for category NB1 and NB2, expressed in units of tones.
[bookmark: OLE_LINK2][bookmark: OLE_LINK3]Ntone 3.75kHz	Transmission bandwidth configuration for category NB1 and NB2 with 3.75 kHz sub-carrier spacing, expressed in units of tones.
Ntone 15kHz 	Transmission bandwidth configuration for category NB1 and NB2 with 15 kHz sub-carrier spacing, expressed in units of tones.
NUL	Uplink EARFCN.
Rav		Minimum average throughput per RB.
PCMAX	The configured maximum UE output power.
PCMAX, c	The configured maximum UE output power for serving cell c.
PEMAX 	Maximum allowed UE output power signalled by higher layers. Same as IE P-Max, defined in [7]. 
PEMAX, c	Maximum allowed UE output power signalled by higher layers for serving cell c. Same as IE
P-Max, defined in [7].
PInterferer	Modulated mean power of the interferer
PPowerClass	PPowerClass is the nominal UE power (i.e., no tolerance).
PUMAX	The measured configured maximum UE output power. 
Puw	Power of an unwanted DL signal
Pw	Power of a wanted DL signal
RBstart 	Indicates the lowest RB index of transmitted resource blocks.
RBend	Indicates the highest RB index of transmitted resource blocks.
ΔfOOB	Δ Frequency of Out Of Band emission.
ΔPPowerClass 	Adjustment to maximum output power for a given power class.
ΔRIB,c	Allowed reference sensitivity relaxation due to support for inter-band CA operation, for serving cell c.
ΔRIB,4R	Reference sensitivity adjustment due to support for 4 antenna ports.
ΔTIB,c	Allowed maximum configured output power relaxation due to support for inter-band CA operation, for serving cell c.
TC	Allowed operating band edge transmission power relaxation.
TC,c 	Allowed operating band edge transmission power relaxation for serving cell c.
TProSe	Allowed operating band transmission power relaxation due to support of E-UTRA ProSe on an operating band.

	According to Clause 5.2 in TS 36.213 [6]

	According to Clause 5.2 in TS 36.213 [6]
	Test specific auxiliary variable used for the purpose of downlink power allocation, defined in Annex C.3.2.
Wgap	Sub-block gap size

<Next change>
[bookmark: _Toc368026362]7.3.1	Minimum requirements (QPSK)
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.1-1 and Table 7.3.1-2
Table 7.3.1-1: Reference sensitivity QPSK PREFSENS 
	Channel bandwidth

	E-UTRA Band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	1
	
	
	-100
	 -97
	-95.2 
	-94 
	FDD

	2
	-102.7
	-99.7
	-98 
	-95
	-93.2
	-92
	FDD

	3
	-101.7
	-98.7
	-97 
	-94
	-92.2
	-91
	FDD

	4
	-104.7
	-101.7
	-100
	-97
	-95.2
	-94
	FDD

	5
	-103.2
	-100.2
	-98
	-95
	
	
	FDD

	6
	
	
	-100
	-97
	
	
	FDD

	7
	
	
	-98
	-95
	-93.2
	-92
	FDD

	8
	-102.2
	-99.2
	-97
	-94
	
	
	FDD

	9
	
	
	-99
	-96
	-94.2
	-93
	FDD

	10
	
	
	-100
	-97
	-95.2
	-94
	FDD

	11
	
	
	-100
	-97
	
	
	FDD

	12
	-101.7
	-98.7
	-97
	-94
	
	
	FDD

	13
	
	
	-97
	-94
	
	
	FDD

	14
	
	
	-97
	-94
	
	
	FDD

	…
	
	
	
	
	
	
	

	17
	
	
	-97
	-94
	
	
	FDD

	18
	
	
	-1007
	 -977
	-95.27 
	
	FDD

	19
	
	
	-100
	 -97
	-95.2 
	
	FDD

	20
	
	
	-97
	-94
	-91.2
	-90
	FDD

	21
	
	
	-100
	 -97
	-95.2 
	
	FDD

	22
	
	
	-97
	-94
	-92.2
	-91
	FDD

	23
	-104.7
	-101.7
	-100
	-97
	-95.2
	-94
	FDD

	24
	
	
	-100
	-97
	
	
	FDD

	25
	-101.2
	-98.2
	-96.5
	-93.5
	-91.7
	-90.5
	FDD

	26
	-102.7
	-99.7
	-97.56
	-94.56
	-92.76
	
	FDD

	27
	-103.2
	-100.2
	-98
	-95
	
	
	FDD

	28
	
	-100.2
	-98.5
	-95.5
	-93.7
	-91
	FDD

	30
	
	
	-99
	-96
	
	
	FDD

	31
	-99.0
	-95.7
	-93.5
	
	
	
	FDD

	…
	
	
	
	
	
	
	

	33
	
	
	-100
	-97
	-95.2
	-94
	TDD

	34
	
	
	-100
	-97
	-95.2
	
	TDD

	35
	-106.2
	-102.2
	-100
	-97
	-95.2
	-94
	TDD

	36
	-106.2
	-102.2
	-100
	-97
	-95.2
	-94
	TDD

	37
	
	
	-100
	-97
	-95.2
	-94
	TDD

	38
	
	
	-100
	-97
	-95.2
	-94
	TDD

	39
	
	
	-100
	-97
	-95.2
	-94
	TDD

	40
	
	
	-100
	-97
	-95.2
	-94
	TDD

	41
	
	
	-98
	-95
	-93.2
	-92
	TDD

	42
	
	
	-99
	-96
	-94.2
	-93
	TDD

	43
	
	
	-99
	-96
	-94.2
	-93
	TDD

	44
	
	[-100.2]
	 [-98]
	[-95]
	[-93.2]
	[-92]
	TDD

	45
	
	
	-100
	-97
	-95.2
	-94
	TDD

	48
	
	
	-99
	-96
	-94.2
	-93
	TDD

	...
	
	
	
	
	
	
	

	65
	-104.2
	-101.2
	-99.5
	-96.5
	-94.7
	-93.5
	FDD

	66
	-104.2
	-101.2
	-99.5
	-96.5
	-94.7
	-93.5
	FDD

	68
	
	
	-98.5
	-95.5
	-93.7
	
	FDD

	…
	
	
	
	
	
	
	

	70
	
	
	-100
	-97
	-95.2
	-94
	FDD

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.5
NOTE 2:	Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1
NOTE 3:	The signal power is specified per port
NOTE 4:	For the UE which supports both Band 3 and Band 9 the reference sensitivity level is FFS.
NOTE 5:	For the UE which supports both Band 11 and Band 21 the reference sensitivity level is FFS.
NOTE 6:	6 indicates that the requirement is modified by -0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.
NOTE 7:	For a UE that support both Band 18 and Band 26, the reference sensitivity level for Band 26 applies for the applicable channel bandwidths.



For UE(s) equipped with 4 antenna ports the following additional requirements apply. The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.1-1a and Table 7.3.1-2.
Table 7.3.1-1a: Reference sensitivity QPSK PREFSENS
	Channel bandwidth

	E-UTRA Band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	1
	
	
	-102.7
	-99.7
	-97.9
	-96.7
	FDD

	2
	-105.4
	-102.4
	-100.7
	-97.7
	-95.9
	-94.7
	FDD

	3
	-104.4
	-101.4
	-99.7 
	-96.7
	-94.9
	-93.7
	

	…
	
	
	
	
	
	
	

	7
	
	
	-100.7
	-97.7
	-95.9
	-94.7
	FDD

	…
	
	
	
	
	
	
	

	20
	
	
	-99.7
	-96.7
	-93.9
	-92.7
	FDD

	21
	
	
	-102.7
	-99.7
	-97.9
	
	FDD

	25
	-103.9
	-100.9
	-99.2
	-96.2
	-94.4
	-93.2
	FDD

	…
	
	
	
	
	
	
	

	39
	
	
	-102.7
	-99.7
	-97.9
	-96.7
	TDD

	40
	
	
	-102.7
	-99.7
	-97.9
	-96.7
	TDD

	…
	
	
	
	
	
	
	

	41
	
	
	-100.7
	-97.7
	-95.9
	-94.7
	TDD

	42
	
	
	-101.2
	-98.2
	-96.4
	-95.2
	TDD

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.5
NOTE 2:	Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1
NOTE 3:	The signal power is specified per port.



For UE(s) equipped with 4 antenna ports, the minimum requirement for reference sensitivity in Table 7.3.1-1 shall be modified by the amount given in ΔRIB,4R in Table 7.3.1-1a for the applicable E-UTRA bands.
Table 7.3.1-1a: ΔRIB,4R
	E-UTRA Band
	ΔRIB,4R [dB]

	1, 2, 3, 7, 20, 21, 25, 39, 40, 41
	- 2.7

	42
	- 2.2



The reference receive sensitivity (REFSENS) requirement specified in Table 7.3.1-1 (two antenna ports) and Table 7.3.1-1a (four antenna ports) shall be met for an uplink transmission bandwidth less than or equal to that specified in Table 7.3.1-2.

<Next change>
[bookmark: _Toc368026363]7.3.1A	Minimum requirements (QPSK) for CA
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one E-UTRA band the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.1-1, Table 7.3.1-1a and Table 7.3.1-2. The reference sensitivity is defined to be met with all downlink component carriers active and one of the uplink carriers active. The uplink resource blocks shall be located as close as possible to the primary downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1). The primary downlink operating band is the downlink band of the active uplink operating band. The UE shall meet the requirements specified in subclause 7.3.1 with the following exceptions. 
For UE equipped with 4 antenna ports, the minimum requirements for reference sensitivity in all of the reference sensitivity exception tables shall be modified by the amount given in ΔRIB,4R in Table 7.3.1-1a for the applicable E-UTRA bands unless otherwise specified.
For the UE that supports any of the E-UTRA CA configurations given in Table 7.3.1A-0a, exceptions to the aforementioned requirements are allowed when the uplink is active in a lower-frequency band and is within a specified frequency range such that transmitter harmonics fall within the downlink transmission bandwidth assigned in a higher band as noted in Table 7.3.1A-0a. For these exceptions, the UE shall meet the requirements specified in Table 7.3.1A-0a and Table 7.3.1A-0b.
Table 7.3.1A-0a: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions due to harmonic issue)
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-3A-7A-8A4
	1
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	3
	
	
	N/A
	N/A
	N/A
	N/A
	

	
	7
	
	
	N/A
	N/A
	N/A
	N/A
	

	
	8
	
	
	N/A
	N/A
	
	
	

	CA_1A-3A-7A-8A4,5,6
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.720
	-99.720
	-97.920
	-96.720
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.720
	-96.720
	-94.920
	-93.720
	

	
	720
	
	
	-88
	-87.4
	-87
	-86.7
	

	
	8
	
	
	-96.8
	-93.8
	
	
	

	CA_1A-3A-7A-20A-42A9,10
	1

	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	7
	
	
	
	-94.8
	-93
	-91.8
	

	
	
	
	
	
	-97.520
	-95.720
	-94.520
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	
	
	
	
	-99.720
	-96.720
	-93.920
	-92.720
	

	
	4220
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_1A-3A-7A-20A-42A11
	1

	
	
	-99.8 
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	7
	
	
	
	-94.8
	-93
	-91.8
	

	
	
	
	
	
	-97.520
	-95.720
	-94.520
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	
	
	
	
	-99.720
	-96.720
	-93.920
	-92.720
	

	
	4220
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_1A-3A-7A-28A5,6
	120
	
	
	-89.8
	-89.4
	-89
	-88.7
	FDD

	
	3
	
	
	
	-94
	-92.2
	-91
	

	
	
	
	
	
	-96.720
	-94.920
	-93.720
	

	
	7
	
	
	
	-95
	-93.2
	-92
	

	
	
	
	
	
	-97.720
	-95.920
	-94.720
	

	
	28
	
	
	
	-95.3
	-93.5
	-90.8
	

	CA_1A-3A-7A-42A9,10
	1
	
	
	-99.8 
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	7
	
	
	
	-94.8
	-93
	-91.8
	

	
	
	
	
	
	-97.520
	-95.720
	-94.520
	

	
	4220
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_1A-3A-7A-42A11
	1
	
	
	-99.8 
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	7
	
	
	
	-94.8
	-93
	-91.8
	

	
	
	
	
	
	-97.520
	-95.720
	-94.520
	

	
	4220
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_1A-3A-8A4
	1
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	3
	
	
	N/A
	N/A
	N/A
	N/A
	

	
	8
	
	N/A
	N/A
	N/A
	
	
	

	CA_1A-3A-8A-11A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.720
	-99.720
	-97.920
	-96.720
	

	
	3
	
	
	N/A
	N/A
	N/A
	N/A
	

	
	8
	
	
	-97
	-94
	
	
	

	
	11
	
	
	-100
	-97
	
	
	

	CA_1A-3A-8A-40A4
	1
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	
	
	
	
	
	
	
	

	
	3
	
	
	N/A
	N/A
	N/A
	N/A
	

	
	8
	
	N/A
	N/A
	N/A
	
	
	

	
	40
	
	
	N/A
	N/A
	N/A
	N/A
	TDD

	CA_1A-3A-19A-42A9,10
	1
	
	
	-99.8 
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	4220
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_1A-3A-19A-42A11
	1
	
	
	-99.8 
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	42
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_1A-3A-21A-28A4,21
	1
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	3
	
	
	N/A
	N/A
	N/A
	N/A
	

	
	21
	
	
	N/A
	N/A
	N/A
	
	

	
	28
	
	
	N/A
	N/A
	
	
	

	CA_1A-3A-21A-42A22,23
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	

	
	
	
	
	-99.420
	-96.420
	-94.620
	-93.420
	

	
	21
	
	
	-99.5
	 -96.5
	-94.7 
	
	

	
	4220
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_1A-3A-21A-42A24
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	

	
	
	
	
	-99.420
	-96.420
	-94.620
	-93.420
	

	
	21
	
	
	-99.5
	 -96.5
	-94.7 
	
	

	
	4220
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_1A-3A-28A-42A22,23
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	4220
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_1A-3A-28A-42A24
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	4220
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_1A-3A-28A
	120
	
	
	-89.8
	-89.4
	-89
	-88.7
	FDD

	
	3
	
	
	-97 
	-94
	-92.2
	-91
	

	
	
	
	
	-99.720
	-96.720
	-94.920
	-93.720
	

	
	28
	
	
	-98.3
	-95.3
	-93.5
	-90.8
	

	CA_1A-3A-42A9,10
	1
	
	
	-99.8 
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	4220
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_1A-3A-42A11
	1
	
	
	-99.8 
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.520
	-99.520
	-97.720
	-96.520
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	4220
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_1A-7A-8A5,6
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.720
	-99.720
	-97.920
	-96.720
	

	
	720
	
	
	
	-87.4
	-87
	-86.7
	

	
	8
	
	
	-96.8
	-93.8
	
	
	

	CA_1A-7A-28A5,6
	120
	
	
	-89.8
	-89.4
	-89
	-88.7
	FDD

	
	7
	
	
	
	-95
	-93.2
	-92
	

	
	
	
	
	
	-97.720
	-95.920
	-94.720
	

	
	28
	
	
	-98.3
	-95.3
	-93.5
	-90.8
	

	CA_1A-11A-28A5,6
	120
	
	
	-89.8
	-89.4
	-89
	-88.7
	FDD

	
	11
	
	
	-100
	-97
	
	
	

	
	28
	
	
	-98.3
	-95.3
	-93.5
	-90.8
	

	CA_1A-11A-28A9,10
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.720
	-99.720
	-97.920
	-96.720
	

	
	11
	
	
	-75.2
	-75.2
	
	
	

	
	28
	
	
	-98.3
	-95.3
	-93.5
	-90.8
	

	CA_1A-18A-28A14
	1
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	18
	
	
	N/A
	N/A
	N/A
	
	

	
	28
	
	
	N/A
	N/A
	
	
	

	CA_1A-19A-28A14
	1
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	19
	
	
	N/A
	N/A
	N/A
	
	

	
	28
	
	
	N/A
	N/A
	
	
	

	CA_1A-21A-28A4,21
	1
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	21
	
	
	N/A
	N/A
	N/A
	
	

	
	28
	
	
	N/A
	N/A
	
	
	

	CA_1A-21A-28A-42A4,21
	1
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	21
	
	
	N/A
	N/A
	N/A
	
	

	
	28
	
	
	N/A
	N/A
	
	
	

	
	42
	
	
	N/A
	N/A
	N/A
	N/A
	TDD

	CA_1A-28A5,6,14
	120
	
	
	-89.8
	-89.4
	-89
	-88.7
	FDD

	
	28
	
	
	-98.3
	-95.3
	-93.5
	-90.8
	

	CA_1A-28A-42A5,6,17,18
	120
	
	
	-89.8
	-89.4
	-89
	-88.7
	FDD

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	4220
	
	
	-85.7
	-85.4
	-85.1
	-84.9
	TDD

	CA_2A-46A15,16
	2
	
	
	-70
	-67
	-65.2
	-64
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_2A-4A-12A5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.420
	-97.420
	-95.620
	-94.420
	

	
	4
	
	
	-90
	-89.5
	-89
	-88.5
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_2A-4A-5A-12A5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.420
	-97.420
	-95.620
	-94.420
	

	
	4
	
	
	-90
	-89.5
	-89
	-88.5
	

	
	5
	
	
	-97.5
	-94.5
	
	
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_2A-4A-7A-12A5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.420
	-97.420
	-95.620
	-94.420
	

	
	4
	
	
	-90
	-89.5
	-89
	-88.5
	

	
	7
	
	
	-97.5
	-94.5
	-92.7
	-91.5
	

	
	
	
	
	-100.220
	-97.220
	-95.420
	-94.220
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_2A-4A-12A-30A5,6
	2
	
	
	-97.6 
	-94.6
	-92.8
	-91.6
	FDD

	
	
	
	
	-100.320
	-97.320
	-95.520
	-94.320
	

	
	4
	
	
	-90
	-89.5
	-89
	-88.5
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	
	30
	
	
	-98.5
	-95.5
	
	
	

	CA_2A-5A-12A-66A 5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.420
	-97.420
	-95.620
	-94.420
	

	
	5
	
	
	-97.5
	-94.5
	
	
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	
	66
	
	
	-89.5
	-89
	-88.5
	-88
	

	CA_2A-12A-66A5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.420
	-97.420
	-95.620
	-94.420
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	
	66
	
	
	-89.5
	-89
	-88.5
	-88
	

	CA_3A-7A-8A4
	3
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	7
	
	
	N/A
	N/A
	N/A
	N/A
	

	
	8
	
	
	N/A
	N/A
	
	
	

	CA_3A-7A-8A4,5,6
	3
	
	
	-97
	-94
	-92.2
	-91
	FDD

	
	
	
	
	-99.720
	-96.720
	-94.920
	-93.720
	

	
	720
	
	
	-88
	-87.4
	-87
	-86.7
	

	
	8
	
	
	-96.8
	-93.8
	
	
	

	CA_3A-7A-20A-42A9,10
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	[-99.5]20
	[-96.5]20
	[-94.7]20
	[-93.5]20
	

	
	7
	
	
	-97.8
	-94.8
	-93
	-91.8
	

	
	
	
	
	-100.520
	-97.520
	-95.720
	-94.520
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	
	
	
	
	-99.720
	-96.720
	-93.920
	-92.720
	

	
	4220
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-7A-20A-42A11
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	7
	
	
	-97.8
	-94.8
	-93
	-91.8
	

	
	
	
	
	-100.520
	-97.520
	-95.720
	-94.520
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	
	
	
	
	-99.720
	-96.720
	-93.920
	-92.720
	

	
	4220
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_3A-7A-42A9,10
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	[-99.5]20
	[-96.5]20
	[-94.7]20
	[-93.5]20
	

	
	7
	
	
	-97.8
	-94.8
	-93
	-91.8
	

	
	
	
	
	-100.520
	-97.520
	-95.720
	-94.520
	

	
	4220
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-7A-42A11
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	[-99.5]20
	[-96.5]20
	[-94.7]20
	[-93.5]20
	

	
	7
	
	
	-97.8
	-94.8
	-93
	-91.8
	

	
	
	
	
	-100.520
	-97.520
	-95.720
	-94.520
	

	
	4220
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_3A-8A4
	3
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	8
	
	N/A
	N/A
	N/A
	
	
	

	CA_3A-8A-11A4
	3
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	8
	
	
	N/A
	N/A
	
	
	

	
	11
	
	
	N/A
	N/A
	
	
	

	CA_3A-11A-28A9,10
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	FDD

	
	
	
	
	-99.420
	-96.420
	-94.620
	-93.420
	

	
	11
	
	
	-75.2
	-75.2
	
	
	

	
	28
	
	
	-98.3
	-95.3
	-93.5
	-90.8
	

	CA_3A-19A-21A-42A25,26
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	FDD

	
	
	
	
	-99.420
	-96.420
	-94.620
	-93.420
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	21
	
	
	-99.5
	-96.5
	-94.7
	
	

	
	4220
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-19A-21A-42A27
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	FDD

	
	
	
	
	-99.420
	-96.420
	-94.620
	-93.420
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	21
	
	
	-99.5
	-96.5
	-94.7
	
	

	
	4220
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_3A-19A-42A9,10
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	4220
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-19A-42A11
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	4220
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_3A-20A-42A9,10
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	
	
	
	
	-99.711
	-96.711
	-93.911
	-92.711
	

	
	4220
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-20A-42A11
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	
	
	
	
	-99.720
	-96.720
	-93.920
	-92.720
	

	
	4220
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_3A-21A-28A4,21
	3
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	21
	
	
	N/A
	N/A
	N/A
	
	

	
	28
	
	
	N/A
	N/A
	
	
	

	CA_3A-21A-42A1,2
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	FDD

	
	
	
	
	-99.44
	-96.44
	-94.64
	-93.44
	

	
	21
	
	
	-99.5
	 -96.5
	-94.7 
	
	

	
	4220
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-21A-42A3
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	FDD

	
	
	
	
	-99.44
	-96.44
	-94.64
	-93.44
	

	
	21
	
	
	-99.5
	 -96.5
	-94.7 
	
	

	
	4220
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_3A-28A-40A15,16
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD

	
	
	
	
	-99.720
	-96.720
	-94.920
	-93.720
	

	
	28
	
	
	 -60.7
	 -60.7
	 -60.7
	 -60.7
	

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD

	CA_3A-28A-41A-42A9,10,29
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD

	
	
	
	
	-99.220
	-96.220
	-94.420
	-93.220
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	41
	
	
	
	-94.5
	-92.7
	-91.5
	TDD

	
	
	
	
	
	-97.220
	-95.420
	-94.220
	

	
	4220
	
	
	
	-71.7
	-71.7
	-71.7
	

	CA_3A-28A-41A-42A11,29
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD

	
	
	
	
	-99.220
	-96.220
	-94.420
	-93.220
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	41
	
	
	
	-94.5
	-92.7
	-91.5
	TDD

	
	
	
	
	
	-97.220
	-95.420
	-94.220
	

	
	4220
	
	
	
	-94.7
	-93.2
	-92.5
	

	CA_3A-28A-41A-42A17,18, 29
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD

	
	
	
	
	-99.220
	-96.220
	-94.420
	-93.220
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	41
	
	
	
	-94.5
	-92.7
	-91.5
	TDD

	
	
	
	
	
	-97.220
	-95.420
	-94.220
	

	
	4220
	
	
	
	-85.4
	-85.1
	-84.9
	

	CA_3A-28A-42A9,10
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.56
	-96.56
	-94.76
	-93.56
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	4220
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-28A-42A11
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.56
	-96.56 6
	-94.76
	-93.56
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	4220
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_3A-28A-42A17,18
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.56
	-96.56
	-94.76
	-93.56
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	4220
	
	
	-85.7
	-85.4
	-85.1
	-84.9
	TDD

	CA_3A-31A12,13
	320
	
	
	-86.9
	-86.4
	-86
	-85.6
	FDD

	
	31
	
	-95.5
	-93.3
	
	
	
	

	CA_3A-42A9,10
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	4220
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-42A11
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.520
	-96.520
	-94.720
	-93.520
	

	
	4220
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_4A-5A-12A5,6
	4
	
	
	-90
	-89.5
	-89
	-88.5
	FDD

	
	5
	
	
	-97.5
	-94.5
	
	
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_4A-7A-12A5,6
	4
	
	
	[-90]
	[-89.5]
	[-89]
	[-88.5]
	FDD

	
	7
	
	
	-97.5
	-94.5
	
	
	

	
	
	
	
	-100.220
	-97.220
	
	
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	[bookmark: OLE_LINK5][bookmark: OLE_LINK6]CA_4A-12A5,6
	4
	-89.2
	-89.2
	-90
	-89.5
	-89
	-88.5
	FDD

	
	12
	
	-98.2
	-96.5
	-93.5
	
	
	

	CA_4A-12A-30A5,6
	4
	
	
	-90
	-89.5
	-89
	-88.5
	FDD

	
	12
	
	
	-96.5
	-93.5
	
	
	

	
	30
	
	
	-98.5
	-95.5
	
	
	

	CA_4A-17A5,6
	4
	
	
	-90
	-89.5
	
	
	FDD

	
	17
	
	
	-96.5
	-93.5
	
	
	

	CA_4A-28A5,6
	420
	
	
	-89.8
	-89.4
	-89
	-88.7
	FDD

	
	28
	
	
	-98.3
	-95.3
	-93.5
	-90.8
	

	CA_5A-12A-66A5,6
	5
	
	
	-97.5
	-94.5
	
	
	FDD

	
	12
	
	
	-96.5
	-93.5
	
	
	

	
	66
	
	
	-90
	-89.5
	-89
	-88.5
	

	CA_5A-38A19
	5
	
	
	N/A
	N/A
	
	
	FDD

	
	38
	
	
	N/A
	N/A
	N/A
	N/A
	TDD

	CA_5A-41A8
	5
	
	
	N/A
	N/A
	
	
	FDD

	
	41
	
	
	
	
	
	N/A
	TDD

	CA_5A-40A-41A8
	5
	
	
	N/A
	N/A
	
	
	FDD

	
	40
	
	
	
	N/A
	N/A
	N/A
	

	
	41
	
	
	
	
	
	N/A
	

	CA_7A-8A5,6
	720
	
	
	-88
	-87.4
	-87
	-86.7
	FDD

	
	8
	
	-99
	-96.8
	-93.8
	
	
	

	CA_7A-8A-20A5,6
	720
	
	
	
	-87.4
	-87
	-86.7
	FDD

	
	8
	
	-99
	-96.8
	-93.8
	
	
	

	
	20
	
	
	[-96.8]
	[-93.8]
	
	
	

	
	
	
	
	[-99.5]20
	[-96.5]20
	
	
	

	CA_7A-20A-38A19
	7
	
	
	
	N/A
	N/A
	N/A
	FDD

	
	20
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	38
	
	
	N/A
	N/A
	N/A
	N/A
	TDD

	CA_8A-28A-41A28
	8
	
	
	N/A
	N/A
	
	
	FDD

	
	28
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	41
	
	
	N/A
	N/A
	N/A
	N/A
	TDD

	CA_8A-41A8
	8
	N/A
	N/A
	N/A
	N/A
	
	
	FDD

	
	41
	
	
	N/A
	N/A
	N/A
	N/A
	TDD

	CA_8A-42A12,13
	8
	-102
	-99
	-96.8
	-93.8
	
	
	FDD

	
	4220
	
	
	-84.8
	-84.7
	-84.6
	-84.5
	TDD

	CA_11A-28A9,10
	1120
	
	
	-75.2
	-75.2
	
	
	FDD

	
	28
	
	
	-98.3
	-95.3
	-93.5
	-90.8
	FDD

	CA_12A-30A-66A5,6
	12
	
	
	-96.5
	-93.5
	
	
	FDD

	
	30
	
	
	-98.5
	-95.5
	
	
	

	
	66
	
	
	-89.5
	-89
	-88.5
	-88
	

	CA_12A-66A5,6
	12
	
	-98.2
	-96.5
	-93.5
	
	
	FDD

	
	66
	-88.7
	-88.7
	-89.5
	-89
	-88.5
	-88
	

	CA_20A-38A19
	20
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	38
	
	
	N/A
	N/A
	N/A
	N/A
	TDD

	CA_20A-40A15,16
	2020
	
	
	-60.7
	-60.7
	-60.7
	-60.7
	FDD

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD

	CA_20A-42A12,13, CA_20A-42A-42A12,13
	20
	
	
	-97
	-94
	-91.2
	-90
	FDD

	
	4220
	
	
	-84.8
	-84.7
	-84.6
	-84.5
	TDD

	CA_21A-28A4,21
	21
	
	
	N/A
	N/A
	N/A
	
	FDD

	
	28
	
	
	N/A
	N/A
	
	
	

	CA_21A-28A-42A4,21
	21
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	28
	
	
	N/A
	N/A
	N/A
	
	

	
	42
	
	
	N/A
	N/A
	
	
	

	CA_26A-41A8
	26
	
	
	N/A
	N/A
	N/A
	
	FDD

	
	41
	
	
	N/A
	N/A
	N/A
	N/A
	TDD

	CA_28A-40A15,16
	28
	
	
	 -60.7
	 -60.7
	 -60.7
	 -60.7
	FDD

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD

	CA_28A-41A-42A17,18
	28
	
	
	-98.3
	-95.3
	
	
	FDD

	
	41
	
	
	
	-94.6
	-92.8
	-91.6
	

	
	4220
	
	
	
	-85.4
	-85.1
	-84.9
	TDD

	CA_28A-42A17,18
	28
	
	
	-98.3
	-95.3
	-93.5
	-92.3
	FDD

	
	4220
	
	
	-85.7
	-85.4
	-85.1
	-84.9
	TDD

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
NOTE 2:	Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1
NOTE 3:	The signal power is specified per port
NOTE 4:	No requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the low band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of the high band. The reference sensitivity is only verified when this is not the case (the requirements specified in clause 7.3.1 apply unless otherwise specified).
NOTE 5:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 3rd transmitter harmonic is within the downlink transmission bandwidth of a high band.  

NOTE 6:	The requirements should be verified for UL EARFCN of a low band (superscript LB) such that [image: ]in MHz and  with[image: ] the carrier frequency of a high band in MHz and [image: ] the channel bandwidth configured in the low band.
NOTE 7:	Void.
NOTE 8:	No requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the low band for which the 3rd transmitter harmonic is within the downlink transmission bandwidth of the high band. The reference sensitivity is only verified when this is not the case (the requirements specified in clause 7.3.1 apply).
NOTE 9:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band and a range FHD above and below the edge of this downlink transmission bandwidth. The value FHD depends on the E-UTRA configuration: FHD = 10 MHz for CA_3A-42A, CA_1A-3A-42A, CA_3A-19A-42A, CA_1A-3A-19A-42A and CA_3A-28A-41A-42A. FHD = 0MHz for CA_11A-28A.


NOTE 10:	The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.




NOTE 11:	The requirements are only applicable to channel bandwidths with a carrier frequency at  MHz offset from  in the victim (higher band) with , where[image: ]andare the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.
NOTE 12:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 4th transmitter harmonic is within the downlink transmission bandwidth of a high band.  


NOTE 13:	The requirements should be verified for UL EARFCN of a low band (superscript LB) such that in MHz and  with[image: ] the carrier frequency of a high band in MHz and [image: ] the channel bandwidth configured in the low band. 
NOTE 14:	For the UE that supports CA_1A-18A-28A or CA_1A-19A-28A, no requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the low band for which the 3rd transmitter harmonic is within the downlink transmission bandwidth of the high band. The reference sensitivity should only be verified when this is not the case (the requirements specified in clause 7.3.1 apply).
NOTE 15:	These requirements apply when there is at least one individual RE within the downlink transmission bandwidth of the victim (lower) band for which the 3rd harmonic is within the uplink transmission bandwidth or the uplink adjacent channel’s transmission bandwidth of an aggressor (higher) band.


NOTE 16: The requirements should be verified for UL EARFCN of the aggressor (higher) band (superscript HB) such that  in MHz and  with [image: ] the carrier frequency in the victim (lower) band and [image: ] the channel bandwidth configured in the higher band.
NOTE 17:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 5th transmitter harmonic is within the downlink transmission bandwidth of a high band.


NOTE 18:	The requirements should be verified for UL EARFCN of a low band (superscript LB) such that in MHz and  with[image: ] the carrier frequency of a high band in MHz and [image: ] the channel bandwidth configured in the low band.
NOTE 19:	No requirements apply for the case that there is at least one individual RE within the uplink transmission bandwidth of the relative higher band and when the frequency range of relative higher band’s uplink channel bandwidth or uplink 1st adjacent channel bandwidth is fully or partially overlapped with the 3 times of the frequency range of the relative lower band’s downlink channel bandwidth. The reference sensitivity is only verified when this is not the case (the requirements specified in clause 7.3.1 apply).
NOTE 20:	Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.
NOTE 20:	Applicable for the operations with 2 or 4 antenna ports supported in the band with carrier aggregation configured.
NOTE 21:	No requirements apply when there is at least one individual RE on band 28 uplink outside frequencies 728 – 738 MHz. The reference sensitivity is only verified when all configured RE’s are confined within frequencies 728 – 738 MHz (the requirements specified in clause 7.3.1 of [6] apply). 
NOTE 22:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band and a range FHD above and below the edge of this downlink transmission bandwidth. The value FHD depends on the E-UTRA configuration: FHD = 10 MHz for CA_1A-3A-21A-42A. 

NOTE 23:	The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that in MHz and [image: ] with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.



NOTE 24:	The requirements are only applicable to channel bandwidths with a carrier frequency at  MHz offset from  in the victim (higher band) with [image: ], where[image: ]andare the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.
NOTE 25:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band and a range FHD above and below the edge of this downlink transmission bandwidth. The value FHD depends on the E-UTRA configuration: FHD = 10 MHz for CA_3A-19A-21A-42A. 

NOTE 26:	The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that in MHz and [image: ] with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.



NOTE 27:	The requirements are only applicable to channel bandwidths with a carrier frequency at  MHz offset from  in the victim (higher band) with [image: ], where[image: ]andare the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.
NOTE 28:	No requirements apply when there is at least one individual RE within the uplink transmission bandwidth of Band 8 for which the 3rd transmitter harmonic is within the downlink transmission bandwidth of Band 41. The reference sensitivity is only verified when this is not the case (the requirements specified in clause 7.3.1 apply).
NOTE 29: 	The B41 requirements are modified by -0.1dB when carrier frequency of the assigned E-UTRA channel bandwidth is within 2545-2690 MHz.



Table 7.3.1A-0b: Uplink configuration for the low band (exceptions due to harmonic issue)
	E-UTRA Band / Channel bandwidth of the high band / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_1A-3A-7A-8A
	8
	
	
	
	16
	25
	25
	FDD

	CA_1A-3A-7A-20A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_1A-3A-7A-28A
	28
	
	
	
	16
	25
	25
	FDD

	CA_1A-3A-7A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_1A-3A-8A-11A
	8
	
	
	8
	16
	25
	25
	FDD

	CA_1A-3A-19A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_1A-3A-28A
	28
	
	
	8
	16
	25
	25
	FDD

	CA_1A-3A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_1A-3A-21A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_1A-3A-28A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_1A-7A-8A
	8
	
	
	
	16
	25
	25
	FDD

	CA_1A-7A-28A
	28
	
	
	8
	16
	25
	25
	FDD

	CA_1A-11A-28A
	28
	
	
	8
	16
	25
	25
	FDD

	CA_1A-11A-28A
	28
	
	
	12
	25
	
	
	FDD

	CA_1A-28A
	28
	
	
	8
	16
	25
	25
	FDD

	CA_1A-28A-42A
	28
	
	
	8
	16
	25
	25
	FDD

	CA_2A-46A
	46
	
	
	
	
	
	100
	TDD

	CA_2A-4A-12A
	12
	
	
	8
	16
	20
	20
	FDD

	CA_2A-4A-5A-12A
	12
	
	
	8
	16
	
	
	FDD

	CA_2A-4A-7A-12A
	12
	
	
	8
	16
	
	
	FDD

	CA_2A-4A-12A-30A
	12
	
	
	8
	16
	
	
	FDD

	CA_2A-5A-12A-66A
	12
	
	
	8
	16
	20
	20
	FDD

	CA_2A-12A-66A
	12
	
	
	8
	16
	
	
	FDD

	CA_3A-7A-8A
	8
	
	
	8
	16
	25
	25
	FDD

	CA_3A-7A-20A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_3A-7A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_3A-11A-28A
	28
	
	
	12
	25
	
	
	FDD

	CA_3A-19A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_3A-19A-21A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_3A-20A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_3A-21A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_3A-28A-40A
	40
	
	
	25
	50
	75
	100
	TDD

	CA_3A-28A-41A-42A
	3
	
	
	
	25
	36
	50
	FDD

	CA_3A-28A-41A-42A
	28
	
	
	
	10
	15
	20
	FDD

	CA_3A-31A
	31
	
	
	5
	5
	5
	5
	FDD

	CA_3A-42A
	3
	
	
	12
	25
	36
	50
	FDD

	CA_4A-5A-12A
	12
	
	
	8
	16
	20
	20
	FDD

	CA_4A-7A-12A
	12
	
	
	8
	16
	20
	20
	FDD

	CA_4A-12A
	12
	2
	5
	8
	16
	20
	20
	FDD

	CA_4A-12A-30A
	12
	
	
	8
	16
	
	
	FDD

	CA_4A-17A
	17
	
	
	8
	16
	
	
	FDD

	CA_4A-28A
	28
	
	
	[8]
	[16]
	[25]
	[25]
	FDD

	CA_5A-12A-66A
	12
	
	
	8
	16
	20
	20
	FDD

	CA_7A-8A
	8
	
	
	8
	16
	25
	25
	FDD

	CA_7A-8A-20A
	8
	
	
	
	16
	25
	25
	FDD

	CA_8A-42A
	8
	
	
	8
	16
	25
	25
	FDD

	CA_11A-28A
	28
	
	
	12
	25
	
	
	FDD

	CA_12A-30A-66A
	12
	
	
	8
	16
	
	
	FDD

	CA_12A-66A
	12
	2
	5
	8
	16
	20
	20
	FDD

	CA_20A-40A3
	40
	
	
	25
	50
	75
	100
	FDD

	CA_20A-42A, 
CA_20A-42A-42A
	20
	
	
	8
	16
	25
	25
	FDD

	CA_28A-40A
	40
	
	
	25
	50
	75
	100
	TDD

	CA_28A-41A-42A
	28
	
	
	
	10
	15
	20
	FDD

	CA_28A-42A
	28
	
	
	5
	10
	15
	20
	FDD

	NOTE 1:	refers to the UL resource blocks, which shall be centred within the transmission bandwidth configuration for the channel bandwidth.
NOTE 2:	the UL configuration applies regardless of the channel bandwidth of the low band unless the UL resource blocks exceed that specified in Table 7.3.1-2 for the uplink bandwidth in which case the allocation according to Table 7.3.1-2 applies.
NOTE 3:	3 refers to the UL resource blocks shall be located between 2373-2400MHz.



For the UE that supports any of the E-UTRA CA configurations given in Table 7.3.1A-0bA, exceptions are allowed when the uplink is active within a specified frequency range as noted in Table 7.3.1A-0bA. For these exceptions, the UE shall meet the requirements specified in Table 7.3.1A-0bA and Table 7.3.1A-0bB.
Table 7.3.1A-0bA: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions for two bands due to close proximity of UL to DL channel)
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-3A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.78
	-99.78
	-97.98
	-96.78
	

	
	38
	
	[-95.7]
	-94
	-91.5
	-90
	-89
	

	CA_1A-3A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.78
	-99.78
	-97.98
	-96.78
	

	
	3
	
	-98.7
	-97
	-94
	-92.2
	-91
	

	
	
	
	-101.4
	-99.78
	-96.78
	-94.98
	-93.78
	

	CA_1A-3A-3A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.78
	-99.78
	-97.98
	-96.78
	

	
	38
	
	
	-94
	-91.5
	-90
	-89
	

	CA_1A-3A-3A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.78
	-99.78
	-97.98
	-96.78
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.78
	-96.78
	-94.98
	-93.78
	

	CA_1A-3C4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.78
	-99.78
	-97.98
	-96.78
	

	
	38
	
	
	-94
	-91.5
	-90
	-89
	

	CA_1A-3C5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.78
	-99.78
	-97.98
	-96.78
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.78
	-96.78
	-94.98
	-93.78
	

	CA_1C-3A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.78
	-99.78
	-97.98
	-96.78
	

	
	38
	
	
	-94
	-91.5
	-90
	-89
	

	CA_1C-3A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.78
	-99.78
	-97.98
	-96.78
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.78
	-96.78
	-94.98
	-93.78
	

	CA_18A-28A6
	18
	
	
	-100
	-97
	-95.2
	
	FDD

	
	28
	
	
	-94
	-92.5
	
	
	

	CA_19A-28A7
	19
	
	
	-100
	-97
	-95.2
	
	FDD

	
	28
	
	
	-94
	-92
	
	
	

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
NOTE 2:	Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1
NOTE 3:	The signal power is specified per port
NOTE 4:	These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth in Band 3, the requirement applies regardless of channel bandwidth in Band 1.
NOTE 5:	These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. For each channel bandwidth in Band 3, the requirement applies regardless of channel bandwidth in Band 1.
NOTE 6:	These requirements apply when the uplink is active in Band 18 and the downlink channels in Band 28 are confined within the restricted frequency range specified for this CA configuration (Table 5.5A-2). For each channel bandwidth in Band 28, the requirement applies regardless of channel bandwidth in Band 18.
NOTE 7:	These requirements apply when the uplink is active in Band 19 and the downlink channels in Band 28 are allocated at the middle of the restricted frequency range specified for this CA configuration (Table 5.5A-2). For each channel bandwidth in Band 28, the requirement applies regardless of channel bandwidth in Band 19.
NOTE 8:	Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.
NOTE 8:	Applicable for the operations with 2 or 4 antenna ports supported in the band with carrier aggregation configured.




Table 7.3.1A-0bB: Uplink configuration for the uplink band (exceptions for two bands due to close proximity of UL to DL channel)
	E-UTRA Band / Channel bandwidth of the affected DL band / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_1A-3A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3C1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3C1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1C-3A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1C-3A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_18A-28A4
	18
	
	
	18
	18
	
	
	FDD

	CA_19A-28A4
	19
	
	
	18
	18
	
	
	FDD

	NOTE 1:	refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 3 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1) in the uplink channel in Band 1.
NOTE 2:	UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz
NOTE 3:	UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz.
NOTE 4:	refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 28 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1).



For the UE that supports any of the E-UTRA CA configurations given in Table 7.3.1A-0bC, exceptions are allowed when the uplink is active within a specified frequency range as noted in Table 7.3.1A-0bC. For these exceptions, the UE shall meet the requirements specified in Table 7.3.1A-0bC and Table 7.3.1A-0bD.
Table 7.3.1A-0bC: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions for three bands due to close proximity of UL to DL channel)
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-3A-5A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	311
	
	
	-94
	-91.5
	-90
	-89
	

	
	5
	
	
	-98
	-95
	
	
	

	CA_1A-3A-5A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	

	
	5
	
	
	-98
	-95
	
	
	

	CA_1A-3C-5A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	311
	
	
	-94
	-91.5
	-90
	-89
	

	
	5
	
	
	-98
	-95
	
	
	

	CA_1A-3C-5A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	

	
	5
	
	
	-98
	-95
	
	
	

	CA_1A-3A-7A9
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	311
	
	
	-94
	-91.5
	-90
	-89
	

	
	7
	
	
	
	-95
	-93.2
	-92
	

	
	
	
	
	
	-97.711
	-95.911
	-94.711
	

	CA_1A-3A-7A10
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	

	
	7
	
	
	
	-95
	-93.2
	-92
	

	
	
	
	
	
	-97.711
	-95.911
	-94.711
	

	CA_1A-3A-7A-7A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	39,11
	
	
	-94
	-91.5
	-90
	-89
	

	
	310
	
	
	-97
	-94
	-92.2
	-91
	

	
	7
	
	
	
	-95
	-93.2
	-92
	

	
	
	
	
	
	-97.711
	-95.911
	-94.711
	

	CA_1A-3A-7C9
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	311
	
	
	
	-91.5
	-90
	-89
	

	
	7
	
	
	
	-95
	-93.2
	-92
	

	
	
	
	
	
	-97.711
	-95.911
	-94.711
	

	CA_1A-3A-7C10
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	3
	
	
	
	-94
	-92.2
	-91
	

	
	
	
	
	
	-96.711
	-94.911
	-93.711
	

	
	7
	
	
	
	-95
	-93.2
	-92
	

	
	
	
	
	
	-97.711
	-95.911
	-94.711
	

	CA_1A-3C-7C
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	39,11
	
	
	-94
	-91.5
	-90
	-89
	

	
	310
	
	
	-97
	-94
	-92.2
	-91
	

	
	7
	
	
	
	-95
	-93.2
	-92
	

	
	
	
	
	
	-97.711
	-95.911
	-94.711
	

	CA_1A-3A-8A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	311
	
	
	-94
	-91.5
	-90
	-89
	

	
	8
	
	-99.2
	-97
	-94
	
	
	

	CA_1A-3A-8A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	

	
	8
	
	-99.2
	-97
	-94
	
	
	

	CA_1A-3A-3A-8A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	311
	
	
	-94
	-91.5
	-90
	-89
	

	
	8
	
	-99.2
	-97
	-94
	
	
	

	CA_1A-3A-3A-8A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	

	
	8
	
	-99.2
	-97
	-94
	
	
	

	CA_1A-3C-8A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	311
	
	
	-94
	-91.5
	-90
	-89
	

	
	8
	
	-99.2
	-97
	-94
	
	
	

	CA_1A-3C-8A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	

	
	8
	
	-99.2
	-97
	-94
	
	
	

	CA_1A-3A-11A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	311
	
	
	-94
	-91.5
	-90
	-89
	

	
	11
	
	
	-100
	-97
	
	
	

	CA_1A-3A-11A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	

	
	11
	
	
	-100
	-97
	
	
	

	CA_1A-3A-19A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	311
	
	
	-94
	-91.5
	-90
	-89
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	CA_1A-3A-19A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	CA_1A-3A-20A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	311
	
	
	-94
	-91.5
	-90
	-89
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	
	
	
	
	-99.711
	-96.711
	-93.911
	-92.711
	

	CA_1A-3A-20A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	
	
	
	
	-99.711
	-96.711
	-93.911
	-92.711
	

	CA_1A-3A-21A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	311
	
	
	-94
	-91.5
	-90
	-89
	

	
	21
	
	
	-100
	-97
	-95.2
	
	

	CA_1A-3A-21A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	

	
	21
	
	
	-100
	-97
	-95.2
	
	

	CA_1A-3A-26A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	311
	
	
	-94
	-91.5
	-90
	-89
	

	
	26
	
	
	-97.57
	-94.57
	
	
	

	CA_1A-3A-26A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	

	
	26
	
	
	-97.57
	-94.57
	
	
	

	CA_1A-3A-28A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	311
	
	
	-94
	-91.5
	-90
	-89
	

	
	28
	
	
	-98.3
	-95.3
	-93.5
	-90.8
	

	CA_1A-3A-28A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	

	
	28
	
	
	-98.3
	-95.3
	-93.5
	-90.8
	

	CA_1A-3C-28A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	311
	
	
	-94
	-91.5
	-90
	-89
	

	
	28
	
	
	-98.3
	-95.3
	-93.5
	-90.8
	

	CA_1A-3C-28A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	

	
	28
	
	
	-98.3
	-95.3
	-93.5
	-90.8
	

	CA_1A-3A-42A4
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.511
	-99.511
	-97.711
	-96.511
	

	
	311
	
	
	-93.8
	-91.3
	-89.8
	-88.8
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	 -92.5
	TDD

	
	
	
	
	-100.711
	-97.711
	-95.911
	-94.711
	

	CA_1A-3A-42A5
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.511
	-99.511
	-97.711
	-96.511
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.511
	-96.511
	-94.711
	-93.511
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD

	
	
	
	
	-100.711
	-97.711
	-95.911
	-94.711
	

	CA_1A-3A-42C4
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.511
	-99.511
	-97.711
	-96.511
	

	
	311
	
	
	-93.8
	-91.3
	-89.8
	-88.8
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD

	
	
	
	
	-100.711
	-97.711
	-95.911
	-94.711
	

	CA_1A-3A-42C5
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.511
	-99.511
	-97.711
	-96.511
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.511
	-96.511
	-94.711
	-93.511
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD

	
	
	
	
	-100.711
	-97.711
	-95.911
	-94.711
	

	CA_1A-18A-28A6
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	18
	
	
	-100
	-97
	-95.2
	
	

	
	28
	
	
	-94
	-92.5
	
	
	

	CA_1A-19A-28A8
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	28
	
	
	-94
	-92
	
	
	

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
NOTE 2:	Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1
NOTE 3:	The signal power is specified per port
NOTE 4:	These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth in the Bands other than Band 1, the requirement applies regardless of channel bandwidth in Band 1.
NOTE 5:	These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. For each channel bandwidth in the Bands other than Band 1, the requirement applies regardless of channel bandwidth in Band 1.
NOTE 6:	These requirements apply when the uplink is active in Band 18 and the downlink channels in Band 28 are confined within the restricted frequency range specified for this CA configuration (Table 5.5A-2). For each channel bandwidth in Band 28, the requirement applies regardless of channel bandwidth in Band 18. 
NOTE 7:	7 indicates that the requirement is modified by -0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.
NOTE 8:	These requirements apply when the uplink is active in Band 19 and the downlink channels in Band 28 are allocated at the middle of the restricted frequency range specified for this CA configuration (Table 5.5A-2). For each channel bandwidth in Band 28, the requirement applies regardless of channel bandwidth in Band 19.
NOTE 9:	These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth in Band 3 and Band 7, the requirement applies regardless of channel bandwidth in Band 1.
NOTE 10:	These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. For each channel bandwidth in Band 3 and Band 7, the requirement applies regardless of channel bandwidth in Band 1.
NOTE 11:	Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.
NOTE 11:	Applicable for the operations with 2 or 4 antenna ports supported in the band with carrier aggregation configured.



Table 7.3.1A-0bD: Uplink configuration for the uplink band (exceptions for three bands due to close proximity of UL to DL channel)
	E-UTRA Band / Channel bandwidth of the affected DL band / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_1A-3A-5A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-5A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3C-5A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3C-5A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3A-7A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-7A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3A-7A-7A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-7A-7A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3A-7C1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-7C1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3C-7C1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3C-7C1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3A-8A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-8A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3A-3A-8A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-3A-8A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3C-8A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3C-8A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3A-19A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-19A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3A-20A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-20A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3A-21A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-21A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3A-26A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-26A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3A-28A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-28A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3C-28A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3C-28A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3A-42A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-42A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-3A-42C1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3A-42C1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	CA_1A-18A-28A4
	18
	
	
	18
	18
	
	
	FDD

	CA_1A-19A-28A4
	19
	
	
	18
	18
	
	
	FDD

	NOTE 1:	refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 3 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1) in the uplink channel in Band 1.
NOTE 2:	UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz
NOTE 3:	UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz.
NOTE 4:	refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 28 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1).



For the UE that supports any of the E-UTRA CA configurations given in Table 7.3.1A-0bD1, exceptions are allowed when the uplink is active within a specified frequency range as noted in Table 7.3.1A-0bD1. For these exceptions, the UE shall meet the requirements specified in Table 7.3.1A-0bD1 and Table 7.3.1A-0bD2.
Table 7.3.1A-0bD1: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions for four bands due to close proximity of UL to DL channel)
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-3A-5A-7A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.76
	-99.76
	-97.96
	-96.76
	

	
	34,6
	
	
	
	-91.5
	-90
	-89
	

	
	35
	
	
	
	-94
	-92.2
	-91
	

	
	
	
	
	
	-96.76
	-94.96
	-93.76
	

	
	5
	
	
	-98
	-95
	
	
	

	
	7
	
	
	
	-95
	-93.2
	-92
	

	
	
	
	
	
	-97.76
	-95.96
	-94.76
	

	CA_1A-3A-5A-7A-7A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	34,6
	
	
	
	-91.5
	-90
	-89
	

	
	35
	
	
	
	-94
	-92.2
	-91
	

	
	
	
	
	
	-96.76
	-94.96
	-93.76
	

	
	5
	
	
	-98
	-95
	
	
	

	
	7
	
	
	
	-95
	-93.2
	-92
	

	
	
	
	
	
	-97.76
	-95.96
	-94.76
	

	CA_1A-3A-5A-40A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.76
	-99.76
	-97.96
	-96.76
	

	
	34,6
	
	
	-94
	-91.5
	-90
	-89
	

	
	35
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.76
	-96.76
	-94.96
	-93.76
	

	
	5
	
	
	-98
	-95
	
	
	

	
	40
	
	
	
	-91.9
	-90.4
	-89.4
	TDD

	CA_1A-3A-7A-8A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.76
	-99.76
	-97.96
	-96.76
	

	
	34,6
	
	
	-94
	-91.5
	-90
	-89
	

	
	35
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.76
	-96.76
	-94.96
	-93.76
	

	
	7
	
	
	
	-95
	-93.2
	-92
	

	
	
	
	
	
	-97.76
	-95.96
	-94.76
	

	
	8
	
	
	-96.8
	-93.8
	
	
	

	CA_1A-3A-7A-20A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	34,6
	
	
	-94
	-91.5
	-90
	-89
	

	
	35
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.76
	-96.76
	-94.96
	-93.76
	

	
	7
	
	
	
	-95
	-93.2
	-92
	

	
	
	
	
	
	-97.76
	-95.96
	-94.76
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	
	
	
	
	-99.720
	-96.720
	-93.920
	-92.720
	

	CA_1A-3A-7A-28A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.76
	-99.76
	-97.96
	-96.76
	

	
	34,6
	
	
	
	[-91.5]
	[-90]
	[-89]
	

	
	35
	
	
	
	-94
	-92.2
	-91
	

	
	7
	
	
	
	-95
	-93.2
	-92
	

	
	
	
	
	
	-97.76
	-95.96
	-94.76
	

	
	28
	
	
	
	-95.3
	-93.5
	-90.8
	

	CA_1A-3A-7C-28A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.76
	-99.76
	-97.96
	-96.76
	

	
	34,6
	
	
	
	[-91.5]
	[-90]
	[-89]
	

	
	35
	
	
	
	-94
	-92.2
	-91
	

	
	
	
	
	
	-96.76
	-94.96
	-93.76
	

	
	7
	
	
	
	-95
	-93.2
	-92
	

	
	
	
	
	
	-97.76
	-95.96
	-94.76
	

	
	28
	
	
	
	-95.3
	-93.5
	-90.8
	

	CA_1A-3A-7A-42A
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.56
	-99.56
	-97.76
	-96.56
	

	
	34,6
	
	
	-93.8
	-91.3
	-89.8
	-88.8
	

	
	35
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.56
	-96.56
	-94.76
	-93.56
	

	
	7
	
	
	
	-94.8
	-93
	-91.8
	

	
	
	
	
	
	-97.56
	-95.76
	-94.56
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD

	
	
	
	
	-100.76
	-97.76
	-95.96
	-94.76
	

	CA_1A-3A-8A-11A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.76
	-99.76
	-97.96
	-96.76
	

	
	34,6
	
	
	-94
	-91.5
	-90
	-89
	

	
	35
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.76
	-96.76
	-94.96
	-93.76
	

	
	8
	
	
	-97
	-94
	
	
	

	
	11
	
	
	-100
	-97
	
	
	

	CA_1A-3A-8A-40A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.76
	-99.76
	-97.96
	-96.76
	

	
	34,6
	
	
	-94
	-91.5
	-90
	-89
	

	
	35
	
	
	-97
	-94
	-92.2
	-91
	

	
	
	
	
	-99.76
	-96.76
	-94.96
	-93.76
	

	
	8
	
	-99.2
	-97
	-94
	
	
	

	
	40
	
	
	[-93.4]
	-91.9
	-90.4
	-89.4
	TDD

	CA_1A-3A-19A-21A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.76
	-99.76
	-97.96
	-96.76
	

	
	36
	
	
	-93.7
	-91.2
	-89.7
	-88.7
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	21
	
	
	-99.5
	-96.5
	-94.7
	
	

	CA_1A-3A-19A-21A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.76
	-99.76
	-97.96
	-96.76
	

	
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	

	
	
	
	
	-99.46
	-96.46
	-94.66
	-93.46
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	21
	
	
	-99.5
	-96.5
	-94.7
	
	

	CA_1A-3A-19A-42A
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.56
	-99.56
	-97.76
	-96.56
	

	
	34,6
	
	
	-93.8
	-91.3
	-89.8
	-88.8
	

	
	35
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.56
	-96.56
	-94.76
	-93.56
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD

	
	
	
	
	-100.76
	-97.76
	-95.96
	-94.76
	

	CA_1A-3A-19A-42C
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.56
	-99.56
	-97.76
	-96.56
	

	
	34,6
	
	
	-93.8
	-91.3
	-89.8
	-88.8
	

	
	35
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.56
	-96.56
	-94.76
	-93.56
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD

	
	
	
	
	-100.76
	-97.76
	-95.96
	-94.76
	

	CA_1A-3A-20A-42A
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	34,6
	
	
	-93.8
	-91.3
	-89.8
	-88.8
	

	
	35
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.56
	-96.56
	-94.76
	-93.56
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	
	
	
	
	-99.76
	-96.76
	-93.96
	-92.76
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD

	
	
	
	
	-100.76
	-97.76
	-95.96
	-94.76
	

	CA_1A-3A-21A-28A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.76
	-99.76
	-97.96
	-96.76
	

	
	36
	
	
	-93.7
	-91.2
	-89.7
	-88.7
	

	
	21
	
	
	-99.5
	-96.5
	-94.7
	
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	CA_1A-3A-21A-28A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.76
	-99.76
	-97.96
	-96.76
	

	
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	

	
	
	
	
	-99.46
	-96.46
	-94.66
	-93.46
	

	
	21
	
	
	-99.5
	-96.5
	-94.7
	
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	CA_1A-3A-21A-42A4
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.56
	-99.56
	-97.76
	-96.56
	

	
	36
	
	
	-93.7
	-91.2
	-89.7
	-88.7
	

	
	21
	
	
	-99.5
	-96.5
	-94.7
	
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD

	
	
	
	
	-100.76
	-97.76
	-95.96
	-94.76
	

	CA_1A-3A-21A-42A5
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.56
	-99.56
	-97.76
	-96.56
	

	
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	

	
	
	
	
	-99.46
	-96.46
	-94.66
	-93.46
	

	
	21
	
	
	-99.5
	-96.5
	-94.7
	
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD

	
	
	
	
	-100.76
	-97.76
	-95.96
	-94.76
	

	CA_1A-3A-21A-42C
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.56
	-99.56
	-97.76
	-96.56
	

	
	34,6
	
	
	-93.7
	-91.2
	-89.7
	-88.7
	

	
	35
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	

	
	
	
	
	-99.46
	-96.46
	-94.66
	-93.46
	

	
	21
	
	
	-99.5
	-96.5
	-94.7
	
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD

	
	
	
	
	-100.76
	-97.76
	-95.96
	-94.76
	

	CA_1A-3A-28A-42A4
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.56
	-99.56
	-97.76
	-96.56
	

	
	36
	
	
	-93.8
	-91.3
	-89.8
	-88.8
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD

	
	
	
	
	-100.76
	-97.76
	-95.96
	-94.76
	

	CA_1A-3A-28A-42A5
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.56
	-99.56
	-97.76
	-96.56
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.56
	-96.56
	-94.76
	-93.56
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD

	
	
	
	
	-100.76
	-97.76
	-95.96
	-94.76
	

	CA_1A-3A-28A-42C
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.56
	-99.56
	-97.76
	-96.56
	

	
	34,6
	
	
	-93.8
	-91.3
	-89.8
	-88.8
	

	
	35
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.56
	-96.56
	-94.76
	-93.56
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD

	
	
	
	
	-100.76
	-97.76
	-95.96
	-94.76
	

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
NOTE 2:	Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1
NOTE 3:	The signal power is specified per port
NOTE 4:	These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth in the bands other than Band 1, the requirement applies regardless of channel bandwidth in Band 1.
NOTE 5:	These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. For each channel bandwidth in the bands other than Band 1, the requirement applies regardless of channel bandwidth in Band 1. 
NOTE 6:	Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.
NOTE 6:	Applicable for the operations with 2 or 4 antenna ports supported in the band with carrier aggregation configured.



Table 7.3.1A-0bD2: Uplink configuration for the low band (exceptions for four bands due to close proximity of UL to DL channel)
	E-UTRA Band / Channel bandwidth of the affected DL band / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_1A-3A-5A-7A
CA_1A-3A-5A-7A-7A
CA_1A-3A-5A-40A
CA_1A-3A-7A-8A
CA_1A-3A-7A-20A
CA_1A-3A-7A-28A
CA_1A-3A-7C-28A
CA_1A-3A-7A-42A
CA_1A-3A-8A-11A
CA_1A-3A-8A-40A
CA_1A-3A-19A-21A
CA_1A-3A-19A-42A
CA_1A-3A-19A-42C
CA_1A-3A-20A-42A
CA_1A-3A-21A-28A
CA_1A-3A-21A-42A
CA_1A-3A-21A-42C
CA_1A-3A-28A-42A
	11,2
	
	
	25
	25
	25
	25
	FDD

	
	11,3
	
	
	25
	45
	45
	45
	

	NOTE 1:	refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 3 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1) in the uplink channel in Band 1.
NOTE 2:	UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz
NOTE 3:	UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz.



For the UE that supports any of the E-UTRA CA configurations given in Table 7.3.1A-0bD1, exceptions are allowed when the uplink is active within a specified frequency range as noted in Table 7.3.1A-0bD1. For these exceptions, the UE shall meet the requirements specified in Table 7.3.1A-0bD1 and Table 7.3.1A-0bD2.
Table 7.3.1A-0bD3: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions for five bands due to close proximity of UL to DL channel)
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-3A-7A-20A-42A
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.56
	-99.56
	-97.76
	-96.56
	

	
	34,6
	
	
	-93.8
	-91.3
	-89.8
	-88.8
	

	
	35
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.56
	-96.56
	-94.76
	-93.56
	

	
	7
	
	
	
	-94.8
	-93
	-91.8
	

	
	
	
	
	
	-97.56
	-95.76
	-94.56
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	

	
	
	
	
	-99.76
	-96.76
	-93.96
	-92.76
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD

	
	
	
	
	-100.76
	-97.76
	-95.96
	-94.76
	

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
NOTE 2:	Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1
NOTE 3:	The signal power is specified per port
NOTE 4:	These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth in the bands other than Band 1, the requirement applies regardless of channel bandwidth in Band 1.
NOTE 5:	These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. For each channel bandwidth in the bands other than Band 1, the requirement applies regardless of channel bandwidth in Band 1. 
NOTE 6:	Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.
NOTE 6:	Applicable for the operations with 2 or 4 antenna ports supported in the band with carrier aggregation configured.



Table 7.3.1A-0bD4: Uplink configuration for the low band (exceptions for five bands due to close proximity of UL to DL channel)
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_1A-3A-7A-20A-42A
	11,2
	
	
	25
	25
	25
	25
	FDD

	
	11,3
	
	
	25
	45
	45
	45
	

	NOTE 1:	refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 3 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1) in the uplink channel in Band 1.
NOTE 2:	UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz.
NOTE 3:	UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz.



For the UE that supports any of the E-UTRA CA configurations given in Table 7.3.1A-0bE, exceptions are allowed when the uplink is active in the applicable active UL bands in Table 7.3.1A-0bE. For these exceptions, the UE shall meet the reference sensitivities specified in Table 7.3.1A-0bE and Table 7.3.1A-0bF.
Table 7.3.1A-0bE: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions due to cross band isolation issues of TDD and FDD bands)
	EUTRA CA Configuration
	EUTRA band
	Channel bandwidth
	Duplex mode
	Applicable active UL band

	
	
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	
	

	CA_1A-3A-5A-40A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	3

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	3
	
	
	-97 
	-94
	-92.2
	-91
	
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	5
	
	
	-98
	-95
	
	
	
	

	
	4011
	
	
	
	-92.9
	-91.3
	-90.2
	TDD
	

	CA_1A-3A-5A-40A
	111
	
	
	-91.7
	[-89.5]
	[-87.9]
	[-86.9]
	FDD
	40

	
	311
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	
	

	
	5
	
	
	-98
	-95
	
	
	
	

	
	40
	
	
	
	-97
	-95.2
	-94
	TDD
	

	CA_1A-3A-7A-20A-42A
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD
	7

	
	
	
	
	-102.511
	-99.511
	-97.711
	-96.511
	
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	
	

	
	
	
	
	-99.511
	-96.511
	-94.711
	-93.511
	
	

	
	7
	
	
	
	-94.8
	-93
	-91.8
	
	

	
	
	
	
	
	-97.711
	-95.911
	-94.711
	
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	
	

	
	
	
	
	-99.711
	-96.711
	-93.911
	-92.711
	
	

	
	4211
	
	
	-95.6
	-93
	-91.5
	-90.4
	TDD
	

	CA_1A-3A-7A-20A-42A
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD
	42

	
	
	
	
	-102.511
	-99.511
	-97.711
	-96.511
	
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	
	

	
	
	
	
	-99.511
	-96.511
	-94.711
	-93.511
	
	

	
	711
	
	
	
	-93
	-91.3
	-90.1
	
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	
	

	
	
	
	
	-99.711
	-96.711
	-93.911
	-92.711
	
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	
	

	
	
	
	
	-100.711
	-97.711
	-96.911
	-94.711
	TDD
	

	CA_1A-3A-7A-40A15
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	1

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	311
	
	
	-94
	-91.5
	-90
	-89
	
	

	
	7
	
	
	
	-94.7
	-92.9
	-91.7
	
	

	
	
	
	
	
	-97.411
	-95.611
	-94.411
	
	

	
	4011
	
	
	-92.6
	-90.5
	-89.2
	-88.1
	TDD
	

	CA_1A-3A-7A-40A16
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	1

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	7
	
	
	
	-94.7
	-92.9
	-91.7
	
	

	
	
	
	
	
	-97.411
	-95.611
	-94.411
	
	

	
	4011
	
	
	-92.6
	-90.5
	-89.2
	-88.1
	TDD
	

	CA_1A-3A-7A-40A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	3

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	7
	
	
	
	-94.7
	-92.9
	-91.7
	
	

	
	
	
	
	
	-97.411
	-95.611
	-94.411
	
	

	
	4011
	
	
	-94.6
	-92.1
	-90.5
	-89.4
	TDD
	

	CA_1A-3A-7A-40A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	7

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	7
	
	
	
	-94.7
	-92.9
	-91.7
	
	

	
	
	
	
	
	-97.411
	-95.611
	-94.411
	
	

	
	4011
	
	
	-96
	-93.3
	-91.7
	-90.6
	TDD
	

	CA_1A-3A-7A-40A
	111
	
	
	-91.7
	-89.5
	-87.9
	-86.9
	FDD
	40

	
	311
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	
	

	
	711
	
	
	
	-94
	-92.4
	-91.2
	
	

	
	40
	
	
	-99.2
	-96.2
	-94.4
	-93.2
	TDD
	

	CA_1A-3A-7A-42A
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD
	7

	
	
	
	
	-102.511
	-99.511
	-97.711
	-96.511
	
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	
	

	
	
	
	
	-99.511
	-96.511
	-94.711
	-93.511
	
	

	
	7
	
	
	
	-94.8
	-93
	-91.8
	
	

	
	
	
	
	
	-97.511
	-95.711
	-94.511
	
	

	
	4211
	
	
	-95.6
	-93
	-91.5
	-90.4
	TDD
	

	
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD
	42

	
	
	
	
	-102.511
	-99.511
	-97.711
	-96.511
	
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	
	

	
	
	
	
	-99.511
	-96.511
	-94.711
	-93.511
	
	

	
	711
	
	
	
	-93
	-91.3
	-90.1
	
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD
	

	
	
	
	
	-100.711
	-97.711
	-96.911
	-94.711
	
	

	CA_1A-3A-8A-40A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	3

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	3
	
	
	-97 
	-94
	-92.2
	-91
	
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	8
	
	-99.2
	-97
	-94
	
	
	
	

	
	4011
	
	
	-95.4
	-92.9
	-91.3
	-90.2
	TDD
	

	CA_1A-3A-8A-40A
	111
	
	
	-91.7
	[-89.5]
	[-87.9]
	[-86.9]
	FDD
	40

	
	311
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	
	

	
	8
	
	-99.2
	-97
	-94
	
	
	
	

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_1A-3A-38A12
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	1

	
	311
	
	
	-94
	-91.5
	-90
	-89
	
	

	
	38
	
	
	-97.1
	-94.4
	-92.8
	-91.7
	TDD
	

	
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	3

	
	3
	
	
	-97
	-94
	-92.2
	-91
	
	

	
	38
	
	
	-97.1
	-94.4
	-92.8
	-91.7
	TDD
	

	
	111
	
	
	-98.1
	-95.1
	-93.3
	-92.1
	FDD
	38

	
	311
	
	
	-95.1
	-92.1
	-90.3
	-89.1
	
	

	
	38
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_1A-3A-38A13
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	1

	
	3
	
	
	-97
	-94
	-92.2
	-91
	
	

	
	38
	
	
	-97.1
	-94.4
	-92.8
	-91.7
	TDD
	

	
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	3

	
	3
	
	
	-97
	-94
	-92.2
	-91
	
	

	
	38
	
	
	-97.1
	-94.4
	-92.8
	-91.7
	TDD
	

	
	111
	
	
	-98.1
	-95.1
	-93.3
	-92.1
	FDD
	38

	
	311
	
	
	-95.1
	-92.1
	-90.3
	-89.1
	
	

	
	38
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_1A-3A-40A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	3

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	3
	
	
	-97 
	-94
	-92.2
	-91
	
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4011
	
	
	-100
	-92.9
	-91.3
	-90.2
	TDD
	

	CA_1A-3A-40A
	111
	
	
	-91.7
	[-89.5]
	[-87.9]
	[-86.9]
	FDD
	40

	
	311
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	
	

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_1A-3A-40A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	1

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4011
	
	
	[-93.4]
	-91.3
	-90
	-88.9
	TDD
	

	CA_1A-3A-40C
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	3

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	3
	
	
	-97 
	-94
	-92.2
	-91
	
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4011
	
	
	-100
	-92.9
	-91.3
	-90.2
	TDD
	

	CA_1A-3A-40C
	111
	
	
	-91.7
	[-89.5]
	[-87.9]
	[-86.9]
	FDD
	40

	
	311
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	
	

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_1A-3A-40C
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	1

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4011
	
	
	[-93.4]
	-91.3
	-90
	-88.9
	TDD
	

	CA_1A-3C-40A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	3

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	3
	
	
	-97 
	-94
	-92.2
	-91
	
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4011
	
	
	-100
	-92.9
	-91.3
	-90.2
	TDD
	

	CA_1A-3C-40A
	111
	
	
	-91.7
	[-89.5]
	[-87.9]
	[-86.9]
	FDD
	40

	
	311
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	
	

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_1A-3C-40A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	1

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4011
	
	
	[-93.4]
	-91.3
	-90
	-88.9
	TDD
	

	CA_1A-3A-41A12,14
	311
	
	
	-94
	-91.5
	-90
	-89
	FDD
	1

	
	4111
	
	
	-93.3 
	-90.7
	-89.2
	-88.1 
	TDD
	

	
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	3

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	4111
	
	
	-93.3 
	-90.7
	-89.2
	-88.1 
	TDD
	

	CA_1A-3A-41A13,14
	3
	
	
	-97
	-94
	-92.2
	-91
	FDD
	1

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4111
	
	
	-93.3
	-90.7
	-89.2
	-88.1
	TDD
	

	
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	3

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	4111
	
	
	-93.3
	-90.7
	-89.2
	-88.1
	TDD
	

	CA_1A-3C-40C
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	3

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	3
	
	
	-97 
	-94
	-92.2
	-91
	
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4011
	
	
	-100
	-92.9
	-91.3
	-90.2
	TDD
	

	CA_1A-3C-40C
	111
	
	
	-91.7
	[-89.5]
	[-87.9]
	[-86.9]
	FDD
	40

	
	311
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	
	

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_1A-3C-40C
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	1

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	3
	
	
	-97
	-94
	-92.2
	-91
	
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4011
	
	
	[-93.4]
	-91.3
	-90
	-88.9
	TDD
	

	CA_1A-5A-40A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	1

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	5
	
	
	-98
	-95
	
	
	
	

	
	4011
	
	
	
	-91.9
	-90.4
	-89.4
	TDD
	

	CA_1A-5A-40A
	111
	
	
	-91.7
	[-89.5]
	[-87.9]
	[-86.9]
	FDD
	40

	
	5
	
	
	-98
	-95
	
	
	
	

	
	40
	
	
	
	-97
	-95.2
	-94
	TDD
	

	CA_1A-7A-20A-42A
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	 FDD
	7

	
	7
	
	
	-98
	-95
	-93.2
	-92
	
	

	
	
	
	
	-100.711
	-97.711
	-95.911
	-94.711
	
	

	
	20
	
	
	-96.8
	-93.8
	-91
	-89.8
	
	

	
	
	
	
	-99.511
	-96.511
	-93.711
	-92.511
	
	

	
	4211
	
	
	-95.6
	-93
	-91.5
	-90.4
	TDD
	

	CA_1A-7A-20A-42A
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	 FDD
	42

	
	711
	
	
	-96.2
	-93.2
	-91.5
	-90.3
	
	

	
	20
	
	
	-96.8
	-93.8
	-91
	-89.8
	
	

	
	
	
	
	-99.511
	-96.511
	-93.711
	-92.511
	
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD
	

	
	
	
	
	-100.711
	-97.711
	-96.911
	-94.711
	
	

	CA_1A-7A-40A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	1

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	7
	
	
	
	-94.7
	-92.9
	-91.7
	
	

	
	
	
	
	
	-97.411
	-95.611
	-94.411
	
	

	
	4011
	
	
	-92.6
	-90.5
	-89.2
	-88.1
	TDD
	

	CA_1A-7A-40A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	7

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	7
	
	
	
	-94.7
	-92.9
	-91.7
	
	

	
	
	
	
	
	-97.411
	-95.611
	-94.411
	
	

	
	4011
	
	
	-96
	-93.3
	-91.7
	-90.6
	TDD
	

	CA_1A-7A-40A
	111
	
	
	-91.7
	-89.5
	-87.9
	-86.9
	FDD
	40

	
	711
	
	
	
	-94
	-92.4
	-91.2
	
	

	
	40
	
	
	-99.2
	-96.2
	-94.4
	-93.2
	TDD
	

	CA_1A-7A-42A
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD
	7

	
	7
	
	
	-98
	-95
	-93.2
	-92
	
	

	
	
	
	
	-100.711
	-97.711
	-95.911
	-94.711
	
	

	
	4211
	
	
	-95.6
	-93
	-91.5
	-90.4
	TDD
	

	
	111
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD
	42

	
	711
	
	
	-96.2
	-93.2
	-91.5
	-90.3
	
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD
	

	
	
	
	
	-100.711
	-97.711
	-96.911
	-94.711
	
	

	CA_1A-8A-40A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	1

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	8
	
	-99.2
	-97
	-94
	
	
	
	

	
	4011
	
	
	[-93.4]
	-91.9
	-90.4
	-89.4
	TDD
	

	CA_1A-8A-40A
	111
	
	
	-91.7
	[-89.5]
	[-87.9]
	[-86.9]
	FDD
	40

	
	8
	
	-99.2
	-97
	-94
	
	
	
	

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_1A-40A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	1

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	4011
	
	
	[-93.4]
	-91.9
	-90.4
	-89.4
	TDD
	

	CA_1A-40A
	111
	
	
	-91.7
	[-89.5]
	[-87.9]
	[-86.9]
	FDD
	40

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_1A-40C
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	1

	
	
	
	
	-102.711
	-99.711
	-97.911
	-96.711
	
	

	
	4011
	
	
	[-93.4]
	-91.9
	-90.4
	-89.4
	TDD
	

	CA_1A-40C
	111
	
	
	-91.7
	[-89.5]
	[-87.9]
	[-86.9]
	FDD
	40

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_3A-5A-40A
	3
	
	-98.7
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	-101.411
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	5
	
	-100.2
	-98
	-95
	
	
	
	

	
	4011
	
	
	
	-92.9
	-91.3
	-90.2
	TDD
	

	CA_3A-5A-40A
	311
	
	[-95.3]
	-94.2
	-91.2
	-89.5
	-88.3
	FDD
	40

	
	5
	
	-100.2
	-98
	-95
	
	
	
	

	
	40
	
	
	
	-97
	-95.2
	-94
	TDD
	

	CA_3A-7A-38A
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	711
	
	
	[-93.8]
	[-91.2]
	[-89.7]
	[-88.6]
	
	

	
	38
	
	
	[-93.8]
	[-91.2]
	[-89.7]
	[-88.6]
	TDD
	

	CA_3A-7A-40A
	3
	
	
	-97
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	7
	
	
	-97.7
	-94.7
	-92.9
	-91.7
	
	

	
	
	
	
	-100.411
	-97.411
	-95.611
	-94.411
	
	

	
	4011
	
	
	-94.6
	-92.1
	-90.5
	-89.4
	TDD
	

	CA_3A-7A-40A
	3
	
	
	-97
	-94
	-92.2
	-91
	FDD
	7

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	7
	
	
	-97.7
	-94.7
	-92.9
	-91.7
	
	

	
	
	
	
	-100.411
	-97.411
	-95.611
	-94.411
	
	

	
	4011
	
	
	-96
	-93.3
	-91.7
	-90.6
	TDD
	

	CA_3A-7A-40A
	311
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	FDD
	40

	
	711
	
	
	-96.8
	-94
	-92.4
	-91.2
	
	

	
	40
	
	
	-99.2
	-96.2
	-94.4
	-93.2
	TDD
	

	CA_3A-7A-40C
	3
	
	
	-97
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	7
	
	
	-97.7
	-94.7
	-92.9
	-91.7
	
	

	
	
	
	
	-100.411
	-97.411
	-95.611
	-94.411
	
	

	
	4011
	
	
	-94.6
	-92.1
	-90.5
	-89.4
	TDD
	

	CA_3A-7A-40C
	3
	
	
	-97
	-94
	-92.2
	-91
	FDD
	7

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	7
	
	
	-97.7
	-94.7
	-92.9
	-91.7
	
	

	
	
	
	
	-100.411
	-97.411
	-95.611
	-94.411
	
	

	
	4011
	
	
	-96
	-93.3
	-91.7
	-90.6
	TDD
	

	CA_3A-7A-40C
	311
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	FDD
	40

	
	711
	
	
	-96.8
	-94
	-92.4
	-91.2
	
	

	
	40
	
	
	-99.2
	-96.2
	-94.4
	-93.2
	TDD
	

	CA_3A-7A-42A
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD
	7

	
	7
	
	
	-98
	-95
	-93.2
	-92
	
	

	
	
	
	
	-100.711
	-97.711
	-95.911
	-94.711
	
	

	
	4211
	
	
	-95.6
	-93
	-91.5
	-90.4
	TDD
	

	
	3
	
	
	[-96.6]
	[-93.6]
	[-91.8]
	[-90.6]
	FDD
	42

	
	711
	
	
	-96.2
	-93.2
	-91.5
	-90.3
	
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD
	

	
	
	
	
	-100.711
	-97.711
	-96.911
	-94.711
	
	

	CA_3A-8A-40A
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	8
	
	-99.2
	-97
	-94
	
	
	
	

	
	4011
	
	
	-95.4
	-92.9
	-91.3
	-90.2
	TDD
	

	CA_3A-8A-40A
	311
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	FDD
	40

	
	8
	
	-99.2
	-97
	-94
	
	
	
	

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_3A-20A-32A
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	20
	
	
	-97
	-94
	-91.2
	-90
	
	

	
	
	
	
	-99.711
	-96.711
	-93.911
	-92.711
	
	

	
	32
	
	
	-99.5
	-96.5
	-94.7
	-93.5
	
	

	CA_3A-28A-40A
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	28
	
	
	-98.5
	-95.5
	-93.7
	-91
	
	

	
	4011
	
	
	-95.4
	-92.9
	-91.3
	-90.2
	TDD
	

	CA_3A-28A-40A
	311
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	FDD
	40

	
	28
	
	
	-96.8
	-94.1
	-92.5
	-89.8
	
	

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_3A-28A-40A
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	28

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	28
	
	
	-98.5
	-95.5
	-93.7
	-91
	
	

	
	4011
	
	
	-95.1
	-92.9
	-91.4
	-90.5
	TDD
	

	CA_3A-28A-40C
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	28
	
	
	-98.5
	-95.5
	-93.7
	-91
	
	

	
	4011
	
	
	-95.4
	-92.9
	-91.3
	-90.2
	TDD
	

	CA_3A-28A-40C
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	28

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	28
	
	
	-98.5
	-95.5
	-93.7
	-91
	
	

	
	4011
	
	
	-95.1
	-92.9
	-91.4
	-90.5
	TDD
	

	CA_3A-28A-40C
	311
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	FDD
	40

	
	28
	
	
	-96.8
	-94.1
	-92.5
	-89.8
	
	

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_3A-28A-40D
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	28
	
	
	-98.5
	-95.5
	-93.7
	-91
	
	

	
	4011
	
	
	
	-92.9
	-91.3
	-90.2
	TDD
	

	CA_3A-28A-40D
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	28

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	28
	
	
	-98.5
	-95.5
	-93.7
	-91
	
	

	
	4011
	
	
	
	-92.9
	-91.4
	-90.5
	TDD
	

	CA_3A-28A-40D
	311
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	FDD
	40

	
	28
	
	
	-96.8
	-94.1
	-92.5
	-89.8
	
	

	
	40
	
	
	
	-97
	-95.2
	-94
	TDD
	

	CA_3A-28A-41A5
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	28
	
	
	-98.5
	-95.5
	-93.7
	-91
	
	

	
	4111
	
	
	[-93.3]
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	
	311
	
	
	[-94]
	[-91]
	[-89.2]
	[-87.9]
	FDD
	41

	
	28
	
	
	-98.5
	-95.5
	-93.7
	-91
	
	

	
	41
	
	
	-97.5
	-94.5
	-92.7
	-91.5
	TDD
	

	
	
	
	
	-100.211
	-97.211
	-95.411
	-94.211
	
	

	CA_3A-28A-41C5
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	28
	
	
	-98.5
	-95.5
	-93.7
	-91
	
	

	
	4111
	
	
	[-93.3]
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	
	311
	
	
	[-94]
	[-91]
	[-89.2]
	[-87.9]
	FDD
	41

	
	28
	
	
	-98.5
	-95.5
	-93.7
	-91
	
	

	
	41
	
	
	-97.5
	-94.5
	-92.7
	-91.5
	TDD
	

	
	
	
	
	-100.211
	-97.211
	-95.411
	-94.211
	
	

	CA_3A-28A-41A-42A
	311
	
	
	[-94]
	[-91]
	[-89.2]
	[-87.9]
	FDD
	41

	
	28
	
	
	-98.3
	-95.3
	
	
	
	

	
	41
	
	
	
	-94.517
	-92.717
	-91.517
	TDD
	

	
	
	
	
	
	-97.211,17
	-95.411,17
	-94.211,17
	
	

	
	42
	
	
	
	-95.5
	-93.7
	-92.5
	
	

	
	3
	
	
	-96.5 
	-93.5
	-91.7
	-90.5
	FDD
	3

	
	
	
	
	-99.211
	-96.211
	-94.411
	-93.211
	
	

	
	28
	
	
	-98.3
	-95.3
	
	
	
	

	
	4111
	
	
	
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	
	42
	
	
	
	-95.5
	-93.7
	-92.5
	
	

	CA_3A-28A-41A-42C
	3
	
	
	-96.5 
	-93.5
	-91.7
	-90.5
	FDD
	3

	
	
	
	
	-99.211
	-96.211
	-94.411
	-93.211
	
	

	
	28
	
	
	-98.3
	-95.3
	
	
	
	

	
	4111
	
	
	
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	
	42
	
	
	
	-95.5
	-93.7
	-92.5
	
	

	
	311
	
	
	[-94]
	[-91]
	[-89.2]
	[-87.9]
	FDD
	41

	
	28
	
	
	-98.3
	-95.3
	
	
	
	

	
	41
	
	
	
	-94.517
	-92.717
	-91.517
	TDD
	

	
	
	
	
	
	-97.211,17
	-95.411,17
	-94.211,17
	
	

	
	42
	
	
	
	-95.5
	-93.7
	-92.5
	
	

	CA_3A-28A-41C-42A
	3
	
	
	-96.5 
	-93.5
	-91.7
	-90.5
	FDD
	3

	
	
	
	
	-99.211
	-96.211
	-94.411
	-93.211
	
	

	
	28
	
	
	-98.3
	-95.3
	
	
	
	

	
	4111
	
	
	
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	
	42
	
	
	
	-95.5
	-93.7
	-92.5
	
	

	
	311
	
	
	[-94]
	[-91]
	[-89.2]
	[-87.9]
	FDD
	41

	
	28
	
	
	-98.3
	-95.3
	
	
	
	

	
	41
	
	
	
	-94.517
	-92.717
	-91.517
	TDD
	

	
	
	
	
	
	-97.211,17
	-95.411,17
	-94.211,17
	
	

	
	42
	
	
	
	-95.5
	-93.7
	-92.5
	
	

	CA_3A-40A
	3
	-101.7
	-98.7
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4011
	
	
	-95.4
	-92.9
	-91.3
	-90.2
	TDD
	

	CA_3A-40A
	311
	[-97.4]
	[-95.3]
	-94.2
	-91.2
	-89.5
	-88.3
	FDD
	40

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_3A-40A-40A
	3
	
	
	-97 
	-94
	
	
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	
	
	
	

	
	4011
	
	
	
	-92.9
	
	-90.2
	TDD
	

	CA_3A-40A-40A
	311
	
	
	-94.2
	-91.2
	
	
	FDD
	40

	
	40
	
	
	
	-97
	
	-94
	TDD
	

	CA_3A-40C
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4011
	
	
	-95.4
	-92.9
	-91.3
	-90.2
	TDD
	

	CA_3A-40D
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4011
	
	
	-95.4
	-92.9
	-91.3
	-90.2
	TDD
	

	CA_3A-40D
	311
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	FDD
	40

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_3A-40E
	3
	
	
	-97
	-94
	-92.2
	-91
	FDD
	3

	
	4011
	
	
	
	
	-91.3
	-90.2
	TDD
	

	CA_3A-40E
	311
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	FDD
	40

	
	40
	
	
	
	
	-95.2
	-94
	TDD
	

	CA_3A-40C
	311
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	FDD
	40

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_3C-40A
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4011
	
	
	-95.4
	-92.9
	-91.3
	-90.2
	TDD
	

	CA_3C-40A
	311
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	FDD
	40

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_3C-40C
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4011
	
	
	-95.4
	-92.9
	-91.3
	-90.2
	TDD
	

	CA_3C-40C
	311
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	FDD
	40

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_3A-41A5
	311
	
	[-95.3]
	[-94]
	[-91]
	[-89.2]
	[-87.9]
	FDD
	41

	
	41
	
	
	-97.5
	-94.5
	-92.7
	-91.5
	TDD
	

	
	
	
	
	-100.211
	-97.211
	-95.411
	-94.211
	
	

	
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	-98.7
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4111
	
	
	[-93.3]
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	CA_3A-41C5
	311
	
	
	[-94]
	[-91]
	[-89.2]
	[-87.9]
	FDD
	41

	
	41
	
	
	-97.5
	-94.5
	-92.7
	-91.5
	TDD
	

	
	
	
	
	-100.211
	-97.211
	-95.411
	-94.211
	
	

	
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4111
	
	
	[-93.3]
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	CA_3A-41D5
	311
	
	
	[-94]
	[-91]
	[-89.2]
	[-87.9]
	FDD
	41

	
	41
	
	
	-97.5
	-94.5
	-92.7
	-91.5
	TDD
	

	
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4111
	
	
	[-93.3]
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	CA_3C-41A5
	311
	
	
	[-94]
	[-91]
	[-89.2]
	[-87.9]
	FDD
	41

	
	41
	
	
	-97.5
	-94.5
	-92.7
	-91.5
	TDD
	

	
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4111
	
	
	[-93.3]
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	CA_3C-41C5
	311
	
	
	[-94]
	[-91]
	[-89.2]
	[-87.9]
	FDD
	41

	
	41
	
	
	-97.5
	-94.5
	-92.7
	-91.5
	TDD
	

	
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4111
	
	
	[-93.3]
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	CA_3C-41D5
	311
	
	
	[-94]
	[-91]
	[-89.2]
	[-87.9]
	FDD
	41

	
	41
	
	
	-97.5
	-94.5
	-92.7
	-91.5
	TDD
	

	
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	
	

	
	4111
	
	
	[-93.3]
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	CA_3A-41A-42A5,6,7,8
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD
	3

	
	4111
	
	
	[-93.3]
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	
	4211
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	
	

	CA_3A-41A-42A5,6,9
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD
	3

	
	4111
	
	
	[-93.3]
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	
	4211
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	
	

	CA_3A-41A-42A5,6,10
	311
	
	
	[-93.5]
	[-90.5]
	[-88.7]
	[-87.4]
	FDD
	41

	
	41
	
	
	-97.5
	-94.5
	-92.7
	-91.5
	TDD
	

	
	
	
	
	-100.211
	-97.211
	-95.411
	-94.211
	
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	
	

	
	
	
	
	-100.711
	-97.711
	-96.911
	-94.711
	
	

	CA_3A-41A-42C5,6,7,8
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD
	3

	
	4111
	
	
	
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	
	4211
	
	
	
	-71.7
	-71.7
	-71.7
	
	

	CA_3A-41A-42C5,6,9
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD
	3

	
	4111
	
	
	
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	
	4211
	
	
	
	-94.7
	-93.2
	-92.5
	
	

	CA_3A-41A-42C5,6,10
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD
	42

	
	41
	
	
	
	-94.5
	-92.7
	-91.5
	TDD
	

	
	42
	
	
	
	-95.5
	-93.7
	-92.5
	
	

	CA_3A-41A-42C5,6,10
	311
	
	
	[-93.5]
	[-90.5]
	[-88.7]
	[-87.4]
	FDD
	41

	
	41
	
	
	
	-94.5
	-92.7
	-91.5
	TDD
	

	
	42
	
	
	
	-95.5
	-93.7
	-92.5
	
	

	CA_3A-41C-42A5,6,7,8
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD
	3

	
	4111
	
	
	
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	
	4211
	
	
	
	-71.7
	-71.7
	-71.7
	
	

	CA_3A-41C-42A5,6,9
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD
	3

	
	4111
	
	
	
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	
	42
	
	
	
	-94.7
	-93.2
	-92.5
	
	

	CA_3A-41C-42A5,6,10
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD
	42

	
	41
	
	
	
	-94.5
	-92.7
	-91.5
	TDD
	

	
	42
	
	
	
	-95.5
	-93.7
	-92.5
	
	

	CA_3A-41C-42A5,6,10
	311
	
	
	[-93.5]
	[-90.5]
	[-88.7]
	[-87.4]
	FDD
	41

	
	41
	
	
	
	-94.5
	-92.7
	-91.5
	TDD
	

	
	42
	
	
	
	-95.5
	-93.7
	-92.5
	
	

	CA_3A-41C-42C5,6,7,8
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD
	3

	
	4111
	
	
	[-93.3]
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	
	4211
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	
	

	CA_3A-41C-42C5,6,9
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD
	3

	
	4111
	
	
	[-93.3]
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	
	4211
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	
	

	CA_3A-41C-42C5,6,10
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD
	42

	
	41
	
	
	-97.5
	-94.5
	-92.7
	-91.5
	TDD
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	
	

	
	
	
	
	-100.711
	-97.711
	-96.911
	-94.711
	
	

	CA_3A-41C-42C5,6,10
	311
	
	
	[-93.5]
	[-90.5]
	[-88.7]
	[-87.4]
	FDD
	41

	
	41
	
	
	-97.5
	-94.5
	-92.7
	-91.5
	TDD
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	
	

	
	
	
	
	-100.711
	-97.711
	-96.911
	-94.711
	
	

	CA_7A-20A-42A
	7
	
	
	-98
	-95
	-93.2
	-92
	FDD
	7

	
	
	
	
	-100.711
	-97.711
	-95.911
	-94.711
	
	

	
	20
	
	
	-97
	-94
	-91.2
	-90
	
	

	
	
	
	
	-99.711
	-96.711
	-93.911
	-92.711
	
	

	
	4211
	
	
	-95.6
	-93
	-91.5
	-90.4
	TDD
	

	
	711
	
	
	-96.2
	-93.2
	-91.5
	-90.3
	FDD
	42

	
	20
	
	
	-97
	-94
	-91.2
	-90
	
	

	
	
	
	
	-99.711
	-96.711
	-93.911
	-92.711
	
	

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD
	

	
	
	
	
	-100.711
	-97.711
	-96.911
	-94.711
	
	

	CA_7A-40A
	7
	
	
	-98
	-95
	-93.2
	-92
	FDD
	7

	
	
	
	
	-100.711
	-97.711
	-95.911
	-94.711
	
	

	
	4011
	
	
	-96.3
	-93.6
	-92
	-90.9
	TDD
	

	
	711
	
	
	-97.1
	-94.3
	-92.7
	-91.5
	FDD
	40

	
	40
	
	
	-99.5
	-96.5
	-94.7
	-93.5
	TDD
	

	CA_7A-40C
	7
	
	
	-98
	-95
	-93.2
	-92
	FDD
	7

	
	
	
	
	-100.711
	-97.711
	-95.911
	-94.711
	
	

	
	4011
	
	
	-96.3
	-93.6
	-92
	-90.9
	TDD
	

	
	711
	
	
	-97.1
	-94.3
	-92.7
	-91.5
	FDD
	40

	
	40
	
	
	-99.5
	-96.5
	-94.7
	-93.5
	TDD
	

	CA_7A-42A
	7
	
	
	-98
	-95
	-93.2
	-92
	FDD
	7

	
	
	
	
	-100.711
	-97.711
	-95.911
	-94.711
	
	

	
	4211
	
	
	-95.6
	-93
	-91.5
	-90.4
	TDD
	

	
	711
	
	
	-96.2
	-93.2
	-91.5
	-90.3
	FDD
	42

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD
	

	
	
	
	
	-100.711
	-97.711
	-96.911
	-94.711
	
	

	CA_7A-42A-42A
	7
	
	
	-98
	-95
	-93.2
	-92
	FDD
	7

	
	
	
	
	-100.711
	-97.711
	-95.911
	-94.711
	
	

	
	4211
	
	
	-95.6
	-93
	-91.5
	-90.4
	TDD
	

	
	711
	
	
	-96.2
	-93.2
	-91.5
	-90.3
	FDD
	42

	
	42
	
	
	-98.5
	-95.5
	-93.7
	-92.5
	TDD
	

	
	
	
	
	-100.711
	-97.711
	-96.911
	-94.711
	
	

	CA_28A-40A
	28
	
	
	-98.5
	-95.5
	-93.7
	-91
	FDD
	28

	
	40
	
	
	-95.1
	-92.9
	-91.4
	-90.5
	TDD
	

	CA_28A-40A
	28
	
	
	-96.8
	-94.1
	-92.5
	-89.8
	FDD
	40

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_28A-40C
	28
	
	
	-98.5
	-95.5
	-93.7
	-91
	FDD
	28

	
	40
	
	
	-95.1
	-92.9
	-91.4
	-90.5
	TDD
	

	CA_28A-40C
	28
	
	
	-96.8
	-94.1
	-92.5
	-89.8
	FDD
	40

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD
	

	CA_28A-40D
	28
	
	
	-98.5
	-95.5
	-93.7
	-91
	FDD
	28

	
	40
	
	
	-95.1
	-92.9
	-91.4
	-90.5
	
	

	CA_28A-40D
	28
	
	
	-96.8
	-94.1
	-92.5
	-89.8
	FDD
	40

	
	40
	
	
	-100
	-97
	-95.2
	-94
	
	

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.5A
NOTE 2:	Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1
NOTE 3:	The signal power is specified per port
NOTE 4:	These requirements apply regardless of the channel bandwidth and the location of UL band.
NOTE 5: 	The B41 requirements are modified by -0.5dB when carrier frequency of the assigned E-UTRA channel bandwidth is within 2545-2690 MHz.
NOTE 6: 	The antenna isolation for MSD calculation is assumed as 10 dB. For conducted mode REFSENS test such antenna isolation is not observed as the antennas are disconnected. Additionally antenna isolation assumption is under discussion depending on the frequency range
NOTE 7:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band and a range FHD above and below the edge of this downlink transmission bandwidth. The value FHD depends on the E-UTRA configuration: FHD = 10 MHz for CA_3A-42A, CA_3A-42C, CA_1A-3A-42A, CA_1A-3A-42C, CA_3A-19A-42A, CA_3A-19A-42C and CA_1A-3A-19A-42A, CA 3A-41A-42A.


NOTE 8:	The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.




NOTE 9:	The requirements are only applicable to channel bandwidths with a carrier frequency at  MHz offset from  in the victim (higher band) with , where[image: ]andare the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.
NOTE 10:	Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx. 
NOTE 11:	Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.
NOTE 11:	Applicable for the operations with 2 or 4 antenna ports supported in the band with carrier aggregation configured.
NOTE 12:	These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth in Band 3 and Band 41, the requirement applies regardless of channel bandwidth in Band 1.
NOTE 13:	These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. For each channel bandwidth in Band 3 and Band 41, the requirement applies regardless of channel bandwidth in Band 1.
NOTE 14:	The B41 requirements also apply to the supported CA_1A-41A.
NOTE 15:	These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth other than Band 1, the requirement applies regardless of channel bandwidth in Band 1
NOTE 16:	These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. For each channel bandwidth other than Band 1, the requirement applies regardless of channel bandwidth in Band 1.
NOTE 17: 	The B41 requirements are modified by -0.1dB when carrier frequency of the assigned E-UTRA channel bandwidth is within 2545-2690 MHz.



Table 7.3.1A-0bF: Uplink configuration for reference sensitivity (exceptions due to cross band isolation issues of TDD and FDD bands)
	E-UTRA Band / Channel bandwidth of the affected DL band / NRB / Duplex mode

	EUTRA CA Configuration
	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	CA_1A-3A-7A-20A-42A
	7
	
	
	25
	50
	75
	751
	FDD

	
	42
	
	
	25
	50
	75 
	100 
	FDD

	CA_1A-3A-7A-40A
	11,3
	
	
	25
	25
	25
	25
	FDD

	
	11,4
	
	
	25
	45
	45
	45
	FDD

	
	3
	
	
	25 
	50 
	501
	501
	FDD

	
	7
	
	
	25 
	50 
	75
	751
	FDD

	
	40
	
	
	25
	50
	75 
	100 
	TDD

	CA_1A-3A-7A-42A
	7
	
	
	25
	50
	75
	751
	FDD

	
	42
	
	
	25
	50
	75 
	100 
	TDD

	CA_1A-3A-38A
	11,3
	
	
	25
	25
	25
	25
	FDD

	
	11,4
	
	
	25
	45
	45
	45
	FDD

	
	3
	
	
	25
	50
	501
	501
	FDD

	
	38
	
	
	25 
	50 
	75
	100
	TDD

	CA_1A-3A-40A
	1
	
	
	25
	50
	75
	100
	FDD

	
	3
	
	
	25 
	50 
	501
	501
	FDD

	
	40
	
	
	25
	50
	75 
	100 
	TDD

	CA_1A-3A-40C
	1
	
	
	25
	50
	75
	100
	FDD

	
	3
	
	
	25 
	50 
	501
	501
	FDD

	
	40
	
	
	25
	50
	75 
	100 
	TDD

	CA_1A-3C-40A
	1
	
	
	25
	50
	75
	100
	FDD

	
	3
	
	
	25 
	50 
	501
	501
	FDD

	
	40
	
	
	25
	50
	75 
	100 
	TDD

	CA_1A-3A-41A
	1
	
	
	253
	251,3
	251,3
	251,3
	FDD

	
	
	
	
	254
	451,4
	451,4
	451,4
	FDD

	
	3
	
	
	25
	50
	501
	501
	FDD

	CA_1A-5A-40A
	1
	
	
	25
	50
	75
	100
	FDD

	
	40
	
	
	25
	50
	75 
	100 
	TDD

	CA_1A-8A-40A
	1
	
	
	25
	50
	75
	100
	FDD

	
	40
	
	
	25
	50
	75 
	100 
	TDD

	CA_1A-7A-20A-42A
	1
	
	
	25
	50
	75
	100
	FDD

	
	7
	
	
	25
	50
	75
	751
	FDD

	
	20
	
	
	25 
	201
	205
	205
	FDD

	
	42
	
	
	25
	50
	75 
	100 
	TDD

	CA_1A-7A-40A
	1
	
	
	25 
	50 
	75
	100
	FDD

	
	7
	
	
	25 
	50 
	75
	751
	FDD

	
	40
	
	
	25
	50
	75 
	100 
	TDD

	CA_1A-7A-42A
	1
	
	
	25
	50
	75
	100
	FDD

	
	7
	
	
	25
	50
	75
	751
	FDD

	
	42
	
	
	25
	50
	75 
	100 
	TDD

	CA_1A-40A
	1
	
	
	25
	50
	75
	100
	FDD

	
	40
	
	
	25
	50
	75 
	100 
	TDD

	CA_3A-7A-38A
	3
	
	
	25
	50
	501
	501
	FDD

	CA_3A-7A-40A
	3
	
	
	25 
	50 
	501
	501
	FDD

	
	7
	
	
	25 
	50 
	75
	751
	FDD

	
	40
	
	
	25
	50
	75 
	100 
	TDD

	CA_3A-7A-40C
	3
	
	
	25 
	50 
	501
	501
	FDD

	
	7
	
	
	25 
	50 
	75
	751
	FDD

	
	40
	
	
	25
	50
	75 
	100 
	TDD

	CA_3A-7A-42A
	7
	
	
	25
	50
	75
	751
	FDD

	
	42
	
	
	25
	50
	75 
	100 
	TDD

	CA_3A-8A-40A
	3
	6
	15
	25
	50
	501
	501
	FDD

	
	40
	
	
	25
	50
	75
	100
	TDD

	CA_3A-28A-41A
	3
	
	
	25
	50
	501
	501
	FDD

	
	28
	
	
	25
	251
	251
	251
	FDD

	
	41
	
	
	25
	50
	75 
	100 
	TDD

	CA_3A-28A-41C
	3
	
	
	25
	50
	501
	501
	FDD

	
	28
	
	
	25
	251
	251
	251
	FDD

	
	41
	
	
	25
	50
	75 
	100 
	TDD

	CA_3A-28A-41A-42A
	3
	
	
	25
	50
	501
	501
	FDD

	
	28
	
	
	25
	251
	
	
	FDD

	
	41
	
	
	
	50
	75 
	100 
	TDD

	
	42
	
	
	
	50
	75
	100
	TDD

	CA_3A-28A-41A-42C
	3
	
	
	25
	50
	501
	501
	FDD

	
	41
	
	
	
	50
	75 
	100 
	TDD

	CA_3A-28A-41C-42A
	3
	
	
	25
	50
	501
	501
	FDD

	
	41
	
	
	
	50
	75 
	100 
	TDD

	CA_3A-40A 
CA_3A-40C 
CA_3A-40D
CA_3A-40E
CA_3A-5A-40A
CA_3A-28A-40A
CA_3A-28A-40C
CA_1A-3A-5A-40A
CA_1A-3A-8A-40A
	3
	6
	15
	25
	50
	501
	501
	FDD

	
	40
	
	
	25
	50
	75 
	100 
	TDD

	CA_3A-40A-40A 
	3
	
	
	25
	50
	
	
	FDD

	
	40
	
	
	
	50
	
	100 
	TDD

	CA_3A-41A
	3
	
	15
	25
	50
	501
	501
	FDD

	
	41
	
	
	25
	50
	75 
	100 
	TDD

	CA_3A-41C 
CA_3C-41A 
CA_3C-41D
	3
	
	
	25
	50
	501
	501
	FDD

	
	41
	
	
	25
	50
	75 
	100 
	TDD

	CA_3A-41D
	3
	
	
	25
	50
	501
	501
	FDD

	
	41
	
	
	25
	50
	75 
	100 
	TDD

	CA_3C-41C
	3
	
	
	25
	50
	501
	501
	FDD

	
	41
	
	
	25
	50
	75 
	100 
	TDD

	CA_3A-41A-42A
	3
	
	
	25
	50
	501
	501
	FDD

	
	41
	
	
	25
	50 
	75 
	100 
	TDD

	CA_7A-20A-42A
	7
	
	
	25
	50
	75
	751
	FDD

	
	20
	
	
	25
	50
	75 
	100 
	

	
	42
	
	
	25
	50
	75 
	100 
	TDD

	CA_7A-40A,
CA_7A-40C
	7
	
	
	25 
	50 
	75
	751
	FDD

	
	40
	
	
	25
	50 
	75 
	100 
	TDD

	CA_7A-42A,
CA_7A-42A-42A
	7
	
	
	25
	50
	75
	751
	FDD

	
	42
	
	
	25
	50
	75 
	100 
	TDD

	CA_28A-40A,
CA_28A-40C
	28
	
	
	25
	251
	251
	251
	FDD

	
	40
	
	
	25
	50
	75
	100
	TDD

	NOTE 1:	1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1).
NOTE 2:	the UL configuration applies regardless of the channel bandwidth of the low band unless the UL resource blocks exceed that specified in Table 7.3.1-2 for the uplink bandwidth in which case the allocation according to Table 7.3.1-2 applies.
NOTE 3:	UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz.
NOTE 4:	UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. 
NOTE 5:	5 refers to Band 20; in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at RBstart 11 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at RBstart 16



For band combinations including operating bands without uplink band (as noted in Table 5.5-1), the requirements are specified in Table 7.3.1A-0d and for any uplink band with uplink configuration specified in Table 7.3.1-2.
Table 7.3.1A-0d: Reference sensitivity QPSK PREFSENS (CA with a SDL band)
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_2A-4A-5A-29A
	2
	
	
	-97.7
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.44
	-97.44
	-95.64
	-94.44
	

	
	4
	
	
	-99.7
	-96.7
	-94.9
	-93.7
	

	
	5
	
	
	-98
	-95
	
	
	

	
	29
	
	
	-97
	-94
	
	
	

	CA_2A-4A-29A
	2
	
	
	-97.7
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.44
	-97.44
	-95.64
	-94.44
	

	
	4
	
	
	-99.7
	-96.7
	-94.9
	-93.7
	

	
	29
	
	
	-97
	-94
	
	
	

	CA_2A-4A-29A-30A
	2
	
	
	-97.6
	-94.6
	-92.8
	-91.6
	FDD

	
	
	
	
	-100.34
	-97.34
	-95.54
	-94.34
	

	
	4
	
	
	-99.6
	-96.6
	-94.8
	-93.6
	

	
	29
	
	
	-97
	-94
	
	
	

	
	30
	
	
	-98.5
	-95.5
	
	
	

	CA_2A-5A-29A
	2
	
	
	-98
	-95
	-93.2
	-92
	FDD

	
	
	
	
	-100.74
	-97.74
	-95.94
	-94.74
	

	
	5
	
	
	-98
	-95
	
	
	

	
	29
	
	
	-97
	-94
	
	
	

	CA_2A-29A
	2
	
	
	-98
	-95
	-93.2
	-92
	FDD

	
	
	
	
	-100.74
	-97.74
	-95.94
	-94.74
	

	
	29
	
	-98.7
	-97
	-94
	
	
	

	CA_2C-29A
	2
	
	
	-98
	-95
	-93.2
	-92
	FDD

	
	
	
	
	-100.74
	-97.74
	-95.94
	-94.74
	

	
	29
	
	
	-97
	-94
	
	
	

	CA_2A-29A-30A
	2
	
	
	-97.6
	-94.6
	-92.8
	-91.6
	FDD

	
	
	
	
	-100.34
	-97.34
	-95.54
	-94.34
	

	
	29
	
	
	-97
	-94
	
	
	

	
	30
	
	
	-98.5
	-95.5
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	2
	
	
	-97.6
	-94.6
	-92.8
	-91.6
	FDD

	
	
	
	
	-100.34
	-97.34
	-95.54
	-94.34
	

	
	29
	
	
	-97
	-94
	
	
	

	
	30
	
	
	-98.5
	-95.5
	
	
	

	CA_4A-4A-29A
	4
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	29
	
	
	-97
	-94
	
	
	

	CA_3A-7A-32A
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD

	
	
	
	
	-99.74
	-96.74
	-94.94
	-93.74
	

	
	7
	
	
	-98
	-95
	-93.2
	-92
	

	
	
	
	
	-100.74
	-97.74
	-95.94
	-94.74
	

	
	32
	
	
	-100
	-97
	-95.2
	-94
	

	CA_3A-32A
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD

	
	
	
	
	-99.74
	-96.74
	-94.94
	-93.74
	

	
	32
	
	
	-99.5
	-96.5
	-94.7
	-93.5
	

	CA_3A-69A
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD

	
	
	
	
	-99.74
	-96.74
	-94.94
	-93.74
	

	
	69
	
	
	-100
	-97
	-95.2
	-94
	

	CA_4A-4A-29A-30A
	4
	
	
	-99.6
	-96.6
	-94.8
	-93.6
	FDD

	
	29
	
	
	-97
	-94
	
	
	

	
	30
	
	
	-98.5
	-95.5
	
	
	

	CA_4A-5A-29A
	4
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	5
	
	
	-98
	-95
	
	
	

	
	29
	
	
	-97
	-94
	
	
	

	CA_4A-29A
	4
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	29
	
	-98.7
	-97
	-94
	
	
	

	CA_4A-29A-30A
	4
	
	
	-99.6
	-96.6
	-94.8
	-93.6
	FDD

	
	29
	
	
	-97
	-94
	
	
	

	
	30
	
	
	-98.5
	-95.5
	
	
	

	CA_5A-29A
	5
	
	
	-98
	-95
	
	
	FDD

	
	29
	
	
	-97
	-94
	
	
	

	CA_7A-32A
	7
	
	
	
	-95
	-93.2
	-92
	FDD

	
	32
	
	
	-100
	-97
	-95.2
	-94
	

	CA_20A-32A
	20
	
	
	-97
	-94
	-91.2
	-90
	FDD

	
	
	
	
	-99.74
	-96.74
	-93.94
	-92.74
	

	
	32
	
	
	-100
	-97
	-95.2
	-94
	

	CA_20A-67A
	20
	
	
	-97
	-94
	-91.2
	-90
	FDD

	
	
	
	
	-99.74
	-96.74
	-93.94
	-92.74
	

	
	67
	
	
	-100
	-97
	-95.2
	-94
	

	CA_23A-29A
	23
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	29
	
	-98.7
	-97
	-94
	
	
	

	CA_29A-30A
	29
	
	
	-97
	-94
	
	
	FDD

	
	30
	
	
	-99
	-96
	
	
	

	CA_29A-66A
	29
	
	
	-97
	-94
	
	
	FDD

	
	66
	
	
	-99.5
	-96.5
	-94.7
	-93.5
	

	CA_29A-70A
	29
	
	
	-97
	-94
	
	
	FDD

	
	70
	
	
	-100
	-97
	-95.2
	-94
	

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
NOTE 2:	Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1
NOTE 3:	The signal power is specified per port.
NOTE 4:	Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.Void



Table 7.3.1A-0e: Void

For band combinations including operating band 46 (Table 5.5-1), the requirements are specified in Table 7.3.1A-0eA for the uplink in any band other than band 46 with the uplink configuration specified in Table 7.3.1-2 and Table 7.3.1A-0eC..
Table 7.3.1A-0eA: Reference sensitivity QPSK PREFSENS (CA with band 46)
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-5A-7A-46A
CA_1A-5A-7A-46C
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.741
	-99.74
	-97.94
	-96.74
	

	
	5
	
	
	-98
	-95
	
	
	

	
	7
	
	
	
	-95
	-93.2
	-92
	

	
	
	
	
	
	-97.74
	-95.94
	-94.74
	

	
	46
	
	
	
	
	
	-90
	TDD

	CA_1A-5A-46A 
CA_1A-5A-46C
CA_1A-5A-46D
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.741
	-99.74
	-97.94
	-96.74
	

	
	5
	
	
	-98
	-95
	
	
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_1A-7A-46A
CA_1A-7A-46C
CA_1A-7A-46D
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.741
	-99.74
	-97.94
	-96.74
	

	
	7
	
	
	
	-95
	-93.2
	-92
	FDD

	
	
	
	
	
	-97.74
	-95.94
	-94.74
	

	
	46
	
	
	
	
	
	-90
	TDD

	CA_1A-46A
CA_1A-46C
CA_1A-46D
CA_1A-46E
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.74
	-99.74
	-97.94
	-96.74
	

	
	46
	
	
	
	-93
	
	-90
	TDD

	CA_2A-46A
CA_2A-46C
CA_2A-46A-46A
CA_2A-46A-46C
CA_2A-46D
CA_2A-46A-46D
	2
	
	
	-98
	-95
	-93.2
	-92
	FDD

	
	
	
	
	-100.74
	-97.74
	-95.94
	-94.74
	

	
	46
	
	
	
	
	
	-90
	TDD

	CA_2A-46A-66A
	2
	
	
	-98 
	-95
	-93.2
	-92
	FDD

	
	
	
	
	100.74
	-97.74
	-95.94
	-94.74
	

	
	46
	
	
	
	
	
	-90
	TDD

	
	66
	
	
	-99.5
	-96.5
	-94.7
	-93.5
	FDD

	CA_2A-46A-46A-66A
CA_2A-46C-66A
	2
	
	
	-98 
	-95
	-93.2
	-92
	FDD

	
	
	
	
	-100.74
	-97.74
	-95.94
	-94.74
	

	
	46
	
	
	
	
	
	-90
	TDD

	
	66
	
	
	-99.5
	-96.5
	-94.7
	-93.5
	FDD

	CA_2A-46A-46C-66A
CA_2A-46D-66A
	2
	
	
	-98
	-95
	-93.2
	-92
	FDD

	
	
	
	
	-100.74
	-97.74
	-95.94
	-94.74
	

	
	46
	
	
	
	
	
	-90
	TDD

	
	66
	
	
	-99.5
	-96.5
	-94.7
	-93.5
	FDD

	CA_3A-46A
CA_3A-46C
CA_3A-46D
CA_3A-46E
	3
	
	-98.7
	-97
	-94
	-92.2
	-91
	FDD

	
	
	
	
	-99.74
	-96.74
	-94.94
	-93.74
	

	
	46
	
	
	
	-93
	
	-90
	TDD

	CA_4A-46A
CA_4A-46C
CA_4A-46A-46A
CA_4A-46A-46C
CA_4A-46D 
CA_4A-46A-46D
	4
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_5A-7A-46A
CA_5A-7A-46C
CA_5A-7A-46D
	5
	
	
	-98
	-95
	
	
	FDD

	
	7
	
	
	
	-95
	-93.2
	-92
	FDD

	
	
	
	
	
	-97.74
	-95.94
	-94.74
	

	
	46
	
	
	
	
	
	-90
	TDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_5A-46A
CA_5A-46C
CA_5A-46D
CA_5A-46E
	5
	
	
	-98
	-95
	
	
	FDD

	
	46
	
	
	
	-93
	
	-90
	TDD

	CA_7A-46A 
CA_7A-46C 
CA_7A-46D 
CA_7A-46E
	7
	
	
	-98
	-95
	-93.2
	-92
	FDD

	
	
	
	
	-100.74
	-97.74
	-95.94
	-94.74
	

	
	46
	
	
	
	-93
	
	-90
	TDD

	CA_8A-46A
CA_8A-46D
CA_8A-46E
CA_8B-46C
CA_8B-46D
	8
	-102.2
	-99.2
	-97
	-94
	
	
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_8A-46C
	8
	-102.2
	-99.2
	-97
	-94
	
	
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_8B-46A
	8
	-102.2
	-99.2
	-97
	-94
	
	
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_11A-46A
	11
	
	
	-100
	-97
	
	
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_11A-46C
	11
	
	
	-100
	-97
	
	
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_11A-46D
	11
	
	
	-100
	-97
	-95.2
	
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_11A-46E
	11
	
	
	-100
	-97
	
	
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_13A-46A
CA_13A-46D
CA_13A-46E
	13
	
	
	-97 
	-94
	
	
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_13A-46C
	13
	
	
	-97 
	-94
	
	
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_19A-46A
CA_19A-46C
CA_19A-46D
CA_19A-46E
	19
	
	
	-100
	-97
	-95.2
	
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_21A-46A
CA_21A-46C
CA_21A-46D
CA_21A-46E
	21
	
	
	-100
	-97
	-95.2
	
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_26A-46A
	26
	
	-99.7
	-97.57
	-94.57
	
	
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_28A-46A
CA_28A-46C
CA_28A-46D
CA_28A-46E
	28
	
	
	-98.5
	-95.5
	-93.7
	-91
	FDD

	
	46
	
	
	
	-93
	
	-90
	TDD

	CA_29A-46A-66A
	29
	
	
	-97
	-94
	
	
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	
	66
	
	
	-99.5
	-96.5
	-94.7
	-93.5
	FDD

	CA_39A-46A
	39
	
	
	-100
	-97
	-95.2
	-94
	TDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_39A-46C
	39
	
	
	-100
	-97
	-95.2
	-94
	TDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_39C-46A
	39
	
	
	-100
	-97
	-95.2
	-94
	TDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_39A-46E
CA_39C-46C
CA_39C-46D
	39
	
	
	-100
	-97
	-95.2
	-94
	TDD

	
	46
	
	
	
	
	
	-90
	

	CA_40A-46A
CA_40A-46D
CA_40A-46E
CA_40C-46C
CA_40C-46D
CA_40D-46A
CA_40D-46C
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD

	
	46
	
	
	
	-93
	
	-90
	TDD

	CA_40A-46C
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_40C-46A
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD

	
	46
	
	
	
	
	
	-90
	TDD

	CA_41A-46A
CA_41A-46C
CA_41C-46A
	41
	
	
	-98
	-95
	-93.2
	-92
	TDD

	
	
	
	
	-100.74
	-97.74
	-95.94
	-94.74
	

	
	46
	
	
	
	
	
	-90
	TDD

	CA_42A-46A
	42
	
	
	-99
	-96
	-94.2
	-93
	TDD

	
	
	
	
	-100.74
	-97.74
	-95.94
	-94.74
	

	
	46
	
	
	
	
	
	-83
	TDD

	CA_46A-66A CA_46A-46A-66A
CA_46A-66A-66A
CA_46A-66C
CA_46A-46C-66A 
CA_46A-46D-66A 
CA_46C-66A
CA_46D-66A
CA_46E-66A
	46
	
	
	
	
	
	-90
	TDD

	
	66
	
	
	-99.5
	-96.5
	-94.7
	-93.5
	FDD

	CA_46A-70A
	46
	
	
	
	
	
	-90
	TDD

	
	70
	 
	 
	-100
	-97
	-95.2
	
	FDD

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
NOTE 2:	Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.
NOTE 3:	The signal power is specified per port.
NOTE 4:	Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.Void
NOTE 5:	The requirement for B46 does not apply when there is at least one individual RE within the B46 downlink transmission bandwidth which falls into the reference sensitivity exclusion region as specified in Table 7.3.1A-0eC.
NOTE 6: 	Void
NOTE 7:	7 indicates that the requirement is modified by -0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.
NOTE 8:	When Band 46 have self interference problems by dual uplink CA, then the requirements not apply in exclusion zone which is frequency range within (harmonics frequency region + FHD) and IMD frequency region as follow.
IMD frequency range
	DL_CA configuration
	UL_CA configuration
	Exclusion zone center frequency
	Exclusion zone BW

	CA_1A-5A-46A
	CA_1A-5A
	2*fc_1A + 2*fc_5A
	2*BW_1A + 2*BW_5A

	CA_1A-7A-46A
	CA_1A-7A
	3*fc_7A - fc_1A
	3*BW_7A – BW_1A

	CA_5A-7A-46A
	CA_5A-7A
	2*fc_7A + fc_5A
	2*BW_7A + BW_5A







<Next change>
Table 7.3.1A-5: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions due to harmonic issues in the combinations of intra-band and inter-band CA)
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-3A-7C-28A5,6
	111
	
	
	-89.8
	-89.4
	-89
	-88.7
	FDD

	
	3
	
	
	
	-94
	-92.2
	-91
	

	
	
	
	
	
	-96.711
	-94.911
	-93.711
	

	
	7
	
	
	
	-95
	-93.2
	-92
	

	
	
	
	
	
	-95
	-93.2
	-92
	

	
	28
	
	
	
	-95.3
	-93.5
	-90.8
	

	CA_1A-3C-8A4
	1
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	
	
	
	
	
	
	
	

	
	3
	
	
	N/A
	N/A
	N/A
	N/A
	

	
	8
	
	N/A
	N/A
	N/A
	
	
	

	CA_1A-3A-19A-42C8,9
	1
	
	
	-99.8 
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.511
	-99.511
	-97.711
	-96.511
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.511
	-96.511
	-94.711
	-93.511
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	4211
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_1A-3A-19A-42C10
	1
	
	
	-99.8 
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.511
	-99.511
	-97.711
	-96.511
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.511
	-96.511
	-94.711
	-93.511
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	4211
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_1A-3A-21A-42C8,9
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.54
	-99.54
	-97.74
	-96.54
	

	
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	

	
	
	
	
	-99.44
	-96.44
	-94.64
	-93.44
	

	
	21
	
	
	-99.5
	 -96.5
	-94.7 
	
	

	
	4211
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_1A-3A-21A-42C10
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.54
	-99.54
	-97.74
	-96.54
	

	
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	

	
	
	
	
	-99.44
	-96.44
	-94.64
	-93.44
	

	
	21
	
	
	-99.5
	 -96.5
	-94.7 
	
	

	
	4211
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_1A-3C-28A
	111
	
	
	-89.8
	-89.4
	-89
	-88.7
	FDD

	
	3
	
	
	-97 
	-94
	-92.2
	-91
	

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	

	
	28
	
	
	-98.3
	-95.3
	-93.5
	-90.8
	

	CA_1A-3A-28A-42C8,9
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.54
	-99.54
	-97.74
	-96.54
	

	
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	

	
	
	
	
	-99.44
	-96.44
	-94.64
	-93.44
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	4211
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_1A-3A-28A-42C10
	1
	
	
	-99.8
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.54
	-99.54
	-97.74
	-96.54
	

	
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	

	
	
	
	
	-99.44
	-96.44
	-94.64
	-93.44
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	4211
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_1A-3A-42C8,9
	1
	
	
	-99.8 
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.511
	-99.511
	-97.711
	-96.511
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.511
	-96.511
	-94.711
	-93.511
	

	
	4211
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_1A-7C-28A5,6
	111
	
	
	-89.8
	-89.4
	-89
	-88.7
	FDD

	
	7
	
	
	
	-95
	-93.2
	-92
	

	
	
	
	
	
	-97.711
	-95.911
	-94.711
	

	
	28
	
	
	
	-95.3
	-93.5
	-90.8
	

	CA_1A-3A-42C10
	1
	
	
	-99.8 
	-96.8
	-95
	-93.8
	FDD

	
	
	
	
	-102.511
	-99.511
	-97.711
	-96.511
	

	
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	

	
	
	
	
	-99.511
	-96.511
	-94.711
	-93.511
	

	
	4211
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_1A-21A-28A-42C4, 14
	1
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	21
	
	
	N/A
	N/A
	N/A
	
	

	
	28
	
	
	N/A
	N/A
	
	
	

	
	42
	
	
	N/A
	N/A
	N/A
	N/A
	TDD

	CA_1A-28A-42C5,6,12,13
	111
	
	
	-89.8
	-89.4
	-89
	-88.7
	FDD

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	42
	
	
	-85.7
	-85.4
	-85.1
	-84.9
	TDD

	CA_2A-2A-4A-12A5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.411
	-97.411
	-95.611
	-94.411
	

	
	4
	
	
	-90
	-89.5
	-89
	-88.5
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_2A-2A-5A-12A-66A5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.411
	-97.411
	-95.611
	-94.411
	

	
	5
	
	
	-97.5
	-94.5
	
	
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	
	66
	
	
	-89.5
	-89
	-88.5
	-88
	

	CA_2A-2A-12A-30A-66A5,6
	2
	
	
	-97.6
	-94.6
	-92.8
	-91.6
	FDD

	
	
	
	
	-100.320
	-97.320
	-95.520
	-94.320
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	
	30
	
	
	-98.5
	-95.5
	
	
	

	
	66
	
	
	-89.5
	-89
	-88.5
	-88
	

	CA_2A-2A-12A-66A5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.411
	-97.411
	-95.611
	-94.411
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	
	66
	
	
	-89.5
	-89
	-88.5
	-88
	

	CA_2A-2A-12B-66A5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.411
	-97.411
	-95.611
	-94.411
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	
	66
	
	
	-89.5
	-89
	-88.5
	-88
	

	CA_2A-12B-66A5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.411
	-97.411
	-95.611
	-94.411
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	
	16
	
	
	-89.5
	-89
	-88.5
	-88
	

	CA_2A-12B-66A-66A5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.411
	-97.411
	-95.611
	-94.411
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	
	66
	
	
	-89.5
	-89
	-88.5
	-88
	

	CA_2A-4A-4A-12A5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.411
	-97.411
	-95.611
	-94.411
	

	
	4
	
	
	-90
	-89.5
	-89
	-88.5
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_2A-4A-12A-12A5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.411
	-97.411
	-95.611
	-94.411
	

	
	4
	
	
	-90
	-89.5
	-89
	-88.5
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_2A-4A-12B5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.420
	-97.420
	-95.620
	-94.420
	

	
	4
	
	
	-90
	-89.5
	-89
	-88.5
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_2A-12A-66A-66A5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.411
	-97.411
	-95.611
	-94.411
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	
	66
	
	
	-89.5
	-89
	-88.5
	-88
	

	CA_2A-12A-66C5,6
	2
	
	
	-97.7 
	-94.7
	-92.9
	-91.7
	FDD

	
	
	
	
	-100.411
	-97.411
	-95.611
	-94.411
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	
	66
	
	
	-89.5
	-89
	-88.5
	-88
	

	CA_3A-3A-7A-7A-8A4
	3
	
	
	N/A
	N/A
	N/A
	N/A
	

	
	7
	
	
	N/A
	N/A
	N/A
	N/A
	

	
	8
	
	
	N/A
	N/A
	
	
	

	CA_3A-3A-7A-7A-8A4,5,6
	3
	
	
	-97
	-94
	-92.2
	-91
	FDD

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	

	
	711
	
	
	-88
	-87,4
	-87
	-86,7
	

	
	8
	
	
	-96,8
	-93,8
	
	
	

	CA_3A-3A-7A-8A4
	3
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	7
	
	
	N/A
	N/A
	N/A
	N/A
	

	
	8
	
	
	N/A
	N/A
	
	
	

	CA_3A-3A-7A-8A4,5,6
	3
	
	
	-97
	-94
	-92.2
	-91
	FDD

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	

	
	711
	
	
	-88
	-87.4
	-87
	-86.7
	

	
	8
	
	
	-96.8
	-93.8
	
	
	

	CA_3A-3A-8A4
	3
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	8
	
	
	N/A
	N/A
	
	
	

	CA_3A-7A-7A-8A4
	3
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	7
	
	
	N/A
	N/A
	N/A
	N/A
	

	
	8
	
	
	N/A
	N/A
	
	
	

	CA_3A-7A-7A-8A4,5,6
	3
	
	
	-97
	-94
	-92.2
	-91
	FDD

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	

	
	711
	
	
	-88
	-87.4
	-87
	-86.7
	

	
	8
	
	
	-96.8
	-93.8
	
	
	

	CA_3A-19A-42C8,9
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.511
	-96.511
	-94.711
	-93.511
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	4211
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-19A-42C10
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.511
	-96.511
	-94.711
	-93.511
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	4211
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	

	CA_3A-21A-42C1,2
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	FDD

	
	
	
	
	-99.44
	-96.44
	-94.64
	-93.44
	

	
	21
	
	
	-99.5
	 -96.5
	-94.7 
	
	

	
	4211
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-21A-42C3
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	FDD

	
	
	
	
	-99.44
	-96.44
	-94.64
	-93.44
	

	
	21
	
	
	-99.5
	 -96.5
	-94.7 
	
	

	
	4211
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_3A-28A-40C8,9
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	

	
	28
	
	
	 -60.7
	 -60.7
	 -60.7
	 -60.7
	

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD

	CA_3A-28A-40D8,9
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD

	
	
	
	
	-99.711
	-96.711
	-94.911
	-93.711
	

	
	28
	
	
	 -60.7
	 -60.7
	 -60.7
	 -60.7
	

	
	40
	
	
	
	-97
	-95.2
	-94
	TDD

	CA_3A-28A-41A-42C8,9,20
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD

	
	
	
	
	-99.211
	-96.211
	-94.411
	-93.211
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	41
	
	
	
	-94.5
	-92.7
	-91.5
	TDD

	
	
	
	
	
	-97.211
	-95.411
	-94.211
	

	
	4211
	
	
	
	-71.7
	-71.7
	-71.7
	

	CA_3A-28A-41A-42C10,20
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD

	
	
	
	
	-99.211
	-96.211
	-94.411
	-93.211
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	41
	
	
	
	-94.5
	-92.7
	-91.5
	TDD

	
	
	
	
	
	-97.211
	-95.411
	-94.211
	

	
	4211
	
	
	
	-94.7
	-93.2
	-92.5
	

	CA_3A-28A-41A-42C12,13,20
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD

	
	
	
	
	-99.211
	-96.211
	-94.411
	-93.211
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	41
	
	
	
	-94.5
	-92.7
	-91.5
	TDD

	
	
	
	
	
	-97.211
	-95.411
	-94.211
	

	
	4211
	
	
	
	-85.4
	-85.1
	-84.9
	

	CA_3A-28A-41C-42A8,9,20
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD

	
	
	
	
	-99.211
	-96.211
	-94.411
	-93.211
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	41
	
	
	
	-94.5
	-92.7
	-91.5
	TDD

	
	
	
	
	
	-97.211
	-95.411
	-94.211
	

	
	4211
	
	
	
	-71.7
	-71.7
	-71.7
	

	CA_3A-28A-41C-42A10,20
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD

	
	
	
	
	-99.211
	-96.211
	-94.411
	-93.211
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	41
	
	
	
	-94.5
	-92.7
	-91.5
	TDD

	
	
	
	
	
	-97.211
	-95.411
	-94.211
	

	
	4211
	
	
	
	-94.7
	-93.2
	-92.5
	

	CA_3A-28A-41C-42A12,13,20
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD

	
	
	
	
	-99.211
	-96.211
	-94.411
	-93.211
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	41
	
	
	
	-94.5
	-92.7
	-91.5
	TDD

	
	
	
	
	
	-97.211
	-95.411
	-94.211
	

	
	4211
	
	
	
	-85.4
	-85.1
	-84.9
	

	CA_3A-28A-42C8,9
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.56
	-96.56
	-94.76
	-93.56
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	4211
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-28A-42C10
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.56
	-96.5 6
	-94.76
	-93.56
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	4211
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_3A-28A-42C12,13
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.56
	-96.56
	-94.76
	-93.56
	

	
	28
	
	
	-98.3
	-95.3
	
	
	

	
	4211
	
	
	-85.7
	-85.4
	-85.1
	-84.9
	TDD

	CA_3A-42C8,9
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.511
	-96.511
	-94.711
	-93.511
	

	
	4211
	
	
	-71.7
	-71.7
	-71.7
	-71.7
	TDD

	CA_3A-42C10
	3
	
	
	-96.8
	-93.8
	-92
	-90.8
	FDD

	
	
	
	
	-99.511
	-96.511
	-94.711
	-93.511
	

	
	4211
	
	
	-97.1
	-94.7
	-93.2
	-92.5
	TDD

	CA_3C-8A4
	3
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	8
	
	N/A
	N/A
	N/A
	
	
	

	CA_4A-4A-5A-12A5,6
	4
	
	
	-90
	-89.5
	-89
	-88.5
	FDD

	
	5
	
	
	-97.5
	-94.5
	
	
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_4A-4A-12A5,6
	4
	
	
	-90
	-89.5
	-89
	-88.5
	FDD

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_4A-4A-12A-12A5,6
	4
	
	
	-90
	-89.5
	-89
	-88.5
	FDD

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_4A-4A-12A-30A5,6
	4
	
	
	-90
	-89.5
	-89
	-88.5
	FDD

	
	12
	
	
	-96.5
	-93.5
	
	
	

	
	30
	
	
	-98.5
	-95.5
	
	
	

	CA_4A-4A-12B5,6
	4
	
	
	-90
	-89.5
	-89
	-88.5
	FDD

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_4A-5A-12B5,6
	4
	
	
	-90
	-89.5
	-89
	-88.5
	FDD

	
	5
	
	
	-97.5
	-94.5
	
	
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_4A-12A-12A5,6
	4
	
	
	-90
	-89.5
	-89
	-88.5
	FDD

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_4A-12B5,6
	4
	
	
	-90
	-89.5
	-89
	-88.5
	FDD

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_4A-5A-12A-12A5,6
	4
	
	
	-90
	-89.5
	-89
	-88.5
	FDD

	
	5
	
	
	-97.5
	-94.5
	
	
	

	
	12
	
	
	-96.5
	-93.5
	
	
	

	CA_7A-7A-8A5,6
	711
	
	
	-88
	-87.4
	-87
	-86.7
	FDD

	
	8
	
	
	-96.8
	-93.8
	
	
	

	CA_8A-41C7
	8
	N/A
	N/A
	N/A
	N/A
	
	
	FDD

	
	41
	
	
	
	N/A
	N/A
	N/A
	TDD

	CA_8A-42C15,16
	8
	-102
	-99
	-96.8
	-93.8
	
	
	FDD

	
	4211
	
	
	-84.8
	-84.7
	-84.6
	-84.5
	TDD

	CA_12A-66A-66A5,6
	12
	
	
	-96.5
	-93.5
	
	
	FDD

	
	66
	
	
	-89.5
	-89
	-88.5
	-88
	

	CA_12A-66C5,6
	12
	
	
	-96.5
	-93.5
	
	
	FDD

	
	66
	
	
	-89.5
	-89
	-88.5
	-88
	

	CA_12B-66A5,6
	12
	
	
	-96.5
	-93.5
	
	
	FDD

	
	66
	
	
	-89.5
	-89
	-88.5
	-88
	

	CA_12B-66A-66A5,6
	12
	
	
	-96.5
	-93.5
	
	
	FDD

	
	66
	
	
	-89.5
	-89
	-88.5
	-88
	

	CA_21A-28A-42C4,14
	21
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	28
	
	
	N/A
	N/A
	N/A
	
	

	
	42
	
	
	N/A
	N/A
	
	
	TDD

	CA_26A-41C7
	26
	
	
	N/A
	N/A
	N/A
	
	FDD

	
	41
	
	
	N/A
	N/A
	N/A
	N/A
	TDD

	CA_28A-40C16,17
	2811
	
	
	 -60.7
	 -60.7
	 -60.7
	 -60.7
	FDD

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD

	CA_28A-40D16,17
	2811
	
	
	 -60.7
	 -60.7
	 -60.7
	 -60.7
	FDD

	
	40
	
	
	-100
	-97
	-95.2
	-94
	TDD

	CA_28A-41A-42C12, 13
	28
	
	
	-98.3
	-95.3
	
	
	FDD

	
	41
	
	
	
	-94.6
	-92.8
	-91.6
	TDD

	
	4211
	
	
	
	-85.4
	-85.1
	-84.9
	

	CA_28A-41C-42A12, 13
	28
	
	
	-98.3
	-95.3
	
	
	FDD

	
	41
	
	
	
	-94.6
	-92.8
	-91.6
	TDD

	
	4211
	
	
	
	-85.4
	-85.1
	-84.9
	

	CA_28A-41C-42C12,13
	28
	
	
	-98.3
	-95.3
	
	
	FDD

	
	41
	
	
	
	-94.6
	-92.8
	-91.6
	TDD

	
	4211
	
	
	
	-85.4
	-85.1
	-84.9
	

	CA_28A-42C12,13
	28
	
	
	-98.3
	-95.3
	-93.5
	-92.3
	FDD

	
	4211
	
	
	-85.7
	-85.4
	-85.1
	-84.9
	TDD

	NOTE 1:	The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
NOTE 2:	Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1
NOTE 3:	The signal power is specified per port
NOTE 4:	No requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the low band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of the high band. The reference sensitivity is only verified when this is not the case (the requirements specified in clause 7.3.1 apply unless otherwise specified).
NOTE 5:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 3rd transmitter harmonic is within the downlink transmission bandwidth of a high band.  

NOTE 6:	The requirements should be verified for UL EARFCN of a low band (superscript LB) such that [image: ]in MHz and  with[image: ] the carrier frequency of a high band in MHz and [image: ] the channel bandwidth configured in the low band.
NOTE 7:	No requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the low band for which the 3rd transmitter harmonic is within the downlink transmission bandwidth of the high band. The reference sensitivity is only verified when this is not the case (the requirements specified in clause 7.3.1 apply).
NOTE 8:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band and a range FHD above and below the edge of this downlink transmission bandwidth. The value FHD depends on the E-UTRA configuration: FHD = 10 MHz for CA_3A-42C, CA_1A-3A-19A-42C, CA_1A-3A-21A-42C, CA_1A-3A-42C, CA_3A-28A-42C, CA_3A-19A-42C, CA_3A-28A-41A-42C and CA_3A-28A-41C-42A.


NOTE 9:	The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.




NOTE 10:	The requirements are only applicable to channel bandwidths with a carrier frequency at  MHz offset from  in the victim (higher band) with , where[image: ]andare the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.
NOTE 11:	Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.
NOTE 11:	Applicable for the operations with 2 or 4 antenna ports supported in the band with carrier aggregation configured. 
NOTE 12:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 5th transmitter harmonic is within the downlink transmission bandwidth of a high band.


NOTE 13:	The requirements should be verified for UL EARFCN of a low band (superscript LB) such that in MHz and  with[image: ] the carrier frequency of a high band in MHz and [image: ] the channel bandwidth configured in the low band.
NOTE 14:	No requirements apply when there is at least one individual RE on band 28 uplink outside frequencies 728 – 738 MHz. The reference sensitivity is only verified when all configured RE’s are confined within frequencies 728 – 738 MHz (the requirements specified in clause 7.3.1 of [6] apply).
NOTE 15:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 4th transmitter harmonic is within the downlink transmission bandwidth of a high band.


NOTE 16:	The requirements should be verified for UL EARFCN of a low band (superscript LB) such that in MHz and  with[image: ] the carrier frequency of a high band in MHz and [image: ] the channel bandwidth configured in the low band.
NOTE 17:	These requirements apply when there is at least one individual RE within the downlink transmission bandwidth of the victim (lower) band for which the 3rd harmonic is within the uplink transmission bandwidth or the uplink adjacent channel’s transmission bandwidth of an aggressor (higher) band.


NOTE 18:	The requirements should be verified for UL EARFCN of the aggressor (higher) band (superscript HB) such that  in MHz and  with [image: ] the carrier frequency in the victim (lower) band and [image: ] the channel bandwidth configured in the higher band.
NOTE 19:	The requirement for B46 does not apply when there is at least one individual RE within the B46 downlink transmission bandwidth which falls into the reference sensitivity exclusion region as specified in Table 6.2.4-3.
NOTE 20:	The B41 requirements are modified by -0.1dB when carrier frequency of the assigned E-UTRA channel bandwidth is within 2545-2690 MHz.



<End of changes>
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