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<< Start of Change >>
8.10.1.1.4A
Enhanced Performance Requirement Type C - Dual-Layer Spatial Multiplexing with 2Tx Antenna Ports
The requirements are specified in Table 8.10.1.1.4A-2, with the addition of the parameters in Table 8.10.1.1.4A-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify the closed loop rank-two performance with wideband precoding.

Table 8.10.1.1.4A-1: Test Parameters for Dual-Layer Spatial Multiplexing (FRC)

	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	-3
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	dB
	-3 (Note 1)

	
	(
	dB
	0
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at antenna port
	dBm/15kHz
	-98

	Precoding granularity
	PRB
	50

	PMI delay (Note 2)
	ms
	8

	Reporting interval
	ms
	1

	Reporting mode
	
	PUSCH 3-1

	CodeBookSubsetRestriction bitmap
	
	110000

	PDSCH transmission mode
	
	4

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).


Table 8.10.1.1.4A-2: Enhanced Performance Requirement Type C for Dual-Layer Spatial Multiplexing with TM4 (FRC)

	Test number
	Band-width 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	 R.11 FDD
	OP.1 FDD
	 ETU70
	2x4 Medium
	70
	TBD
	≥2


<< Unchanged part Omitted >>
8.10.1.1.6A
Enhanced Performance Requirement Type C - Dual-Layer Spatial Multiplexing
The requirements are specified in 8.10.1.1.6A-2, with the addition of the parameters in 8.10.1.1.6A-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of this test is to verify rank-two performance for full RB allocation upon antenna ports 7 and 8.

8.10.1.1.6A-1: Test Parameters for Testing CDM-multiplexed DM RS (dual layer) with multiple CSI-RS configurations

	parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	0
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	dB
	0 (Note 1)

	
	(
	dB
	-3

	Cell-specific reference signals
	
	Antenna ports 0 and 1

	CSI reference signals
	
	Antenna ports 15,16

	Beamforming model
	
	Annex B.4.2

	CSI-RS periodicity and subframe offset          TCSI-RS / ∆CSI-RS 
	Subframes
	5 / 2

	CSI reference signal configuration
	
	8

	Zero-power CSI-RS configuration

ICSI-RS /       ZeroPowerCSI-RS bitmap 
	Subframes / bitmap
	3 /

0010000000000000
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at antenna port
	dBm/15kHz
	-98

	Symbols for unused PRBs
	
	OCNG (Note 2)

	Number of allocated resource blocks (Note 2)
	PRB
	50

	Simultaneous transmission
	
	No

	PDSCH transmission mode
	
	9

	Note 1:
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Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.


8.10.1.1.6A-2: Enhanced Performance Requirement Type C for CDM-multiplexed DM RS (FRC) with multiple CSI-RS configurations

	Test number
	Bandwidth and MCS 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
16QAM 1/2
	R.51 FDD
	OP.1 FDD
	EPA5
	2x4 Medium
	70
	TBD
	≥2


<< Unchanged part Omitted >>
8.10.1.1.7A
Enhanced Performance Requirement Type C - Open-loop spatial multiplexing, 3 Layer Multiplexing with 4 Tx Antenna Ports (Cell-Specific Reference Symbols)

The requirements are specified in Table 8.10.1.1.7A-2, with the addition of the parameters in Table 8.10.1.1.7A-1 and the downlink physical channel setup according to Annex C.3.2. 

Table 8.10.1.1.7A-1: Test parameters for Open Loop spatial multiplexing, 3 Layers with 4 Tx ports and 4 Rx ports

	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	-6

	
	
[image: image10.wmf]B

r


	dB
	-6 (Note 1)

	
	(
	dB
	0

	Cell-specific reference signals
	
	
	Antenna ports 1,2,3,4

	
[image: image11.wmf]oc

N

at antenna port
	dBm/15kHz
	-98

	PDSCH transmission mode
	
	3

	PDSCH rank
	
	3

	CodeBookSubsetRestriction bitmap
	
	0100

	Note 1:
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Table 8.10.1.1.7A-2: Enhanced Performance Requirement Type C for Open Loop spatial multiplexing, 3 Layers with 4 Tx ports
	Test number
	Bandwidth and MCS
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz

16QAM
	R.73-1 FDD
	OP.1 FDD
	EVA70
	4x4 Medium A
	70
	TBD
	≥5


<< Unchanged part Omitted >>
8.10.1.2.4A
Enhanced Performance Requirement Type C - Dual-Layer Spatial Multiplexing with 2Tx Antenna Ports
The requirements are specified in Table 8.10.1.2.4A-2, with the addition of the parameters in Table 8.10.1.2.4A-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify the closed loop rank-two performance with wideband precoding.
Table 8.10.1.2.4A-1: Test Parameters for Dual-Layer Spatial Multiplexing (FRC)

	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	-3
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	dB
	-3 (Note 1)

	
	(
	dB
	0
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at antenna port
	dBm/15kHz
	-98

	Precoding granularity
	PRB
	50

	PMI delay (Note 2)
	ms
	10 or 11

	Reporting interval
	ms
	1 or 4 (Note 3)

	Reporting mode
	
	PUSCH 3-1

	ACK/NACK feedback mode
	
	Bundling

	CodeBookSubsetRestriction bitmap
	
	110000

	PDSCH transmission mode
	
	4

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4). 

Note 3:
For Uplink - downlink configuration 1 the reporting interval will alternate between 1ms and 4ms.


Table 8.10.1.2.4A-2: Enhanced Performance Requirement Type C for Dual-Layer Spatial Multiplexing (FRC)

	Test number
	Band-width
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.11-1 TDD
	OP.1 TDD
	ETU70
	2x4 Medium
	70
	TBD
	≥2


<< Unchanged part Omitted >>
8.10.1.2.6A
Enhanced Performance Requirement Type C - Dual-Layer Spatial Multiplexing

The requirements are specified in Table 8.10.1.2.6A-2, with the addition of the parameters in Table 8.10.1.2.6A-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify the rank-two performance for full RB allocation upon antenna ports 7 and 8.
Table 8.10.1.2.6A-1: Test Parameters for Testing CDM-multiplexed DM RS (dual layer)

	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	0
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	dB
	0 (Note 1)

	
	(
	dB
	-3

	 Cell-specific reference symbols
	
	Antenna port 0 and antenna port 1

	Beamforming model
	
	Annex B.4.2
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	dBm/15kHz
	-98

	Symbols for unused PRBs
	
	OCNG 
(Note 2)

	Number of allocated resource blocks
	PRB
	50

	PDSCH transmission mode
	
	9

	Note 1:
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Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.


Table 8.10.1.2.6A-2: Enhanced Performance Requirement Type C for CDM-multiplexed DM RS (FRC)

	Test number
	Bandwidth and MCS 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
16QAM 1/2
	R.32 TDD
	OP.1 TDD
	EPA5
	2x4 Medium
	70
	TBD
	≥2


<< Unchanged part Omitted >>
8.10.1.2.7A
Enhanced Performance Requirement Type C - Open-loop spatial multiplexing, 3 Layer Multiplexing with 4 Tx Antenna Ports (Cell-Specific Reference Symbols)

The requirements are specified in Table 8.10.1.2.7A-2, with the addition of the parameters in Table 8.10.1.2.7A-1 and the downlink physical channel setup according to Annex C.3.2. 

Table 8.10.1.2.7A-1: Test parameters for Open Loop spatial multiplexing, 3 Layers with 4 Tx ports and 4 Rx ports

	Parameter
	Unit
	

	Downlink power allocation
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	dB
	-6
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	dB
	-6 (Note 1)

	
	(
	dB
	0
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	dBm/15kHz
	-98

	Cell-specific reference signals
	
	Antenna Ports 0,1,2,3

	PDSCH transmission mode
	
	3

	PDSCH rank
	
	3

	CodeBookSubsetRestriction bitmap
	
	0100

	Note 1:
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Table 8.10.1.2.7A-2: Enhanced Performance Requirement Type C for Open Loop spatial multiplexing, 3 Layers with 4 Tx ports
	Test number
	Bandwidth and MCS
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz

16QAM
	R.73-1 TDD
	OP.1 TDD
	EVA70
	4x4 medium A
	70
	TBD
	≥5


<< End of Change >>
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