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1. Introduction

This document proposes a TP for CA_3DL_3A-8A-20A_1UL BCS0 [1]. 
We have selected the ΔTIB and ΔRIB values considering the values for 3A-20A, 3A-8A and 8A-20A (i.e. a diplexer separating low-high bands, and a quadplexer separating the low-low bands).

2. Text proposal

---Start of changes---
2.1.4
ΔTIB,c and ΔRIB,c values
For the UE that supports CA_3A-8A-20A with uplink assigned to one E-UTRA band, the ΔTIB,c is defined for applicable bands in Table 2.1.4‑1:
Table 2.1.4‑1: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_3A-8A-20A
	3
	0.3

	
	8
	0.4

	
	20
	0.4


For the UE that supports CA_3A-8A-20A with uplink assigned to one E-UTRA band, the ΔRIB,c is defined for applicable bands in Table 2.1.4‑2:
Table 2.1.4‑2: ΔRIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB  [dB]

	CA_3A-8A-20A
	3
	0

	
	8
	0

	
	20
	0


Table 7.3.1A-0a in 36.101 will be updated with the following entry:
Table 7.3.1A-0a: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions due to harmonic issue)

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_3A-8A-20A4
	3
	
	
	N/A
	N/A
	N/A
	N/A
	FDD

	
	8
	
	
	N/A
	N/A
	
	
	

	
	20
	
	
	N/A
	N/A
	N/A
	N/A
	

	NOTE 4:
No requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the low band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of the high band. The reference sensitivity is only verified when this is not the case (the requirements specified in clause 7.3.1 apply).


---End of changes---
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