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Introduction
[bookmark: _GoBack]In [1] A-MPR for some of the NS cases was left as TBD. In this paper, some of these values have been proposed. 
Discussion
In general, it is our view that the existing LTE A-MPR values need to be applied for CAT-M2 as well. Hence the below table proposes the same.A-
Proposal 1:  
	Network Signalling value
	Requirements (subclause)
	E-UTRA Band
	Narrowband bandwidth
	Resources Blocks (NRB)
	A-MPR (dB)

	NS_01
	6.6.2.1.1
	Table 5.5-1
	1.4, 3, 5
	Table 5.6-1
	N/A

	NS_03
	6.6.2.2.1
	2, 4
	3,5
	Table 6.2.4-1

	NS_04
	6.6.2.2.2
	41
	5
	Table 6.2.4-1

	NS_05
	6.6.3.3.1
	1
	[TBD]
	[TBD]
	[TBD]

	NS_06
	6.6.2.2.3
	12, 13
	1.4, 3, 5
	Table 5.6-1
	N/A

	NS_07
	6.6.2.2.3
6.6.3.3.2
	13
	
	[TBD]

	NS_08
	6.6.3.3.3
	19
	1.4, 3, 5
	Table 5.6-1
	N/A

	NS_09
	6.6.3.3.4
	21
	1.4, 3, 5
	Table 5.6-1
	N/A

	NS_10
	
	20
	1.4, 3, 5
	Table 5.6-1
	N/A

	NS_12
	6.6.3.3.5
	26
	1.4, 3, 5
	Table 6.2.4-1

	NS_13
	6.6.3.3.6
	26
	5
	Table 6.2.4-1

	NS_14
	6.6.3.3.7
	26
	N/A
	Table 5.6-1
	N/A

	NS_15
	6.6.3.3.8
	26
	1.4, 3, 5
	Table 5.6-1

	NS_16
	6.6.3.3.9
	27
	3, 5
	Table 6.2.4-1

	NS_17
	6.6.3.3.10
	28
	5 
	Table 6.2.4-1

	NS_18
	6.6.3.3.11
	28
	5
	Table 6.2.4-1

	NS_32
	-
	-
	
	-
	-

	
	
	
	
	
	



Proposal 2: 
For B13, A-MPR values for BWs less than 10 MHz need to be further studied. The current table 6.2.4-1, lists the AMPR needed for 10MHz only.

Conclusion
In this paper, A-MPR needed for CAT-M2 have been proposed. B13 AMPR for BWs less than 10 MHz need to be studied further. 
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