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1 Introduction
A new WI was approved in RAN#75 to standardize a new 450 MHz E-UTRA operating band in Region 3 [1]. Some agreements were reached on UE maximum output power and reference sensitivity [4]. In this contribution we provide text proposal on UE transmit power and reference sensitivity for TR 36.759 [5].
2 Conclusion

It is proposed to approve the attached text proposal for TR 36.759.
Text proposal for TR 36.759
<< Start of TP>>
8.1
UE RF requirements
8.1.1
Maximum output power and UE reference sensitivity
In Rel-12, Band 31 was introduced, which is a similar operating band as the new band in 450MHz frequency. Both bands are 2x 5MHz band arrangement and support 1.4/3/5 MHz channel bandwidths. Similar approach as Band 31 can be taken for this new band specification. The same maximum output power and UE reference sensitivity as Band 31 can be adopted, since the same performance of front-end devices is expected. 
Table 8.1.1-2 E-UTRA frequency bands

	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	31
	452.5 MHz
	–
	457.5 MHz
	462.5 MHz
	–
	467.5 MHz
	FDD

	73
	450 MHz
	–
	455 MHz
	460 MHz
	–
	465 MHz
	FDD


<< End of TP>>
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