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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

- References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

- For a specific reference, subsequent revisions do not apply.

- For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
ITU-R Recommendation SM.329-10, "Unwanted emissions in the spurious domain"

[3]
ITU-R Recommendation M.1545: "Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000". 
[4]
3GPP TS 36.211: "Physical Channels and Modulation".

[5]
3GPP TS 36.212: "Multiplexing and channel coding".

[6]
3GPP TS 36.213: "Physical layer procedures".

[7]
3GPP TS 36.331: " Requirements for support of radio resource management ".

[8]
3GPP TS 36.307: " Requirements on User Equipments (UEs) supporting a release-independent frequency band".

[9]
3GPP TS 36.423: "X2 application protocol (X2AP) ".
[10]
3GPP TS 23.303: "Technical Specification Group Services and System Aspects; Proximity-based services (ProSe); Stage 2".

[11]
3GPP TS36.300: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2".
[12]
3GPP TS36.104: "Base Station (BS) radio transmission and reception".
[13]
ETSI TS 102 792: “Intelligent Transport Systems (ITS); Mitigation techniques to avoid interference between European CEN Dedicated Short Range Communication (CEN DSRC) equipment and Intelligent Transport Systems (ITS) operating in the 5 GHz frequency range”.
<Next Section>
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ABS
Almost Blank Subframe 

ACLR
Adjacent Channel Leakage Ratio

ACS
Adjacent Channel Selectivity

A-MPR
Additional Maximum Power Reduction

AWGN
Additive White Gaussian Noise

BS
Base Station

CA
Carrier Aggregation

CA_X
Intra-band contiguous CA of component carriers in one sub-block within Band X where X is the applicable E-UTRA operating band

CA_X-X
Intra-band non-contiguous CA of component carriers in two sub-blocks within Band X where X is the applicable E-UTRA operating band 

CA_X-Y
Inter-band CA of component carrier(s) in one sub-block within Band X and component carrier(s) in one sub-block within Band Y where X and Y are the applicable E-UTRA operating band
CA_X-X-Y
CA of component carriers in two sub-blocks within Band X and component carrier(s) in one sub-block within Band Y where X and Y are the applicable E-UTRA operating bands

CC
Component Carriers

CG
Carrier Group 

CPE
Customer Premise Equipment

CPE_X
Customer Premise Equipment for E-UTRA operating band X

CW
Continuous Wave

DC
Dual Connectivity

DC_X-Y
Inter-band DC of component carrier(s) in one sub-block within Band X and component carrier(s) in one sub-block within Band Y where X and Y are the applicable E-UTRA operating band

DL
Downlink 

DIP
Dominant Interferer Proportion

EARFCN 
E-UTRA Absolute Radio Frequency Channel Number
EIRP
Effective Isotropic Radiated Power
EPRE
Energy Per Resource Element

E-UTRA 
Evolved UMTS Terrestrial Radio Access

EUTRAN
Evolved UMTS Terrestrial Radio Access Network

EVM
Error Vector Magnitude

FDD
Frequency Division Duplex

FRC
Fixed Reference Channel

GNSS
Global Navigation Satellite Systems

HD-FDD
Half- Duplex FDD 

ITS
Intelligent Transportation Systems

MCS
Modulation and Coding Scheme

MCG
Main Carrier Group

MOP
Maximum Output Power 

MPR
Maximum Power Reduction

MSD
Maximum Sensitivity Degradation

OCNG
OFDMA Channel Noise Generator

OFDMA
Orthogonal Frequency Division Multiple Access 

OOB
Out-of-band

PA
Power Amplifier 

PCC
Primary Component Carrier

P-MPR
Power Management Maximum Power Reduction 

ProSe
Proximity-based Services

PSBCH
Physical Sidelink Broadcast CHannel

PSCCH
Physical Sidelink Control CHannel

PSDCH
Physical Sidelink Discovery CHannel

PSS
Primary Synchronization Signal

PSS_RA
PSS-to-RS EPRE ratio for the channel PSS

SSSS
Secondary Sidelink Synchronization Signal

PSSCH
Physical Sidelink Shared CHannel

PSSS
Primary Sidelink Synchronization Signal

RE
Resource Element

REFSENS
Reference Sensitivity power level

r.m.s
Root Mean Square 

SCC
Secondary Component Carrier

SCG
Secondary Carrier Group

SINR
Signal-to-Interference-and-Noise Ratio

SNR
Signal-to-Noise Ratio

SSS
Secondary Synchronization Signal

SSS_RA
SSS-to-RS EPRE ratio for the channel SSSSSSS
Secondary Sidelink Synchronization Signal

TDD
Time Division Duplex

UE
User Equipment

UL
Uplink

UL-MIMO
Up Link Multiple Antenna transmission 

UMTS
Universal Mobile Telecommunications System

UTRA
UMTS Terrestrial Radio Access

UTRAN
UMTS Terrestrial Radio Access Network 

V2X
Vehicle to Everything

xCH_RA
xCH-to-RS EPRE ratio for the channel xCH in all transmitted OFDM symbols not containing cell-specific RS

xCH_RB
xCH-to-RS EPRE ratio for the channel xCH in all transmitted OFDM symbols containing cell-specific RS

<Next Section>
5.6G.1
Channel bandwidths per operating band for V2X Communication

E-UTRA V2X Communication channel bandwidths and operating band is shown in Table 5.6G.1-1. The same (symmetrical) channel bandwidth is specified for both the TX and RX path.

Table 5.6G.1-1: V2X Communciation channel bandwidth

	E-UTRA V2X band / V2X channel bandwidth

	E-UTRA 

V2X Operating

 Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	47
	
	
	
	Yes
	
	Yes

	3
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	7
	
	
	Yes
	Yes
	Yes
	Yes

	8
	Yes
	Yes
	Yes
	Yes
	
	

	39
	
	
	Yes
	Yes
	Yes
	Yes

	41
	
	
	Yes
	Yes
	Yes
	Yes


For V2X inter-band con-current operation, the V2X Communication channel bandwidths for each operating band is specified in Table 5.6G.1-2.
Table 5.6G.1-2: Inter-band con-current V2X configurations and bandwidth combination sets

	V2X con-current band Configuration 
	E-UTRA or V2X operating Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum bandwidth [MHz]
	Bandwidth combination set

	V2X_3A-47A
	3
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	47
	
	
	
	Yes
	
	Yes
	
	

	V2X_7A_47A
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	47
	
	
	
	Yes
	
	Yes
	
	

	V2X_8A-47A
	8
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0

	
	47
	
	
	
	Yes
	
	Yes
	
	

	V2X_39A-47A
	39
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	47
	
	
	
	Yes
	
	Yes
	
	

	V2X_41A-47A
	41
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	47
	
	
	
	Yes
	
	Yes
	
	


V2X Bandwidth Class is specified in Table 5.6G.1-3 for V2X intra-band contiguous multi-carrier operation. 

Table 5.6G.1-3: V2X bandwidth classes and corresponding nominal guard bands

	V2X Bandwidth Class
	Aggregated Transmission Bandwidth Configuration
	Number of contiguous CC
	Nominal Guard Band BWGB

	A
	NRB,agg ≤ 100
	1
	0.05BWChannel(1) - 0.5f1 

	B
	25 < NRB,agg ≤ 100
	2
	[0.05 max(BWChannel(1),BWChannel(2))

 - 0.5f1]

	C
	100 < NRB,agg ≤ 200
	2
	NOTE 3

	D
	200 < NRB,agg ≤ 300
	3
	NOTE 3

	E
	300 < NRB,agg ≤ 400
	4
	NOTE 3

	F
	400 < NRB,agg ≤ 500
	5
	NOTE 3

	I
	700 < NRB,agg ≤ 800
	8
	NOTE 3

	NOTE 1:
BWChannel(j), j = 1, 2, 3, 4 is the channel bandwidth of an E-UTRA component carrier according to Table 5.6-1 and f1 = f for the downlink with f the subcarrier spacing while f1 = 0 for the uplink.

NOTE 2:
Void.

NOTE 3:
Applicable for later releases.


For V2X intra-band multi-carrier operation, the V2X communication channel bandwidths for each operating band is specified in Table 5.6G.1-4.
Table 5.6G.1-4: V2X intra-band multi-carrier configurations

	
	V2X multi-carrier configuration / Bandwidth combination set

	V2X multi-carrier band Configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	V2X_47B
	10
	10
	
	
	
	20
	0


<Next Section>
6.2.5G
Configured transmitted power for V2X Communication

When UE is configured for E-UTRA V2X sidelink transmissions non-concurrent with E-UTRA uplink transmissions for E-UTRA V2X  operating bands specified in Table 5.5G-1, the V2X UE is allowed to set its configured maximum output power PCMAX,c for component carrier c. The configured maximum output power PCMAX,c is set within the following bounds:

PCMAX_L,c ≤  PCMAX,c  ≤  PCMAX_H,c with


PCMAX_L,c = MIN {PEMAX,c – TC,c,  PPowerClass –– MAX(MPRc + A-MPRc + ΔTIB,c + TC,c + TProSe, P-MPRc), PRegulatory,c }

PCMAX_H,c = MIN {PEMAX,c,  PPowerClass,  PRegulatory,c }

where

-
For the total transmitted power PCMAX,c of PSSCH and PSCCH, PEMAX,c is the value given by IE maxTxPower, defined by [7], when the UE is not associated with a serving cell on the V2X carrier. 

-
For
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 and applying the MPR for SSSS as specified in Section 6.2.3D.
-
PPowerClass is the maximum UE power specified in Table 6.2.2-1 without taking into account the tolerance specified in the Table 6.2.2-1;

-
MPRc and A-MPRc for serving cell c are specified in subclause 6.2.3G and subclause 6.2.4G, respectively;

-
TIB,c, TC,c, TProSe and P-MPRc are specified in subclause 6.2.5 
-
PRegulatory,c= 10 dBm when the V2X UE is within the protected zone [13] of CEN DSRC tolling system and operating in Band 47; PRegulatory,c= 33 dBm otherwise.

The maximum output power PCMAX,PSSCH  and PCMAX,PSCCH are derived from PCMAX,c based on the PSD offset following subclause 14.1.1.5 in [6]. For all cases, the PSD difference between PSCCH and PSSCH shall be the same as the PSD offset value.

For the measured configured maximum output power PUMAX,c for E-UTRA V2X sidelink transmissions non-concurrent with E-UTRA uplink transmissions, the same requirement as in subclause 6.2.5 shall be applied.

When a UE is configured for simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions for inter-band E-UTRA V2X / E-UTRA bands specified in Table 5.5G-2, the UE is allowed to set its configured maximum output power PCMAX,c,E-UTRA and PCMAX,c,V2X for the configured E-UTRA uplink carrier and the configured E-UTRA V2X carrier, respectively, and its total configured maximum output power PCMAX,c. The TIB,c of PCMAX,c,E-UTRA is specified in Table 6.2.5G-1.

The configured maximum output power PCMAX c,E-UTRA(p) in subframe p for the configured E-UTRA uplink carrier shall be set within the bounds:

PCMAX_L,c,E-UTRA (p) ≤  PCMAX,c,E-UTRA (p) ≤  PCMAX_H,c,E-UTRA (p)

where PCMAX_L,c,E-UTRA and PCMAX_H,c,E-UTRA are the limits for a serving cell c as specified in subclause 6.2.5.

The configured maximum output power PCMAX c,V2X (q) in subframe q for the configured E-UTRA V2X carrier shall be set within the bounds:

PCMAX,c,V2X (q) ≤  PCMAX_H,c,V2X (q)

where PCMAX_H,c,V2X is the limit as specified in subclause 6.2.5G. 

The total UE configured maximum output power PCMAX (p,q) in a subframe p of an E-UTRA uplink carrier and a subframe q of an E-UTRA V2X sidelink that overlap in time shall be set within the following bounds for synchronous and asynchronous operation unless stated otherwise:

PCMAX_L (p,q) ≤  PCMAX (p,q)  ≤  PCMAX_H (p,q)

with
PCMAX_L (p,q) =  PCMAX_L,c,E-UTRA (p)
PCMAX_H (p,q) = MIN {10 log10 [pCMAX_H,c,E-UTRA (p) + pCMAX_H,c,V2X (q)], PPowerClass}

where pCMAX_H,c,V2X and pCMAX_H,c,E-UTRA are the limits PCMAX_H,c,V2X (q) and PCMAX_H,c,E-UTRA (p) expressed in linear scale.

The measured total maximum output power PUMAX over both the E-UTRA uplink and E-UTRA V2X carriers is

PUMAX = 10 log10 [pUMAX,c,E-UTRA + pUMAX,c,V2X],
where pUMAX,c,E-UTRA  denotes the measured output power of serving cell c for the configured E-UTRA uplink carrier, and pUMAX,c,V2X  denotes the measured output power for the configured E-UTRA V2X carrier expressed in linear scale. 

When a UE is configured for synchronous V2X sidelink and uplink transmissions, 
PCMAX_L(p, q)   –  TLOW (PCMAX_L(p, q))  ≤  PUMAX  ≤  PCMAX_H(p, q)  + THIGH (PCMAX_H(p, q))

where PCMAX_L (p,q) and PCMAX_H (p,q) are the limits for the pair (p,q) and with the tolerances TLOW(PCMAX) and THIGH(PCMAX) for applicable values of PCMAX specified in Table 6.2.5C-1. PCMAX_L may be modified for any overlapping portion of subframes (p, q) and (p +1, q+1).
When a UE is configured for asynchronous V2X and uplink transmissions, the subframe p for the E-UTRA uplink carrier and subframe q for the E-UTRA V2X carrier overlap in time and

1.
if uplink carrier leads in time over q and V2X UE sidelink transmission has SCI whose “Priority” field is set to a value less than the high layer parameter thresSL-TxPrioritization,  then p is the reference subframe and the (p,q) and (p,q-1) pairs are considered for determining the PCMAX tolerance

2.
if uplink carrier leads in time over q and V2X UE sidelink transmission has SCI whose “Priority” field is set to a value larger than the high layer parameter thresSL-TxPrioritization,  then q is the reference subframe and the (p,q) and (p+1,q) pairs are considered for determining the PCMAX tolerance

3.
if V2X carrier leads in time over p and V2X UE sidelink transmission has SCI whose “Priority” field is set to a value less than the high layer parameter thresSL-TxPrioritization, then p is the reference subframe and the (p,q) and (p,q+1) pairs are considered for determining the PCMAX tolerance

4.
if V2X carrier leads in time over p and V2X UE sidelink transmission has SCI whose “Priority” field is set to a value larger than the high layer parameter thresSL-TxPrioritization,, then q is the reference subframe and the (p-1,q) and (p,q) pairs are considered for determining the PCMAX tolerance

For the reference subframe p duration when uplink carrier leads:

P'CMAX_L   = PCMAX_L,,cE-UTRA (p)
P'CMAX_H  = MAX {PCMAX_H   (p,q-1) , PCMAX_H  (p,q)} 

For the reference subframe p duration when V2X carrier leads:

P'CMAX_L   = PCMAX_L,c,E-UTRA (p)
P'CMAX_H  = MAX {PCMAX_H   (p,q) , PCMAX_H  (p,q+1)}

For the reference subframe q duration when uplink carrier leads:

P'CMAX_L   = PCMAX_L,c, E-UTRA (q)
P'CMAX_H  = MAX {PCMAX_H   (p,q) , PCMAX_H  (p+1,q)}

For the reference subframe q duration when V2X carrier leads:

P'CMAX_L   = PCMAX_L,c, E-UTRA (p)
P'CMAX_H  = MAX {PCMAX_H   (p-1,q) , PCMAX_H  (p,q)}

where PCMAX_L,,cE-UTRA (p) and PCMAX_H are the applicable limits for each overlapping subframe pairs above 4case with (p,q), (p, q-1) or (p,q), (p, q+1) or (p,q), (p+1,q) or (p,q), (p-1, q). The measured total configured maximum output power PUMAX shall be within the following bounds:

P’CMAX_L   –  TLOW (P’CMAX_L)  ≤  PUMAX  ≤  P’CMAX_H + THIGH (P’CMAX_H)

with the tolerances TLOW(PCMAX) and THIGH(PCMAX) for applicable values of PCMAX specified in Table 6.2.5C-1.
For intra-band contiguous multi-carrier operation, MPRc = MPR and A-MPRc = A-MPR with MPR and A-MPR specified in subclause 6.2.3G and subclause 6.2.4G respectively. There is one power management term for the UE, denoted P-MPR, and P-MPR c = P-MPR. PCMAX,c  is calculated under the assumption that the transmit power is increased by the same amount in dB on all component carriers.

The total configured maximum output power PCMAX shall be set within the following bounds:

PCMAX_L ≤ PCMAX ≤ PCMAX_H
PCMAX_L  = MIN{10 log10 ∑ pEMAX,c  - TC , PPowerClass – MAX(MPR + A-MPR + ΔTIB,c + TC + TProSe, P-MPR ), PRegulatory }

PCMAX_H  = MIN{10 log10 ∑ pEMAX,c , PPowerClass, PRegulatory }
where 
-
pEMAX,c is the linear value of PEMAX,c which is given by IE maxTxPower in [7];

-
PPowerClass is the maximum UE power specified in Table 6.2.2G-1 without taking into account the tolerance specified in the Table 6.2.2G-1;

-
MPR and A-MPR are specified in subclause 6.2.3G and subclause 6.2.4G respectively;

-
TIB,c is the additional tolerance for serving cell c as specified in Table 6.2.5-2;

-
P-MPR is the power management term for the UE;
-
TC is the highest value TC,c among all serving cells c in the subframe over both timeslots. TC,c = 1.5 dB when NOTE 2 in Table 6.2.2-1 applies, otherwise TC,c = 0 dB;
- 
TProSe applies as specified in subclause 6.2.5. 
-
PRegulatory= 10 dBm when V2X UE is within the protected zone [13] of CEN DSRC tolling system and operating in Band 47; PRegulatory= 33 dBm otherwise.

Table 6.2.5G-1: ΔTIB,c for inter-band con-current V2X operation (two bands)

	V2X con-current band Configuration
	E-UTRA or V2X 

Operating Band
	ΔTIB,c [dB]

	V2X_3A-47A
	3
	0.0

	V2X_7A-47A
	7
	0.0

	V2X_8A-47A
	8
	0.0

	V2X_39A-47A
	39
	0.0

	V2X_41A-47A
	41
	0.0


<Next Section>
6.5.2G
Transmit modulation quality for V2X Communication

The requirements in this clause apply to V2X sidelink transmissions.
When UE is configured for simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions for inter-band E-UTRA V2X / E-UTRA bands specified in Table 5.5G-2, the requirements in subclause 6.5.2G apply for V2X sidelink transmission and the requirements in subclause 6.5.2 apply for the E-UTRA uplink transmission.
6.5.2G.1
Error Vector Magnitude

For V2X sidelink physical channels PSCCH, PSSCH and PSBCH, the Error Vector Magnitude requirements shall be as specified separately for PSSCH and PSCCH for the corresponding modulation and transmission bandwidth. The measurement period for EVM of PSSCH and PSCCH is 15 subframes. The measurement period for reference signal EVM is 30 subframes. When V2X transmissions are shortened due to transmission gap of 1 symbol at the end of the subframe, the EVM measurement interval is reduced by one symbol, accordingly.
For PSBCH the duration over which EVM is averaged shall be 24 subframes.
For intra-band contiguous multi-carrier operation the EVM requirement shall apply for each component carrier.
6.5.2G.2
Carrier leakage

The requirements of subcaluse 6.5.2.2 shall apply for V2X transmissions.
For intra-band contiguous multi-carrier operation the carrier leakage requirement of subcaluse 6.5.2A.2 shall apply.
6.5.2G.3
In-band emissions

For V2X sidelink physical channels PSCCH, PSSCH and PSBCH, the In-band emissions requirements shall be as specified for PUSCH in subclause 6.5.2.3 for the corresponding modulation and transmission bandwidth. When V2X transmissions are shortened due to transmission gap of 1 symbol at the end of the subframe, the In-band emissions measurement interval is reduced by one symbol, accordingly.
For intra-band contiguous multi-carrier operation the in-band emission requirement of subcaluse 6.5.2A.3 shall apply.
6.5.2G.4
EVM equalizer spectrum flatness

The requirements of subcaluse 6.5.2.4 shall apply for V2X transmissions.
For intra-band contiguous multi-carrier operation the EVM equalizer spectrum flatness requirement of subcaluse 6.5.2.4 shall apply for each component carrier.

<Next Section>
7.3.1G
Minimum requirements (QPSK) for V2X

When UE is configured for E-UTRA V2X reception non-concurrent with E-UTRA uplink transmissions for E-UTRA V2X operating bands specified in Table 5.5G-1, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.8.2 with parameters specified in Table 7.3.1G-1.

Table 7.3.1G-1: Reference sensitivity of E-UTRA V2X Bands (PC5)
	Channel bandwidth

	E-UTRA 

V2X Band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	47
	
	
	
	-90.4
	
	-87.5
	TDD

	NOTE 1:
Reference measurement channel is defined in A.8.2. 

NOTE 2:
The signal power is specified per port.


Table 7.3.1.G-1a: Sidelink configuration for reference sensitivity of E-UTRA V2X Bands (PC5)
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA V2X Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	47
	
	
	
	50 
	
	98 
	HD


When UE is configured for E-UTRA V2X reception on V2X carrier con-current with E-UTRA uplink for inter-band E-UTRA V2X / E-UTRA bands specified in Table 5.5G-2, E-UTRA V2X sidelink throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.8.2 with parameters specified in Table 7.3.1G-2. Also the E-UTRAdownlink throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.3.3.2.
For the UE which supports V2X in an operating band as specified in Table 5.5G-2, and the UE also supports a E-UTRA downlink inter-band con-current configuration in Table 7.3.1G-2A, the minimum requirement for reference sensitivity in Table 7.3.1G-1 and Table 7.3.1G-2 shall be increased by the amount given in ΔRIB,c in Table 7.3.1G-2A for the corresponding E-UTRA V2X band.

Table 7.3.1G-2: Reference sensitivity for V2X Communication QPSK PREFSENS 

	Inter-band V2X reception
	Channel bandwidth

	E-UTRA V2X Band
	E-UTRA or V2X band
	E-UTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	Band 47
	Band 3
	3
	-101.7
	-98.7
	-97
	-94
	-92.2
	-91
	TDD-FDD

	
	
	47
	
	
	
	-90.4
	
	-87.5
	

	Band 47
	Band 7
	7
	
	
	-98
	-95
	-93.2
	-92
	TDD-FDD

	
	
	47
	
	
	
	-90.4
	
	-87.5
	

	Band 47
	Band 8
	8
	-102.2
	-99.2
	-97
	-94
	
	
	TDD-FDD

	
	
	47
	
	
	
	-90.4
	
	-87.5
	

	Band 47
	Band 39
	39
	
	
	-100
	-97
	-95.2
	-94
	TDD-TDD

	
	
	47
	
	
	
	-90.4
	
	-87.5
	

	Band 47
	Band 41
	41
	
	
	-98
	-95
	-93.2
	-92
	TDD-TDD

	
	
	47
	
	
	
	-90.4
	
	-87.5
	


Table 7.3.1G-2A: ΔRIB,c (two bands)

	V2X inter-band con-current band Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	V2X_3A-47A
	3
	0

	V2X_7A-47A
	7
	0

	V2X_8A-47A
	8
	0

	V2X_39A-47A
	39
	0

	V2X_41A-47A
	41
	0


The reference sensitivity is defined to be met with E-UTRA uplink assigned to one band (that differs from the V2X operating band) and all E-UTRA downlink carriers active. The E-UTRA uplink resource blocks shall be located as close as possible to E-UTRA V2X operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1). The uplink configuration for the E-UTRA operating band is specified in Table 7.3.1G-3 and 7.3.1G-4.

Table 7.3.1G-3: Uplink configuration for REFSENS of E-UTRA V2X Bands (PC5)

	Inter-band E-UTRA V2X /E-UTRA configuration
	E-UTRA UL band / Channel BW / NRB / Duplex mode

	E-UTRA V2X band (PC5)
	E-UTRA or V2X operating band (Uu)
	E-UTRA or V2X UL band (Uu)
	Channel Bandwidth (MHz)
	NRB 
	Duplex Mode

	47
	3
	3
	10
	50
	TDD-FDD

	47
	7
	7
	10
	50
	TDD-FDD

	47
	8
	8
	10
	50
	TDD-FDD

	47
	39
	39
	10
	50
	TDD-TDD

	47
	41
	41
	10
	50
	TDD-TDD


Table 7.3.1G-4: Uplink configuration for REFSENS of E-UTRA V2X Bands (Uu)
	Inter-band E-UTRA V2X /E-UTRA configuration
	E-UTRA UL band / Channel BW / NRB / Duplex mode

	E-UTRA V2X band (PC5)
	E-UTRA or V2X operating band (Uu)
	E-UTRA or V2X band (PC5)
	Channel Bandwidth (MHz)
	NRB 
	Duplex Mode

	47
	3
	47
	10
	50
	TDD-FDD

	47
	7
	47
	10
	50
	TDD-FDD

	47
	8
	47
	10
	50
	TDD-FDD

	47
	39
	47
	10
	50
	TDD-TDD

	47
	41
	47
	10
	50
	TDD-TDD


For intra-band contiguous multi-carrier operation, the reference sensitivity requirement specified in Table 7.3.1G-1 shall apply for each component carrier with both carriers active. The requirement is applied for 2 carrier intra-concurrent recpetions when 2 carrier transmission are activated at the same time.
Table 7.3.1G-5: Sidelink configuration for REFSENS of E-UTRA V2X Bands for intra-band multi-carrier operation
	V2X configuration 
	50RB+50RB
	100RB+50RB
	Duplex Mode

	
	PCC
	SCC
	PCC
	SCC
	

	V2X_47B
	50
	50
	N/A
	N/A
	HD


<End of Changes>
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