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<Start  of the change 1>
8.11.1.1.4
Transmit diversity performance with max 5MHz bandwidth (Cell-Specific Reference Symbols)
The parameters specified in Table 8.11.1.1.4-1 are valid for FDD and half-duplex FDD tests unless otherwise stated.

Table 8.11.1.1.4-1: Common Test Parameters (FDD and half-duplex FDD)

	Parameter
	Unit
	CE Mode A 
	CE Mode B

	Inter-TTI Distance
	
	1
	1

	Number of HARQ processes per component carrier
	Processes
	10
	2

	Maximum number of HARQ transmission
	
	4
	4

	Redundancy version coding sequence
	
	{0,2,3,1} for QPSK and 16QAM


	{0,0,0,0,2,2,2,2,3,3,3,3,1,1,1,1,,…} for QPSK



	Number of OFDM symbols for PDCCH per component carrier
	OFDM symbols
	4 for 1.4 MHz bandwidth, 3 for 3 MHz and 5 MHz bandwidths, 

2 for 10 MHz, 15 MHz and 20 MHz bandwidths
	4 for 1.4 MHz bandwidth, 3 for 3 MHz and 5 MHz bandwidths, 

2 for 10 MHz, 15 MHz and 20 MHz bandwidths

	Cyclic Prefix
	
	Normal
	Normal

	Beamforming Precoder for MPDCCH 
	
	Annex B.4.4
	Annex B.4.4

	Precoder update granularity for MPDCCH
	
	Frequency domain: 1 PRB

Time domain: identical during the hopping period (interval-FDD for CE Mode A)
	Frequency domain: 1 PRB

Time domain: identical during the hopping period (interval-FDD for CE Mode B)

	BL/CE DL subframe comfiguration (fdd-DownlinkOrTddSubframeBitmapBR)
	
	1111111111
	1111111111


8.11.1.1.4.1
Minimum Requirement 2 Tx Antenna Port

The requirements are specified in Table 8.11.1.1.4.1-2, with the addition of the parameters in Table 8.11.1.1.4.1-1 and the downlink physical channel setup according to Annex C.3.2. The purpose is to verify the performance of transmit diversity (SFBC) with 2 transmitter antennas.

Table 8.11.1.1.4.1-1: Test Parameters for Transmit diversity performance (FRC)

	Parameter
	Unit
	Test 1 (Note 3)
	Test 2 (Note 3)

	Downlink power allocation
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	dB
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)
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	MPDCCH_RA
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	MPDCCH_RB
	dB
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	dBm/15kHz
	-98
	-98

	Coverage enhancement mode
	
	CE Mode A
	CE Mode B

	PDSCH transmission mode
	
	2
	2

	OFDM starting symbol (startSymbolBR)
	
	2
	2

	Repetition number
	
	8
	32

	Maximum number of repetitions
(pdsch-maxNumRepetitionCEmodeA/B)
	
	16
	32

	Frequency hopping
(mpdcch-pdsch-HoppingConfig)
	
	Enabled
	Enabled

	Frequency hopping offset
(mpdcch-pdsch-HoppingOffset)
	
	12
	12

	Frequency hopping interval

(interval-FDD)
	ms
	4
	16

	MPDCCH transmission duration

(mpdcch-NumRepetition)
	ms
	[TBD]
	[TBD]

	Number of widebands for frequency hopping 
(mpdcch-pdsch-HoppingNB)
	
	2
	2

	Starting subframe configuration for MPDCCH

(mpdcch_startSF_UESS)
	
	[TBD]
	[TBD]

	Narrowband for MPDCCH

(mpdcch_Narrowband)
	
	[0]
	[0]

	MPDCCH aggregation level
	
	[TBD]
	[TBD]

	Note 1:
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Note 2:
For each test, DC subcarrier puncturing shall be considered.

Note 3: 
Test 1 is applicable for UE supporting CE Mode A. Test 2 is applicable for UE supporting CE Mode B.


Table 8.11.1.1.4.1-2: Minimum performance Transmit Diversity (FRC)

	Test number
	Bandwidth and MCS 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (Db)
	

	1
	10MHz QPSK 1/3
	R.xx FDD
	OP.2 FDD
	EPA5
	2x1 Low
	70
	[TBD]
	M2

	2
	20MHz QPSK 1/10
	R.yy FDD
	OP.2 FDD
	ETU1
	2x1 Low
	70
	[TBD]
	M2


<End of the change 1>
<Start  of the change 2>
8.11.1.2.4
Transmit diversity performance with max 5MHz bandwidth (Cell-Specific Reference Symbols)
8.11.1.2.4.1
Minimum Requirement 2 Tx Antenna Port 

The requirements are specified in Table 8.11.1.2.4.1-2, with the addition of the parameters in Table 8.11.1.2.4.1-1 and the downlink physical channel setup according to Annex C.3.2. The purpose is to verify the performance of transmit diversity (SFBC) with 2 transmitter antennas.
Table 8.11.1.2.4.1-1: Test Parameters for Transmit diversity performance (FRC)
	Parameter
	Unit
	Test 1 (Note 3)
	Test 2 (Note 3)

	Downlink power allocation
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	-3 (Note 1)
	-3 (Note 1)
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	MPDCCH_RB
	Db
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at antenna port
	dBm/15kHz
	-98
	-98

	ACK/NACK feedback mode
	
	Multiplexing
	Multiplexing

	PDSCH transmission mode
	
	2
	2

	Coverage enhancement mode
	
	CE Mode A
	CE Mode B

	PDSCH transmission mode
	
	2
	2

	OFDM starting symbol (startSymbolBR)
	
	2
	2

	Repetition number 
	
	8
	32

	Maximum number of repetitions(pdsch-maxNumRepetitionCEmodeA/B)
	
	16
	32

	Frequency hopping
(mpdcch-pdsch-HoppingConfig)
	
	Enabled
	Enabled

	Frequency hopping offset
(mpdcch-pdsch-HoppingOffset)
	
	12
	12

	Frequency hopping interval

(interval-TDD)
	ms
	5
	10

	MPDCCH transmission duration

(mpdcch-NumRepetition)
	ms
	[TBD]
	[TBD]

	Number of narrowbands for frequency hopping (mpdcch-pdsch-HoppingNB)
	
	4
	N/A

	Starting subframe configuration for MPDCCH

(mpdcch-startSF-UESS)
	
	1
	1

	Narrowband for MPDCCH

(mpdcch_Narrowband)
	
	[0]
	[0]

	MPDCCH aggregation level
	
	[TBD]
	[TBD]

	Note 1:
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Note 2:
For each test,DC subcarrier puncturing shall be considered.

Note 3: 
Test 1 is applicable for UE supporting CE Mode A. Test 2 is applicable for UE supporting CE Mode B.


Table 8.11.1.2.4.1-2: Minimum performance Transmit Diversity (FRC)

	Test number
	Bandwidth and MCS
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10MHz QPSK 1/3
	R.xx TDD
	OP.2 TDD
	EPA5
	2x1 Low
	70
	[TBD]
	M2

	2
	10MHz QPSK 1/10
	R.yy TDD
	OP.2 TDD
	ETU1
	2x1 Low
	70
	[TBD]
	M2


<End of the change 2>
<Start of the change 3>
Table A.3.1.1-1F: Overview of DL reference measurement channels (FDD, PDSCH Performance, Multi-antenna transmission (CRS)) 

	Duplex
	Table
	Name
	BW
	Mod
	TCR
	RB
	RB
Offset
	UE Categ
	Notes

	Two antenna ports

	FDD
	Table A.3.3.2.1-1
	R.10 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	FDD
	Table A.3.3.2.1-1
	R.11 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-1
	R.11-1 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-1
	R.11-2 FDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	FDD
	Table A.3.3.2.1-1
	R.11-3 FDD
	10
	16QAM
	1/2
	40
	
	≥ 1
	 

	FDD
	Table A.3.3.2.1-1
	R.11-4 FDD
	10
	QPSK
	1/2
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.30 FDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-1
	R.30-1 FDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-1
	R.35-1 FDD
	20
	64QAM
	0.39
	100
	
	4
	

	FDD
	Table A.3.3.2.1-1
	R.35-2 FDD
	15
	64QAM
	0.39
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35-3 FDD
	10
	64QAM
	0.39
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-2
	R.35-4 FDD
	10
	64QAM
	0.47
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-2
	R.46 FDD
	10
	QPSK
	
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.47 FDD
	10
	16QAM
	
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.11-5 FDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.11-6 FDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.11-7 FDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-2
	R.11-8 FDD
	10
	QPSK
	3/5
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-2
	R.11-9 FDD
	10
	QPSK
	0.58
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.11-10 FDD
	10
	QPSK
	0.67
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.10-2 FDD
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.10-3 FDD
	10
	16QAM
	0.58
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-2
	R.65 FDD
	10
	256QAM
	0.55
	50
	
	11-15
	

	FDD
	Table A.3.3.2.1-3
	R.62 FDD
	10
	16QAM
	1/2
	3
	
	0
	

	FDD
	Table A.3.3.2.1-3
	R.63 FDD
	10
	64QAM
	1/2
	1
	
	0
	

	FDD
	Table A.3.3.2.1-4
	R.79 FDD
	10
	16QAM
	1/2
	3
	
	M1, ≥ 0
	

	FDD
	Table A.3.3.2.1-5
	R.81 FDD
	10
	QPSK
	1/10
	6
	
	M1, ≥ 0
	

	FDD
	Table A.3.3.2.1-6
	R.84 FDD
	10
	16QAM
	1/2
	39
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-6
	R.aa FDD
	10
	QPSK
	0.6-0.65
	50
	
	 ≥ 1
	

	FDD
	Table A.3.3.2.1-6
	R.bb FDD
	10
	16QAM
	0.3-0.32
	50
	
	 ≥ 2
	

	FDD
	Table A.3.3.2.1-8
	R.xx FDD
	20
	QPSK
	1/3
	24
	
	M2
	

	FDD
	Table A.3.3.2.1-8
	R.yy FDD
	20
	QPSK
	1/10
	24
	
	M2
	

	Four antenna ports

	FDD
	Table A.3.3.2.2-1
	R.12 FDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.13 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.2-1
	R.14-1 FDD
	10
	16QAM
	1/2
	6
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-2 FDD
	10
	16QAM
	1/2
	3
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-3 FDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	

	FDD
	Table A.3.3.2.2-1
	R.36 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.2-1
	R.14-4 FDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-5 FDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-6 FDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-7 FDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.2-2
	R.72 FDD
	10
	256QAM
	0.62
	50
	
	≥ 11
	

	FDD
	Table A.3.3.2.2-2
	R.73 FDD
	10
	64QAM
	0.43
	50
	
	≥ 5
	

	FDD
	Table A.3.3.2.2-2
	R.74 FDD
	10
	16QAM
	1/2
	50
	
	≥ 5
	

	FDD
	Table A.3.3.2.2-2
	R.85 FDD
	10
	64QAM
	1/2
	24
	
	≥ 1
	


<End of the change 3>
<Start of the change 4>
Table A.3.1.1-1I: Overview of DL reference measurement channels (TDD, PDSCH Performance, Multi-antenna transmission (CRS)) 

	Duplex
	Table
	Name
	BW
	Mod
	TCR
	RB
	RB
Offset
	UE Categ
	Notes

	Two antenna ports

	TDD
	Table A.3.4.2.1-1
	R.10 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.4.2.1-1
	R.11 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.11-1 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.11-2 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	TDD
	Table A.3.4.2.1-1
	R.11-3 TDD
	10
	16QAM
	1/2
	40
	
	≥ 1
	 

	TDD
	Table A.3.4.2.1-1
	R.11-4 TDD
	10
	QPSK
	1/2
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-1
	R.30 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.30-1 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.30-2 TDD
	20
	16QAM
	1/2
	100
	
	3
	

	TDD
	Table A.3.4.2.1-1
	R.35 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.35-1 TDD
	20
	64QAM
	0.39
	100
	
	4
	

	TDD
	Table A.3.4.2.1-2
	R.35-2 TDD
	10
	64QAM
	0.47
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-2
	R.46 TDD
	10
	QPSK
	
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.47 TDD
	10
	16QAM
	
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-5 TDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-6 TDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-7 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-8 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-2
	R.11-9 TDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-2
	R.11-10 TDD
	10
	QPSK
	3/5
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-2
	R.11-11 TDD
	10
	QPSK
	0.48-0.58
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-12 TDD
	10
	QPSK
	0.54-0.66
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.10-3 TDD
	10
	16QAM
	0.57-0.58
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-3
	R.62 TDD
	10
	16QAM
	1/2
	3
	
	0
	

	TDD
	Table A.3.4.2.1-3
	R.63 TDD
	10
	64QAM
	1/2
	1
	
	0
	

	TDD
	Table A.3.4.2.1-4
	R.65 TDD
	20
	256QAM
	0.6
	100
	
	11-15
	

	TDD
	Table A.3.4.2.1-5
	R.67 TDD
	10
	16QAM
	0.4
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-6
	R.79 TDD
	10
	16QAM
	1/2
	3
	
	 M1, ≥ 0
	

	TDD
	Table A.3.4.2.1-7
	R.81 TDD
	10
	QPSK
	1/10
	6
	
	M1, ≥ 0
	

	TDD
	Table A.3.4.2.1-4
	R.84 TDD
	10
	16QAM
	1/2
	39
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-8
	R.aa TDD
	10
	QPSK
	0.54-0.64
	50
	
	 ≥ 1
	

	TDD
	Table A.3.4.2.1-8
	R.bb TDD
	10
	16QAM
	0.27-0.32
	50
	
	 ≥ 2
	

	TDD
	Table A.3.4.2.1-10
	R.xx TDD
	20
	QPSK
	1/3
	24
	
	M2
	

	TDD
	Table A.3.4.2.1-10
	R.yy TDD
	20
	QPSK
	1/10
	24
	
	M2
	

	Four antenna ports

	TDD
	Table A.3.4.2.2-1
	R.12 TDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	TDD
	Table A.3.4.2.2-1
	R.13 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.4.2.2-1
	R.14 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.2-1
	R.14-1 TDD
	10
	16QAM
	1/2
	6
	
	≥ 1
	 

	TDD
	Table A.3.4.2.2-1
	R.14-2 TDD
	10
	16QAM
	1/2
	3
	
	≥ 1
	 

	TDD
	Table A.3.4.2.2-1
	R.43 TDD
	20
	16QAM
	1/2
	100
	
	≥2
	 

	TDD
	Table A.3.4.2.2-1
	R.36 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.2-1
	R.43-1 TDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.43-2 TDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.43-3 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.43-4 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.2-1
	R.43-5 TDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	TDD
	Table A.3.4.2.2-2
	R.72 TDD
	10
	256QAM
	0.62
	50
	
	≥ 11
	

	TDD
	Table A.3.4.2.2-2
	R.73 TDD
	10
	64QAM
	0.44
	50
	
	≥ 5
	

	TDD
	Table A.3.4.2.2-2
	R.74 TDD
	10
	16QAM
	1/2
	50
	
	≥ 5
	

	TDD
	Table A.3.4.2.2-2
	R.85 TDD
	10
	64QAM
	1/2
	24
	
	≥ 1
	


<End of the change 4>
<Start of the change 5>
Table A.3.3.2.1-8: Fixed Reference Channel two antenna ports

	Parameter
	Unit
	Value

	Reference channel
	
	R.xx FDD
	R.yy FDD

	Channel bandwidth
	MHz
	20
	20

	Allocated resource blocks
	
	24 (Note 4)
	24 (Note 4)

	Allocated subframes per Y subframes (Note 3)
	
	TBD
	TBD

	Modulation
	
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/10

	Information Bit Payload 
	
	
	

	  For Sub-Frames 0,1,2,3,4,5,6,7,8,9
	Bits
	2088
	648

	Number of Code Blocks
	
	
	

	  For Sub-Frames 0,1,2,3,4,5,6,7,8,9
	Code blocks
	1
	1

	Binary Channel Bits
	
	
	

	  For Sub-Frames 0,1,2,3,4,5,6,7,8,9
	Bits
	6336
	6336

	Max. Throughput
	Mbps
	0.2601
	0.0203 

	UE DL Category
	
	M2
	M2

	Note 1:
2 symbols allocated to PDCCH

Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [4]

Note 3: 
The downlink subframes are scheduled at the 0th to X-th subframes every Y ms. Information bit payload is availabled from the Z-th to X-th subframes with repetition.
Note 4:
Allocated PRB positions are {0, 1, …, 23} within the assigned wideband. 

Note 5: 
MPDCCH are scheduled at the 0th to N-th subframes with repetition. The allocated PRB positions are {0, 1, 2, 3} within the assigned narrowband.



<End of the change 5>
< Start  of the change 6>
Table A.3.4.2.1-10: Fixed Reference Channel two antenna ports
	Parameter
	Unit
	Value

	Reference channel
	
	R.xx TDD
	R.yy TDD

	Channel bandwidth
	MHz
	20
	20

	Allocated resource blocks (Note 4)
	
	24
	24

	Uplink-Downlink Configuration (Note 3)
	
	1
	1

	Allocated subframes per Radio Frame (D+S)
	
	4
	4

	Modulation
	
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/10

	Information Bit Payload
	
	
	

	  For Sub-Frames 0,4,5,9
	Bits
	2088
	648

	  For Sub-Frames 1,6
	Bits
	N/A
	N/A

	Number of Code Blocks
	
	
	

	  For Sub-Frames 0,4,5,9 
	Code blocks
	1
	1

	  For Sub-Frames 1,6
	Clode blocls
	N/A
	N/A

	Binary Channel Bits
	
	
	

	  For Sub-Frames 0,4,5,9 
	Bits
	6366
	6366

	  For Sub-Frames 1,6
	
	N/A
	N/A

	Max. Throughput averaged over 335 sub-frames
	Mbps
	0.1044 
	0.0081

	UE DL Category
	
	M2
	M2

	Note 1:
2 symbols allocated to PDCCH.

Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [4].

Note 3:
As per Table 4.2-2 in TS 36.211 [4].

Note 4:
Allocated PRB positions are {0, 1, …, 23} within the assigned narrowband. 

Note 5: 
MPDCCH are scheduled at the 0th to N-th DL subframes with repetition every 335ms. The allocated PRB positions are {0, 1, 2, 3, 4, 5} within the assigned narrowband. 


<End of the change 6>
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