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1. Background

This text proposal covers the clause on the applicability of EMC emissions and immunity limits. The text is copied from 36.124 but with additional remarks on the difference between FR1 and FR2 test conditions (and limits) for verifying emissions from the enclosure port.
2. Proposal

It is proposed that the attached text proposal is included in TS 38.124 [1].
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< start of text proposal >
7
Applicability overview tables

7.1
EMC Emissions
Table 7.1-1: Emission applicability

	
	
	Equipment test requirement
	
	

	Phenomenon
	Application
	Equipment connected to fixed AC or DC power installations
	Equipment connected to vehicular DC supplies
	Equipment powered by integral battery
	Reference subclause in the present document
	Reference Standard

	Radiated emission
	Enclosure 
	applicable 
	applicable 
	applicable 
	8.2
	ITU-R SM.329 [] 

TS 36.101 []

	Conducted emission
	DC power input/output port
	applicable
	applicable
	not applicable
	8.3
	CISPR 22 [], 
CISPR 16‑1 []

	Conducted emission
	AC mains input/output port
	applicable
	not applicable
	not applicable
	8.4
	CISPR 22 []

	Harmonic current emissions
	AC mains input port
	applicable
	not applicable
	not applicable
	8.5
	IEC 61000-3-2 []

	Voltage fluctuations and flicker
	AC mains input port
	applicable
	not applicable
	not applicable
	8.6
	IEC 61000-3-3 []


For UE equipment operating in FR1 (Table 4.1-1), the radiated emission applies to the enclosure port [antenna ports available].
For UE equipment supporting operations in FR2 (Table 4.1-1) the enclosure port is inseparable from the antenna port 
7.2
Immunity

Table 7.2-1: Immunity applicability

	
	
	Equipment test requirement
	
	

	Phenomenon
	Application
	Equipment connected to fixed AC or DC power installations
	Equipment connected to vehicular DC supplies
	Equipment powered by integral battery
	Reference subclause in the present document
	Reference standard

	RF electro​magnetic field (80 MHz to [2700] MHz)
	Enclosure
	applicable
	applicable
	applicable
	9.2
	IEC 61000‑4‑3 []

	Electrostatic discharge
	Enclosure
	applicable
	applicable
	applicable
	9.3
	IEC 61000‑4‑2 []

	Fast transients common mode
	Signal and control ports, DC and AC power input ports
	applicable
	not applicable
	not applicable
	9.4
	IEC 61000‑4‑4 []

	RF common mode

0,15 MHz to 80 MHz
	Signal and control ports, DC and AC power input ports
	applicable
	applicable
	applicable
	9.5
	IEC 61000‑4‑6 []

	Transients and surges, vehicular environment
	DC power input ports
	not applicable
	applicable
	not applicable
	9.6
	ISO 7637 Part 1 []

And

ISO 7637 Part 2 []

	Voltage dips and interruptions
	AC mains power input ports
	applicable
	not applicable
	not applicable
	9.7
	IEC 61000‑4‑11 []

	Surges, common and differential mode
	DC and AC power input ports
	applicable
	not applicable
	not applicable
	9.8
	IEC 61000‑4‑5 []


8
Methods of measurement and limits for EMC emissions
< end of text proposal >
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