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1. Introduction

In the RAN#77 meeting, it was approved to include 4DL/2UL CA_3A-42A-42C_BCS0 into the Rel-15 basket WI [1]. This contribution is a text proposal for TR 36.715-00-02 to add CA_4DL_3A-42A-42C_2UL_3A-42A_BCS0.
2. Text Proposal
----- Unchanged sections omitted -----
6.x
CA_3A-42A-42C
6.x.1 
Operating bands for CA

Table 6.x.1-1: Inter-band CA operating bands for CA_3A-42A-42C
	E-UTRA
 CA Band
	E-UTRA

Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex Mode

	
	
	BS receive / UE transmit1
	BS transmit / UE receive
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_3A-42A-42C
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD


6.x.2 
Channel bandwidths per operating band for CA

Table 6.x.2-1: E-UTRA CA configuration and bandwidth combination sets for CA_3A-42A-42C
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_3A-42A-42C
	CA_3A-42A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	42
	See CA_42A-42C Bandwidth Combination Set 0 in Table 5.6A.1-3 of TS36.101
	
	


6.x.3 
Co-existence studies

Co-existence studies of this 4DL/2UL CA configuration are already covered by those of the 2DL/2UL and 3DL/2UL captured in this TR. Therefore, no additional study is needed.
6.x.4 MSD
As with 6.X.3, MSD of this 4DL/2UL CA configuration are already covered by those of the 2DL/2UL and 3DL/2UL captured in this TR. Therefore, no additional MSD requirement is needed.

----- Unchanged sections omitted -----
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