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1 Background
The new basket WID for intra CA was approved in RAN #76 meeting. This contribution provides a TP for TR 36.715-02-01 to finish the requirements for CA_40A-43A_BCS0.
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Text Proposal

6.x
CA_40A-43A_BCS0

The part for operation band and coexistence analysis should have be captured in the TR after Berlin meeting.

<Start of Text Proposal for TR 36.715-02-01>
6.x.4
∆TIB,c and ∆RIB,c values
For 2DL/1UL CA_2DL_40A-43A_1UL_BCS0, the (TIB,c and (RIB,c  values are shown in table 6.x.4-1 and table 6.x.4-2, respectively.
Table 6.x.4-1: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_40A-43A
	40
	04

	
	43
	0.54

	NOTE 4:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.


Table 6.x.4-2: ΔRIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c  [dB]

	CA_40A-43A
	40
	0.44

	
	43
	0.54

	NOTE 4:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.


6.x.5
REFSENS requirements
No MSD issue for this CA_2DL_40A-43A_1UL_BCS0, since the CA bands are synchronized.
<End of Text Proposal>
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