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Background
In this contribution, we first provide the analysis for CA_1A-8A-38A and then derive the requirements in detail by considering the fallback modes.
Discussion
ΔTIB,c and ΔRIB,c
Table 1 shows the agreed ΔTIB,c and ΔRIB,c values for the CA_1A-38A, CA_1A-8A and CA_8-38A. 

Table 1 Summary of 2DL additional relaxations 
	CA_1A-38A
	CA_1A-8A 
	CA_8A-38A

	Bands
	ΔTIB,c (dB)
	ΔRIB,c (dB)
	Bands
	ΔTIB,c (dB)
	ΔRIB,c (dB)
	Bands
	ΔTIB,c (dB)
	ΔRIB,c (dB)

	1
	0.5
	0
	1
	0.3
	0
	NA
	-
	-

	NA
	-
	-
	8
	0.3
	0
	8
	0.3
	0

	38
	0.5
	0
	NA
	-
	-
	38
	0.3
	0


The Band 1 and 38 belong to the high band and Band 8 belongs to the low band, meanwhile, both the CA_1A-8A and CA_8A-38A belong to the low-high band combinations without harmonic relation. The CA_1A-38A was based on the diplexer architecture [1]. So the delta values definition for the CA_1A-8A-38A shall base on the fallback mode of CA_1A-38A. The total delta values for CA_1A-8A-38A can be defined as the following table.
Table 2 Proposed ΔTIB,c and ΔRIB,c values for CA_1A-8A-38A
	Bands
	ΔTIB,c (dB)
	ΔRIB,c (dB)

	B1
	0.5
	0

	B8
	0.3
	0

	B38
	0.5
	0


MSD
There is no MSD issue for all the fallback modes of CA_1A-38A, CA_1A-8A and CA_8A-38A from CA_1A-8A-38A. Further, as mentioned before, the CA_1A-38A is based on the diplexer architecture, so it is justified to conclude that the isolation is enough between Band 8 and 1A-38A. At last, no MSD is required for CA_1A-8A-38A.
Conclusion

The UE requirement was analyzed in this contribution, based on the analysis we can obtain the following proposals

Proposal 1: It is proposed to define the ΔTIB,c and ΔRIB,c values for CA_1A-8A-38A as Table 2.

Table 2 Proposed ΔTIB,c and ΔRIB,c values for CA_1A-8A-38A
	Bands
	ΔTIB,c (dB)
	ΔRIB,c (dB)

	B1
	0.5
	0

	B8
	0.3
	0

	B38
	0.5
	0


Proposal 2: It is proposed to define no MSD for CA_1A-8A-38A
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