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<< Start of Change 1>>
A.6.1.15
HD-FDD Intra-frequency RRC Re-establishment for UE category NB1 in In-Band mode under enhanced coverage

A.6.1.15.1
Test Purpose and Environment
The purpose is to verify that the NB-IoT FDD intra-frequency RRC re-establishment delay is within the specified limits. These tests will verify the requirements for Cat-NB1 UE in clause 6.5.

The test parameters are given in table A.6.1.15.1-1 and table A.6.1.15.1-2 below. nCell1 and nCell2 are NB-IoT cells with different physical cell ID on the same frequency carrier. The test consists of 3 successive time periods, with time duration of T1, T2 and T3 respectively. At the start of time period T2, cell 1, which is the active cell, is deactivated. The time period T3 starts after the occurrence of the radio link failure.
Table A.6.1.15.1-1: General test parameters for HD-FDD Intra-frequency RRC Re-establishment for UE category NB1 in In-Band mode under enhanced coverage
	Parameter
	Unit
	Value
	Comment

	NB-IOT operational mode
	
	In-band
	

	Initial condition
	Active cell 
	
	nCell1
	

	
	Neighbour cells
	
	eCell1, eCell2, nCell2
	

	Final condition
	Active cell 
	
	nCell2
	

	E-UTRA RF Channel Number
	
	1
	One carrier frequency is used for eCell1 and eCell2.

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	NPRACH Configuration
	
	NPRACH.R-1
	Refer to A.3.18

	NPDCCH repetition level
	
	16
	NPDCCH Rmax

	N310
	-
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms
	0
	Radio link failure timer; T310 is disabled

	T311-v13xy
	ms
	60000
	RRC re-establishment timer

	DRX
	
	OFF
	

	T1
	s
	5
	

	T2
	ms
	400
	

	T3
	s
	60
	


<< End of Change 1>>
<< Start of Change 2>>
A.6.1.16
HD-FDD Inter-frequency RRC Re-establishment for UE category NB1 in In-Band mode under normal coverage

A.6.1.16.1
Test Purpose and Environment
The purpose is to verify that the NB-IoT FDD inter-frequency RRC re-establishment delay is within the specified limits. These tests will verify the requirements for Cat-NB1 UE in clause 6.5.

The test parameters are given in table A.6.1.16.1-1 and table A.6.1.16.1-2 below. nCell1 and nCell2 are NB-IoT cells on different frequency carriers. The test consists of 3 successive time periods, with time duration of T1, T2 and T3 respectively. At the start of time period T2, cell 1, which is the active cell, is deactivated. The time period T3 starts after the occurrence of the radio link failure.
Table A.6.1.16.1-1: General test parameters for HD-FDD Inter-frequency RRC Re-establishment for UE category NB1 in In-Band mode under normal coverage
	Parameter
	Unit
	Value
	Comment

	NB-IOT operational mode
	
	In-band
	

	Initial condition
	Active cell 
	
	nCell1
	

	
	Neighbour cells
	
	eCell1, nCell2
	

	Final condition
	Active cell 
	
	nCell2
	

	E-UTRA RF Channel Number
	
	1
	One carrier frequency is used for eCell.

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	NPRACH Configuration
	
	NPRACH.R-1
	Refer to A.3.18

	NPDCCH repetition level
	
	16
	NPDCCH Rmax

	N310
	-
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms
	0
	Radio link failure timer; T310 is disabled

	T311
	ms
	15000
	RRC re-establishment timer

	DRX
	
	OFF
	

	T1
	s
	5
	

	T2
	ms
	400
	

	T3
	s
	15
	


<< End of Change>>
