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1. Introduction

This contribution is a text proposal for TR 38.133 on measurement on deactivated SCell. 
2. Text proposal for TS 38.133 v0.3.0
<< Start of Change >>
9.x
Measurements of a secondary component carrier

A Secondary component carrier may be activated and deactivated by MAC-CE commands as specified in [TR38.331]. The applicable performance requirements depend on whether the SCell on the corresponding frequency is actived or deactivated.

9.x.1
Measurements of a secondary component carrier with active SCell

When the SCell is activated, measurement performance requirements for the frequency are those given in clause 9.2 or clause 9.3 (NR intra frequency measurements without beamforming or NR intra frequency measurements with beamforming). If common DRX is in use, then the requirements for that secondary component carrier are given by the applicable DRX requirements (without beamforming or with beamforming) in clause 9.2 or clause 9.3, otherwise the non DRX requirements are applicable. 

9.x.2
Measurements of a secondary component carrier with deactivated SCell

This clause defines the measurement requirements of a secondary component carrier with deactivated SCell based on the parameter [measCycleSCell] defined in [TS 38.331].
9.x.2.1
NR secondary component carrier measurements when no common DRX is used

When no DRX is in use the UE shall be able to identify a new detectable FDD or TDD cell on a secondary component carrier within Tidentify_scc, according to the parameter [measCycleSCell] where Tidentify_scc = [20] [measCycleSCell]
A cell shall be considered detectable when

-
SS-RSRP related side conditions given in Clause 10.1 are fulfilled for a corresponding Band,
-
CSI-RS RSRP related side conditions given in Clause 10.1 are fulfilled for a corresponding Band,

-
SS-RSRQ related side conditions given in Clause 10.1 are fulfilled for a corresponding Band,
-
CSI-RS RSRQ related side conditions given in Clause 10.1 are fulfilled for a corresponding Band,

The measurement period for deactivated SCell measurements is Tmeasure_scc according to the parameter [measCycleSCell where Tmeasure_scc = 5 measCycleSCell]. The UE shall be capable of performing [SS-RSRP, SS-RSRQ, CSI-RS RSRP and CSI-RS RSRQ] measurements for [8] identified cells on a secondary component carrier, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of Tmeasure_scc.

The measurement accuracy for all measured cells shall be as specified in the sub-clause 10.1

A UE may reconfigure the receiver bandwidth or turn on/off one of the RF chains when performing measurements on up to four SCCs with deactivated SCell. This may cause interruptions on PCell or activated SCell(s) or both that are specified in Section 8.2
9.x.2.1.1
Measurement Reporting Requirements

9.x.2.1.1.1
Periodic Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in periodically triggered measurement reports shall meet the applicable requirements in clause 10.

9.x.2.1.1.2
Event-triggered Periodic Reporting

Reported [SS-RSRP, SS-RSRQ, CSI-RS RSRP and CSI-RS RSRQ] measurements contained in event triggered periodic measurement reports shall meet the applicable requirements in clause 10.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in clause 9.x.2.1.1.3.

9.x.2.1.1.3
Event Triggered Reporting

Reported [SS-RSRP, SS-RSRQ, CSI-RS RSRP and CSI-RS RSRQ] measurements contained in event triggered measurement reports shall meet the applicable requirements in clause 10.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH.This measurement reporting delay excludes a delay which is caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than Tidentify_scc defined in Clause 9.x.2.1. When L3 filtering is used, an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify_scc defined in clause 9.x.2.1 becomes undetectable for a period ≤ [5] seconds and then the cell becomes detectable again and triggers an event, the event triggered measurement reporting delay shall be less than Tmeasure_scc provided the timing to that cell has not changed more than ( [50] Ts and the L3 filter has not been used. When L3 filtering is used an additional delay can be expected.

9.x.2.2
E-UTRAN secondary component carrier measurements when common DRX is used

When DRX is in use the UE shall be able to identify a new detectable cell on a secondary component carrier within Tidentify_scc, according to the parameter [measCycleSCell where Tidentify_scc = max(20 measCycleSCell, Tidentify_scc1)].  Tidentify_scc1 is given in table 9.x.2.2-1.

Table 9.x.2.2-1: Requirement for Tidentify_scc1
	DRX cycle length (s)
	Tidentify_scc1 (s) (DRX cycles)

	[≤TBD]
	[TBD] (Note1)

	[>TBD]
	Note2 ([TBD])

	Note1:
Number of DRX cycle depends upon the DRX cycle in use

Note2:
Time depends upon the DRX cycle in use


A cell shall be considered detectable when

-
SS-RSRP related side conditions given in Clause 10.1 are fulfilled for a corresponding Band,
-
CSI-RS RSRP related side conditions given in Clause 10.1 are fulfilled for a corresponding Band,

-
SS-RSRQ related side conditions given in Clause 10.1 are fulfilled for a corresponding Band,
-
CSI-RS RSRQ related side conditions given in Clause 10.1 are fulfilled for a corresponding Band,

The measurement period for deactivated scell measurements is Tmeasure_scc according to the parameter [measCycleSCell where Tmeasure_scc =max( 5 measCycleSCell, Tmeasure_scc1)]. The UE shall be capable of performing [SS-RSRP, SS-RSRQ, CSI-RS RSRP and CSI-RS RSRQ] measurements for [8] identified cells on a secondary component carrier, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of Tmeasure_scc. Tmeasure_scc1 is given in table 9.x.2.2-2

Table 9.x.2.2-2: Requirement for Tmeasure_scc1
	DRX cycle length (s)
	Tidentify_scc1 (s) (DRX cycles)

	[≤TBD]
	[TBD] (Note1)

	[>TBD]
	Note2 ([TBD])

	Note1:
Number of DRX cycle depends upon the DRX cycle in use

Note2:
Time depends upon the DRX cycle in use


The measurement accuracy for all measured cells shall be as specified in the sub-clause 10
A UE may reconfigure receiver bandwidth taking into account the SCell activation/deactivation status, and when making measurements of cells on up to four SCCs with deactivated SCell. This may cause interruptions (packet drops) to a PCell or activated SCell(s) or both when the PCell and the SCell belong to the same frequency band. No interruptions while the On Duration timer is running shall be allowed when common DRX is used. The requirement considers only interruptions due to reconfiguration of the receiver bandwidth, and not due to other causes such as RF impairments or channel conditions.

9.x.2.2.1
Measurement Reporting Requirements

9.x.2.2.1.1
Periodic Reporting

Reported [SS-RSRP, SS-RSRQ, CSI-RS RSRP and CSI-RS RSRQ] measurements contained in periodically triggered measurement reports shall meet the applicable requirements in clause 10.

9.x.2.2.1.2
Event-triggered Periodic Reporting

Reported [SS-RSRP, SS-RSRQ, CSI-RS RSRP and CSI-RS RSRQ] measurements contained in event triggered periodic measurement reports shall meet the applicable requirements in clause 10.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in clause 9.x.2.2.1.3.

9.x.2.2.1.3
Event Triggered Reporting

Reported [SS-RSRP, SS-RSRQ, CSI-RS RSRP and CSI-RS RSRQ] measurements contained in event triggered measurement reports shall meet the applicable requirements in clause 10.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH.This measurement reporting delay excludes a delay which is caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than Tidentify_scc defined in Clause 9.x.2.2. When L3 filtering is used an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify_scc defined in clause 9.x.2.2 becomes undetectable for a period ≤ [5] seconds and then the cell becomes detectable again and triggers an event, the event triggered measurement reporting delay shall be less than Tmeasure_scc provided the timing to that cell has not changed more than ( [50] Ts and the L3 filter has not been used. When L3 filtering is an additional delay can be expected.

<< End of Change >>
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