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1   Background
During FeMTC discussion in RAN4#84 meeting, the issue on low requirement of R14 Non-BL UE was discussed and coding rate 1/2 was agreed to replace 1/3 to boost the work point [1].
Table 8.11.1.1.3.1-2: Minimum performance Transmit Diversity (FRC)

	Test number
	Bandwidth and MCS 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	20MHz QPSK 1/3
	R.xx FDD
	OP.2 FDD
	EPA5
	2x1 Low
	70
	TBD
	M2

	2
	20MHz QPSK 1/10
	R.yy FDD
	OP.2 FDD
	ETU1
	2x1 Low
	70
	TBD
	M2

	3
	20MHz QPSK [1/2]
	R.zz-1 FDD
	OP.2 FDD
	EPA5
	2x2 Low
	70
	TBD
	≥1

	4
	20MHz QPSK [1/2]
	R.zz-2 FDD
	OP.2 FDD
	EPA5
	2x4 Low
	70
	TBD
	≥1


In this contribution, we provide the ideal and impairment results for R14 Non-BL/CE UE based on the agreed simulation assumptions.
2   Simulation results
The simulation results for R14 Non-BL/CE UE are depicted in the figure 1.
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Figure 1 simulation results of 2Rx
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Figure 2 simulation results of 4Rx
According to the results depicted in figure 1~2, a summary of ideal and impairment results are shown in below table 1 and 2 respectively. 
Table 1 summary of simulation results (ideal)
	
	FDD
	TDD

	Test case
	Repetition number 
	Required SNR(dB)

@70%MaxTP
	Repetition number 
	Required SNR(dB)

@70%MaxTP

	2Rx
	4
	-6.9
	4
	-7.3

	4Rx
	2
	-7.3
	2
	-7.5


Table 2 summary of simulation results (impairment)
	
	FDD
	TDD

	Test case
	Repetition number 
	Required SNR(dB)

@70%MaxTP
	Repetition number 
	Required SNR(dB)

@70%MaxTP

	2Rx
	4
	-5.1
	4
	-5.5

	4Rx
	2
	-5.5
	2
	-5.7


3   Conclusion 
In this contribution, the simulation results based on the revised simulation assumptions are provided.
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