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1. Overall Description:

RAN4 has further discussed the definition of synchronous and asynchronous dual connectivity for LTE-NR combinations. In addition to previous LS (R4-1711965: LS to RAN1 and RAN2 on Definition of synchronous and asynchronous Dual connectivity in Rel-15 LTE-NR combinations), RAN4 agreed on the following:

· For synchronous operation of Inter-band LTE-NR dual connectivity, UE shall support:

· Maximum receive timing difference (MRTD) as 33µs

· Maximum transmission timing difference (MTTD) as 35.21µs. 

· For Intra-band case: 

· UE shall support the synchronous LTE-NR intra-band DC provided the MRTD at the UE does not exceed values shown in the table below:
	LTE PCell SCS (kHz)
	NR PSCell SCS (kHz)
	Maximum receive timing difference, MRTD (µs) for synchronous operation

	15
	15
	4.76

	15
	30
	2.38

	15
	60
	1.19


2. Actions:

To RAN 1 and RAN 2
ACTION: 
RAN4 respectfully asks RAN1 and RAN2 to take the above information into consideration while designing LTE-NR dual connectivity. 
3. Date of Next RAN4 Meetings:

RAN4#NR-4
22-26 January 2018

San Diego, California, USA

RAN4#86
26 February – 2 March 2018

Athens, Greece

