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1
Introduction
This contribution updates text proposal for TR 37.863-02-01 for the DC band combination of LTE band 7A-20A + NR Band n28, including:

· updated channel bandwidths for band n28

· updated co-existence studies
2
Text proposal
<< Start of TP for TR 37.863-02-01>>
<< Unchanged sections omitted >>
6.X  DC_7A-20A_n28
6.X.1
Operating bands for DC

Table 6.X.1-1: DC band combination of LTE 2DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_7A-20A_n281
	7
	2500 MHz 
	–
	2570 MHz
	2620 MHz 
	–
	2690 MHz
	FDD

	
	20
	832 MHz 
	–
	862 MHz
	791 MHz 
	–
	821 MHz
	

	
	n28
	703 MHz 
	–
	748 MHz
	758 MHz 
	–
	803 MHz
	FDD

	Note 1: The frequency range in band 28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.


6.X.2
Channel bandwidths per operating band for DC

Table 6.X.2-1: Supported bandwidths per DC band combination of LTE 2DL/1UL + one NR band 
	
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing
(kHz)
	5 MHz
	10 MHz
	15 MHz
	20
MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_7A-20A_n28
	7
	15
	
	Yes
	Yes
	Yes
	
	
	
	
	
	60

	
	20
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	60
	
	
	
	
	
	
	
	
	
	


6.X.3
Co-existence studies

Tables 6.X.3-1 and 6.X.3-2 list 7A-20A+n28 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis.  
Table 6.X.3-1: Band 7 and Band n28 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fn_low
	fn_high

	UL frequency (MHz)
	703
	733
	2500
	2570

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fn_low
	2* fn_high

	2nd harmonics frequency limits (MHz) 
	1406 – 1466
	5000 – 5140

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fn_low
	3* fn_high

	3rd harmonics frequency limits (MHz)
	2109 – 2199
	7500 – 7710

	2nd order IMD products
	|fn_low – fx_high|
	|fn_high – fx_low|
	|fn_low + fx_low|
	|fn_high + fx_high|

	IMD frequency limits (MHz)
	1767 – 1867
	3203 – 3303

	Two-tone 3rd order IMD products
	|2*fx_low – fn_high|
	|2*fx_high – fn_low|
	|2*fn_low – fx_high|
	|2*fn_high – fx_low|

	IMD frequency limits (MHz)
	1034 – 1164
	4267 – 4437

	Two-tone 3rd order IMD products
	|2*fx_low + fn_low|
	|2*fx_high + fn_high|
	|2*fn_low + fx_low|
	|2*fn_high + fx_high|

	IMD frequency limits (MHz)
	3906 – 4036
	5703 – 5873

	Two-tone 3rd order IMD products
	(fx_low – max BW fn)
	(fx_high + max BW fn)
	(fn_low – max BW fx)
	(fn_high + max BW fx)

	IMD frequency limits (MHz)
	683 – 753 
	2480 – 2590

	Two-tone 4th order IMD products
	|3*fx_low –1* fn_high|
	|3*fx_high – 1*fn_low|
	|3*fn_low – 1*fx_high|
	|3*fn_high – 1*fx_low|

	IMD frequency limits (MHz)
	301 – 461
	6767 – 7007

	Two-tone 4th order IMD products
	|2*fx_low –2* fn_high|
	|2*fx_high –2* fn_low|
	
	

	IMD frequency limits (MHz)
	3534 – 3734
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fn_low|
	|3*fx_high + 1*fn_high|
	|3*fn_low + 1*fx_low|
	|3*fn_high + 1*fx_high|

	IMD frequency limits (MHz)
	4609 – 4769
	8203 – 8443

	Two-tone 4th order IMD products
	|2*fx_low +2* fn_low|
	|2*fx_high +2* fn_high|
	
	

	IMD frequency limits (MHz)
	6406 – 6606
	

	Two-tone 5th order IMD products
	|fx_low – 4*fn_high|
	|fx_high – 4*fn_low|
	|fn_low – 4*fx_high|
	|fn_high – 4*fx_low|

	IMD frequency limits (MHz)
	9267 – 9577
	242 – 432

	Two-tone 5th order IMD products
	|2*fx_low - 3*fn_high|
	|2*fx_high - 3*fn_low|
	|2*fn_low - 3*fx_high|
	|2*fn_high -3*fx_low|

	IMD frequency limits (MHz)
	6034 – 6304
	2801 – 3031

	Two-tone 5th order IMD products
	|fx_low + 4*fn_low|
	|fx_high + 4*fn_high|
	|fn_low + 4*fx_low|
	|fn_high + 4*fx_high|

	IMD frequency limits (MHz)
	10703 – 11013
	5312 – 5502

	Two-tone 5th order IMD products
	|2*fx_low + 3*fn_low|
	|2*fx_high + 3*fn_high|
	|2*fn_low + 3*fx_low|
	|2*fn_high + 3*fx_high|

	IMD frequency limits (MHz)
	8906 – 9176
	7109 – 7339


Based on Table 6.X.3-1,
· 2nd order harmonics may fall into Rx frequencies of Band  32, 45, 50, 51, 75, and 76 

· 3rd order harmonics may fall into Rx frequencies of Band 1, 4, 10, 23, 65, and 66

· 2nd order IMD may fall into Rx frequencies of Band 3, 35, n77, and n78

· 3rd order IMD may fall into Rx frequencies of Band 12, 13, 17, 29, 38, 41, 44, 46, 47, 67, 68, 69, n77, and n79

· 4th order IMD may fall into Rx frequencies of Band 22, 42, 43, 48, n77, n78, and n79
·  5th order IMD may fall into Rx frequencies of Band  46
Table 6.X.3-2: Band 20 and Band n28 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fn_low
	fn_high

	UL frequency (MHz)
	703
	733
	832
	862

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fn_low
	2* fn_high

	2nd harmonics frequency limits (MHz) 
	1406 – 1466
	1664 – 1724

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fn_low
	3* fn_high

	3rd harmonics frequency limits (MHz)
	2109 – 2199
	2496 – 2586

	2nd order IMD products
	|fn_low – fx_high|
	|fn_high – fx_low|
	|fn_low + fx_low|
	|fn_high + fx_high|

	IMD frequency limits (MHz)
	99 – 159
	1535 – 1595

	Two-tone 3rd order IMD products
	|2*fx_low – fn_high|
	|2*fx_high – fn_low|
	|2*fn_low – fx_high|
	|2*fn_high – fx_low|

	IMD frequency limits (MHz)
	544 – 634
	931 – 1021

	Two-tone 3rd order IMD products
	|2*fx_low + fn_low|
	|2*fx_high + fn_high|
	|2*fn_low + fx_low|
	|2*fn_high + fx_high|

	IMD frequency limits (MHz)
	2238 – 2328
	2367 – 2457

	Two-tone 3rd order IMD products
	(fx_low – max BW fn)
	(fx_high + max BW fn)
	(fn_low – max BW fx)
	(fn_high + max BW fx)

	IMD frequency limits (MHz)
	683 – 753
	812 – 882

	Two-tone 4th order IMD products
	|3*fx_low –1* fn_high|
	|3*fx_high – 1*fn_low|
	|3*fn_low – 1*fx_high|
	|3*fn_high – 1*fx_low|

	IMD frequency limits (MHz)
	1247 – 1367
	1763 –  1883

	Two-tone 4th order IMD products
	|2*fx_low –2* fn_high|
	|2*fx_high –2* fn_low|
	
	

	IMD frequency limits (MHz)
	198 – 318
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fn_low|
	|3*fx_high + 1*fn_high|
	|3*fn_low + 1*fx_low|
	|3*fn_high + 1*fx_high|

	IMD frequency limits (MHz)
	2941 – 3061
	3199 – 3319

	Two-tone 4th order IMD products
	|2*fx_low +2* fn_low|
	|2*fx_high +2* fn_high|
	
	

	IMD frequency limits (MHz)
	3070 – 3190
	

	Two-tone 5th order IMD products
	|fx_low – 4*fn_high|
	|fx_high – 4*fn_low|
	|fn_low – 4*fx_high|
	|fn_high – 4*fx_low|

	IMD frequency limits (MHz)
	2595 – 2745
	1950 – 2100

	Two-tone 5th order IMD products
	|2*fx_low - 3*fn_high|
	|2*fx_high - 3*fn_low|
	|2*fn_low - 3*fx_high|
	|2*fn_high -3*fx_low|

	IMD frequency limits (MHz)
	1030 – 1180
	385 – 535

	Two-tone 5th order IMD products
	|fx_low + 4*fn_low|
	|fx_high + 4*fn_high|
	|fn_low + 4*fx_low|
	|fn_high + 4*fx_high|

	IMD frequency limits (MHz)
	4031 – 4181
	3644 – 3794

	Two-tone 5th order IMD products
	|2*fx_low + 3*fn_low|
	|2*fx_high + 3*fn_high|
	|2*fn_low + 3*fx_low|
	|2*fn_high + 3*fx_high|

	IMD frequency limits (MHz)
	3902 – 4052
	3773 – 3923


Based on Table 6.X.3-2,
· 2nd order harmonics may fall into Rx frequencies of Band  32, 45, 50, 51, 75, 76

· 3rd order harmonics may fall into Rx frequencies of Band 1, 4, 10, 23, 38, 41, 65, 66, and 69

· 2nd order IMD may fall into Rx frequencies of Band 24

· 3rd order IMD may fall into Rx frequencies of Band 5, 8, 12, 13, 17, 18, 20, 26, 27, 29, 30, 40, 44, 67 and 68

· 4th order IMD may fall into Rx frequencies of Band 3, 9, 35, 39, n77 and n78

· 5th order IMD may fall into Rx frequencies of Band  2, 7,, 25, 31, 34, 36, 38, 41, 43, 48,  69, 70, n77 and n78

When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Tables 6.X.3-3 and 6.X.3-4 list if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.X.3-3: 2UL Band 7 + Band n28 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	No
	
	

	Galileo
	1559
	-
	1591
	No
	
	

	GLONASS
	1591
	-
	1610
	No
	
	

	GPS
	1563
	-
	1587
	No
	
	

	ISM band

 (2.4GHz)
	2400
	-
	2483.5
	No
	US/Europe
	IMD3

	
	2400
	-
	2494
	Yes
	Asia
	IMD3

	ISM band

 (5GHz)
	5150
	-
	5925
	Yes
	US
	IMD5

	
	5150
	-
	5350
	Yes
	Europe
	IMD5

	
	5470
	-
	5725
	Yes
	
	IMD5

	
	5150
	-
	5825
	Yes
	Asia
	IMD5


Table 6.X.3-4: 2UL Band 20 + Band n28 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD2

	Galileo
	1559
	-
	1591
	Yes
	
	IMD2

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD2

	GPS
	1563
	-
	1587
	Yes
	
	IMD2

	ISM band

 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD3

	
	2400
	-
	2494
	Yes
	Asia
	IMD3

	ISM band

 (5GHz)
	5150
	-
	5925
	No
	US
	

	
	5150
	-
	5350
	No
	Europe
	

	
	5470
	-
	5725
	No
	
	

	
	5150
	-
	5825
	No
	Asia
	


<< End of TP >>
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