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1
Introduction
This TP provides a text proposal for the spurious emissions requirement for FR2 to V0.1.0 of TS38.101-2 [1].
2
Discussion

This text proposal implements agreements from [2] and [3] relevant to the spurious emissions requirement definition for FR2.
Based on feedback from interesting companies during the meeting, this revised TP includes the reference to ITU-R recommendation on spurious, corrects the NR band reference, and aligns the out of band emissions table with the current OOB boundary agreements.
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Text Proposal
---   <Start of Change 1> ---
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---   <End of Change 1> ---

---   <Start of Change 2> ---

6.5.2
Out of band emissions

The Out of band emissions are unwanted emissions immediately outside the assigned channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. This out of band emission limit is specified in terms of a spectrum emission mask and an Adjacent Channel Leakage power Ratio. Additional requirements to protect specific bands are also considered.
All out of band emissions for range 2 are TRP. 
6.5.2.1
Spectrum emission mask

The spectrum emission mask of the UE applies to frequencies (ΔfOOB) starting from the ( edge of the assigned NR channel bandwidth. For frequencies greater than (ΔfOOB) as specified in Table 6.6.2.1.1-1 the spurious requirements in subclause 6.6.3 are applicable.

6.6.2.1.1
Minimum requirement

The power of any UE emission shall not exceed the levels specified in Table 6.6.2.1.1-1 for the specified channel bandwidth.
Table 6.6.2.1.1-1: General NR spectrum emission mask for Range 2.
	ΔfOOB
(MHz)
	50
MHz
	100
MHz
	200
MHz
	400

MHz
	Measurement bandwidth

	( 0-5
	-5 
	-5
	-5
	-5
	1 MHz 

	( 5-10
	-13
	-5
	-5
	-5 
	1 MHz

	( 10-20
	-13
	-13
	-5
	-5 
	1 MHz

	( 20-40
	-13
	-13
	-13
	-5
	1 MHz

	( 40-100
	-13
	-13
	-13
	-13
	1 MHz

	( 100-200
	
	-13
	-13 
	-13 
	1 MHz

	( 200-400
	
	
	-13 
	-13 
	1 MHz

	( 400-800
	
	
	
	-13 
	1 MHz


---   <End of Change 2> ---

---   <Start of Change 3> ---

6.6.3
Spurious emissions

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emissions, intermodulation products and frequency conversion products, but exclude out of band emissions unless otherwise stated. The spurious emission limits are specified in terms of general requirements in line with SM.329 [5] and NR operating band requirement to address UE co-existence. Spurious emissions are measured as TRP.
To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

6.6.3.1
Minimum requirements

Unless otherwise stated, the spurious emission limits apply for the frequency ranges that are more than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth. The spurious emission limits in Table 6.6.3.1-2 apply for all transmitter band configurations (NRB) and channel bandwidths. 

NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.

Table 6.6.3.1-1: Boundary between NR out of band and spurious emission domain

	Channel bandwidth 
	50
MHz
	100
MHz
	200
MHz
	400

MHz

	OOB boundary FOOB (MHz)
	125
	250
	500
	1000


Table 6.6.3.1-2: Spurious emissions limits 

	Frequency Range
	Maximum Level
	Measurement bandwidth
	NOTE

	9 kHz ( f < 150 kHz
	-36 dBm
	1 kHz 
	

	150 kHz ( f < 30 MHz
	-36 dBm
	10 kHz 
	

	30 MHz ( f < 1000 MHz
	-36 dBm
	100 kHz
	

	1 GHz ( f < 12.75 GHz
	-30 dBm
	1 MHz
	

	12.75 GHz ≤ f < 2nd  harmonic of the upper frequency edge of the UL operating band in GHz
	-13 dBm
	1 MHz
	



---   <End of Change 3> ---

