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Introduction
A text proposal to specify the transmitter and receiver exclusion bands for the EMC test conditions (Section 4.4)  for TS 38.113 version  0.2.0 [1] is presented in this document.
Discussion
During the meeting in Dubrovnik, an initial text of TS 38.113 was approved. Considering this initial agreement and the skeleton approved for TS 38.113, we propose in this contribution a TP for TS 38.113 on Exclusion bands (Section 4.4).
Proposal 1: Agree on the TP to Section 4.4 in TS 38.113 (NR) transmitter and receiver exclusion bands (radiated immunity) attached to this contribution.
Conclusion
Based on the above discussion, it is proposed to agree on TP to Section 4.4 in TS 38.113 (NR) attached to this contribution.
References
[bookmark: _Hlk489447754]
Draft TS 38.113 3rd Generation Partnership Project; Technical Specification Group Radio Access Network; NR; Base Station (BS)  ElectroMagnetic Compatibility (EMC), v. 0.2.0

TP to the draft TS 38.113
In this section, TP to Section 4.4 in TS 38.113 [1] is proposed for approval.
------------------------------ Proposed Text ------------------------------

4.4	Exclusion bands
[bookmark: _Hlk494715706]4.4.1 Transmitter exclusion band

[bookmark: _Hlk494715590]For testing of radiated immunity there shall be no transmitter exclusion band.

4.4.2 Receiver exclusion band

[bookmark: _GoBack]The receiver exclusion band for Base Stations is the band of frequencies over which no tests of radiated immunity of a receiver are made. 

The exclusion band shall be calculated by using the following formulae:
For the lower edge of the exclusion band:
EXband(lower) = BandRX(lower) – ΔfOOB
and for the upper edge of the exclusion band:
EXband(upper) = BandRX(upper) + ΔfOOB


Where: 
BandRX(lower)  Lower edge, in terms of frequency, of the tuning range or allocated band of the receiver under
assessment
BandRX(upper) Upper edge, in terms of frequency, of the tuning range or allocated band of the receiver under
Assessment
ΔfOOB: out of band  boundary.

The value of BandRX(lower) and BandRX(upper) are defined according to TS 38.104[2] . 
The value of ΔfOOB is derived considering the width of the operating band, and according to values defined in TS 38.104[2]



------------------------------ End of proposed text ------------------------------

