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1. Introduction
In RAN4#AH-1801 meeting, further discussions were made on NR BS RF FRCs and a WF [1] captured the agreements was approved. Since RAN1 has agreed to apply 3dB DMRS power boosting when no data in DMRS symbols in RAN1#91 meeting. Email discussions on whether considering 3dB uplink DMRS power boosting in BS RF FRC simulations or not were made after RAN4#AH-1801 meeting. And it was proposed to consider 3dB DMRS power boosting in simulation assumptions.
In this contribution, we provide our simulation results for NR BS dynamic range based on simulation assumptions and FRCs TBS given in Table 1 and Table 2.
Table 1 Simulation assumptions for NR BS dynamic range
	Parameter 
	Value 

	Propagation
	AWGN 

	Modulation 
	16QAM

	MCS index
	16

	Target coding Rate
	658/1024


	DMRS power boosting
	3dB

	Symbol type 
	CP-OFDM 

	HARQ 
	None 

	#antenna 
	1 

	Channel estimation 
	practical 

	Receiver type
	MMSE

	CRC for TB 
	24bits for TB size > 3824
16bits for TB size ≤ 3824 

	CRC for CB 
	If more than 1 CB: 24bits 

	Criteria 
	SNR at 95% throughput 


Table 2 FRCs TBS for NR BS dynamic range
	FR
	FRC
	CBW(MHz)
	SCS(KHz)
	Allocated RBs(PRBs)
	TBS(bits)

	FR1
	G-FR1-A2-1
	5
	15
	25
	9224

	
	G-FR1-A2-2
	5
	30
	11
	4032

	
	G-FR1-A2-3
	10
	60
	11
	4032

	
	G-FR1-A2-4
	20
	15
	106
	38936

	
	G-FR1-A2-5
	20
	30
	51
	18960

	
	G-FR1-A2-6
	20
	60
	24
	8968


2. Evaluation
The SNR simulation results for each FRCs are shown in Figure1 and the corresponding SNR at 95% maximum throughput is summarised in Table3. 
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Figure1. SNR simulation results for FR1 dynamic range requirements
Table3. Summary of NR BS dynamic range SNR
	FR
	FRC
	TBS(bits)
	SNR value at 95% maximum throughput(dB)
(with 3dB DMRS power boosting)

	FR1
	G-FR1-A2-1
	9224
	9.12

	
	G-FR1-A2-2
	4032
	9.03

	
	G-FR1-A2-3
	4032
	9.03

	
	G-FR1-A2-4
	38936
	8.99

	
	G-FR1-A2-5
	18960
	9.16

	
	G-FR1-A2-6
	8968
	9.28


3. Conclusion

In this paper, we provide our simulation results for NR BS dynamic range for FR1 based on the simulation assumptions. 
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