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Introduction
During TSG RAN#77, new work item for up to 4UL CA with Band 41 and Band 42 was approved [1].  TR number for this work item was assigned as TR36.715-04-04 and ver 0.0.2 of draft TR skeleton was approved in RAN4#85 [2].  This contribution intends to capture release independent aspect for UL CA more than 2CCs into TR.
Proposal
It is proposed to approve TP described in section 4.  Features included in TR36.715-04-04 should be handled as release independent from Rel-11.

Reference
· [1]	RP-172030, “New WID on LTE Advanced Inter-band Carrier Aggregation (4DL/4UL) of Band 41C and Band 42C”, KDDI, et al.
· [2] R4-1712376, “draft TR36.715-04-04 ver.0.0.2”, KDDI Corporation
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<Start of TP>
6.5.2	Release independent aspects
For UEs which support features included in this TR, release independent manner as specified in TS36.307 [X] can apply.  

TSG-RAN has agreed for certain features (see the following clauses) to introduce them in a "release independent way".  This means for each feature:
· it is "introduced" in a release N, i.e. TS 36.101 [X] and TS 36.133 [X] of release N define certain UE requirements for this feature; the feature is indicated in the tables of the following clauses;
· it is "release independent" starting from a release M (M<N); M for the given feature is provided in the tables of the following sentences;
· UEs supporting this feature have to fulfill additional requirements in release M or higher which are specified in one or more Annexes of TS 36.307 of release N; 

Requirements for a Rel-15 UE for additional E-UTRA CA configurations compared to TS 36.101 Rel-15 [X] can be found in Table 6.5.2-1 and 6.5.2-2.
Table 6.5.2-1: Intra-band contiguous CA configurations
	Feature
	DL/UL
	CA BW Class
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 36.307 of the REL in which the CA configuration was introduced)

	Intra-band contiguous CA configurations
	DL
	B
	FDD
	Rel-10
	Table B.2.2-1, Table B.3.2-1, Table B.4.2-1

	
	
	C
	FDD, TDD
	Rel-10
	Table B.2.2-1, Table B.3.2-1, Table B.4.2-1

	
	
	D
	TDD
	Rel-10
	Table B.2.2-1, Table B.3.2-1, Table B.4.2-1

	
	
	E
	TDD
	Rel-11
	Table B.2.2-1, Table B.3.2-1, Table B.4.2-1

	
	
	F
	TDD
	Rel-12
	Table B.2.2-1, Table B.3.2-1, Table B.4.2-1

	
	UL
	B
	FDD
	Rel-10
	Table B.2.2-1, Table B.3.2-1, Table B.4.2-1

	
	
	C
	FDD, TDD
	Rel-10
	Table B.2.2-1, Table B.3.2-1, Table B.4.2-1

	NOTE1:	The duplex mode "FDD, TDD" refers to a CA configuration composed by only FDD bands or only TDD bands, respectively.



Table 6.5.2-2: Inter-band CA configurations
	Feature
	DL/UL
	number of bands
	CA BW Classes
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 36.307 of the REL in which the CA configuration was introduced)

	Inter-band CA configurations
	DL
	2
	A, B, C
	FDD, TDD
	Rel-10
	Table B.2.4-1, Table B.3.2-1, Table B.4.3-1 or Table B.4.4-1

	
	
	
	D
	FDD, TDD
	Rel-11
	Table B.2.4-1, Table B.3.2-1, Table B.4.3-1 or Table B.4.4-1

	
	
	
	A, B, C, D
	FDD and TDD
	Rel-12
	Table B.2.4-1, Table B.3.2-1, Table B.4.3-1 or Table B.4.4-1

	
	
	3
	A
	FDD, TDD
	Rel-10
	Table B.2.4-1, Table B.3.2-1, Table B.4.3-1 or Table B.4.4-1

	
	
	
	B, C
	FDD, TDD
	Rel-11
	Table B.2.4-1, Table B.3.2-1, Table B.4.3-1 or Table B.4.4-1

	
	
	
	A
	FDD and TDD
	Rel-12
	Table B.2.4-1, Table B.3.2-1, Table B.4.3-1 or Table B.4.4-1

	
	
	4
	A, C
	FDD, TDD
	Rel-11
	Table B.2.4-1, Table B.3.2-1, Table B.4.3-1 or Table B.4.4-1

	
	
	
	
	FDD and TDD
	Rel-12
	Table B.2.4-1, Table B.3.2-1, Table B.4.3-1 or Table B.4.4-1

	
	
	5
	A
	FDD, TDD
	Rel-12
	Table B.2.4-1, Table B.3.2-1, Table B.4.3-1 or Table B.4.4-1

	
	
	
	
	FDD and TDD
	Rel-12
	Table B.2.4-1, Table B.3.2-1, Table B.4.3-1 or Table B.4.4-1

	
	UL
	2
	A, C
	FDD, TDD
	Rel-11
	Table B.2.4-1, Table B.3.2-1, Table B.4.3-1 or Table B.4.4-1

	
	
	
	A
	FDD and TDD
	Rel-12
	Table B.2.4-1, Table B.3.2-1, Table B.4.3-1 or Table B.4.4-1

	NOTE1:	The duplex mode "FDD, TDD" refers to a CA configuration composed by only FDD bands or only TDD bands, respectively. The duplex mode "FDD and TDD" refers to a CA configuration including both FDD and TDD bands.
NOTE2:	CA configurations involving downlink only operation in Band 46 is release independent from Rel-13 onwards (LAA was introduced in Rel-13).



According to Table 6.5.2-1, UL intra-band contiguous CA configurations with CA BW class C is release independent from Rel-10.  Similarly, from Table 6.5.2-2, inter-band UL CA configurations with CA BW class A is release independent from Rel-11.  Hence, all of features reported in this TR can be release independent from Rel-11.



<End of TP>

