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1. Introduction
RAN1 recently has corrected the precoding design for eFD-MIMO semi-open loop rank-1 transmission to remove the unintended 3dB TPR penalty compared to the legacy SFBC transmission [1][2]. This paper presents the simulation result based on the revised RAN1 design.

2. Simulation Result
Figure 1 shows the FDD/TDD simulation result for semi-open loop rank-1 transmission under the old and new TPR values based on the same test parameter as implemented in the test case 8.3.1.4 and 8.3.2.5 in [3].
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Figure 1. Throughput comparison of the semi-open loop rank1-transmission with TPR of 0dB (new, [1][2]) and -3dB (old): FDD (left), TDD (right)
Observation 1. Under the revised TPR for semi-open loop rank-1 transmission in [1][2], 70% of the maximum throughput can be achieved at -1.1dB in FDD, and -1.4dB in TDD without implementation margin. 

3. Conclusions

In this paper, we presented the simulation result for semi-open loop rank-1 transmission based on the revised RAN1 design [1][2]. Observation and proposal in this paper is summarized as follows:

Observation 1. Under the revised TPR for semi-open loop rank-1 transmission in [1][2], 70% of the maximum throughput can be achieved at -1.1dB in FDD, and -1.4dB in TDD without implementation margin. 
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