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1 Introduction

This contribution provides protected bands for DC combinations of LTE bands 11, 18, 26, 41 and NR bands n77, n78, n79, n257.
Text Proposal
<Start of TP>
----- Unchanged sections omitted -----
6.7
DC_11A-n77A

6.7.3
Co-existence studies
Table 6.7.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.7.3-3: Protected bands for the dual connectivity configuration

	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_11A-n77A
	E-UTRA Band 1, 3, 18, 19, 28, 34, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5 
	- 
	1915.7 
	-41
	0.3
	PHS

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	
	NR Band n257
	26500
	-
	29500
	[-5]
	100
	


6.8
DC_11A-n78A

6.8.3
Co-existence studies
Table 6.8.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.8.3-3: Protected bands for the dual connectivity configuration

	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_11A-n78A
	E-UTRA Band 1, 3, 18, 19, 28, 34, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5 
	- 
	1915.7 
	-41
	0.3
	PHS

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	
	NR Band n257
	26500
	-
	29500
	[-5]
	100
	


6.9
DC_11A-n79A

6.9.3
Co-existence studies
Table 6.9.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.9.3-3: Protected bands for the dual connectivity configuration

	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_11A-n79A
	E-UTRA Band 1, 3, 18, 19, 28, 34, 42, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5 
	- 
	1915.7 
	-41
	0.3
	PHS

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	
	NR Band n257
	26500
	-
	29500
	[-5]
	100
	


6.10
DC_11A-n257A

6.10.3
Co-existence studies
Table 6.10.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.10.3-3: Protected bands for the dual connectivity configuration

	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_11A-n257A
	E-UTRA Band 1, 3, 18, 19, 28, 34, 42, 65, n77, n78, n79
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5 
	- 
	1915.7 
	-41
	0.3
	PHS

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	


6.11
DC_18A-n77A

6.11.3
Co-existence studies
Table 6.11.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.11.3-3: Protected bands for the dual connectivity configuration

	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_18A-n77A
	E-UTRA Band 1, 3, 11, 21, 28, 34, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5 
	- 
	1915.7 
	-41
	0.3
	PHS

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	
	NR Band n257
	26500
	-
	29500
	[-5]
	100
	


6.12
DC_18A-n78A

6.12.3
Co-existence studies
Table 6.12.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.12.3-3: Protected bands for the dual connectivity configuration

	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_18A-n78A
	E-UTRA Band 1, 3, 11, 21, 28, 34, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5 
	- 
	1915.7 
	-41
	0.3
	PHS

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	
	NR Band n257
	26500
	-
	29500
	[-5]
	100
	


6.13
DC_18A-n79A

6.13.3
Co-existence studies
Table 6.13.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.13.3-3: Protected bands for the dual connectivity configuration

	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_18A-n79A
	E-UTRA Band 1, 3, 11, 21, 28, 34, 42, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5 
	- 
	1915.7 
	-41
	0.3
	PHS

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	
	NR Band n257
	26500
	-
	29500
	[-5]
	100
	


6.14
DC_18A-n257A

6.14.3
Co-existence studies
Table 6.14.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.14.3-3: Protected bands for the dual connectivity configuration

	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_18A-n257A
	E-UTRA Band 1, 3, 11, 21, 28, 34, 42, 65, n77, n78, n79
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5 
	- 
	1915.7 
	-41
	0.3
	PHS

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	


6.21
DC_26A-n77A 
6.21.3
Co-existence studies
Table 6.21.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.21.3-3: Protected bands for the dual connectivity configuration

	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_26A-n77A
	E-UTRA Band 1, 3, 11, 21, 28, 34, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5 
	- 
	1915.7 
	-41
	0.3
	PHS

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	
	NR Band n257
	26500
	-
	29500
	[-5]
	100
	


6.22
DC_26A-n78A

6.22.3
Co-existence studies
Table 6.22.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.22.3-3: Protected bands for the dual connectivity configuration

	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_26A-n78A
	E-UTRA Band 1, 3, 11, 21, 28, 34, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5 
	- 
	1915.7 
	-41
	0.3
	PHS

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	
	NR Band n257
	26500
	-
	29500
	[-5]
	100
	


6.23
DC_26A-n79A

6.23.3
Co-existence studies
Table 6.23.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.23.3-3: Protected bands for the dual connectivity configuration

	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_26A-n79A
	E-UTRA Band 1, 3, 11, 21, 28, 34, 42, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5 
	- 
	1915.7 
	-41
	0.3
	PHS

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	
	NR Band n257
	26500
	-
	29500
	[-5]
	100
	


6.24
DC_26A-n257A

6.24.3
Co-existence studies
Table 6.24.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.24.3-3: Protected bands for the dual connectivity configuration

	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_26A-n257A
	E-UTRA Band 1, 3, 11, 21, 28, 34, 42, 65, n77, n78, n79
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5 
	- 
	1915.7 
	-41
	0.3
	PHS

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	


6.28
DC_41A-n257A

6.28.3
Co-existence studies
Table 6.28.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.28.3-3: Protected bands for the dual connectivity configuration

	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_41A-n257A
	E-UTRA Band 1, 3, 5, 8, 9, 11, 18, 19, 21,  26, 28, 33, 34, 39, 40, 44, 45, 50, 51, 65, 74
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1839.9
	
	1879.9
	-50
	1
	

	
	Frequency range
	1884.5
	
	1915.7
	-41
	0.3
	PHS


----- Unchanged sections omitted -----
<End of TP>
