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1
Introduction
This document is a text proposal to TR 36.761 Symbol section
2
Text proposal

<<< Start of TP>>>
3.2
Symbols

For the purposes of the present document, the following symbols apply:

BW
Bandwidth
BWChannel
Channel bandwidth (for E-UTRA) 

BWConfig
Transmission bandwidth configuration (for E-UTRA), expressed in MHz, where BWConfig = NRB x 180 kHz in the uplink and BWConfig = 15 kHz + NRB x 180 kHz in the downlink.
(f
Separation between the channel edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency

(fmax 
The largest value of (f used for defining the requirement

FC
Carrier centre frequency
FDL_low
The lowest frequency of the downlink operating band

FDL_high
The highest frequency of the downlink operating band

FUL_low
The lowest frequency of the uplink operating band

FUL_high
The highest frequency of the uplink operating band

f_offset 
Separation between the channel edge frequency and the centre of the measuring filter
FOOB
The boundary between the E-UTRA out of band emission and spurious emission domains.

f_offsetmax 
The maximum value of f_offset used for defining the requirement

NDL 
Downlink EARFCN

NOffs-DL 
Offset used for calculating downlink EARFCN

NOffs-UL 
Offset used for calculating uplink EARFCN 

NUL 
Uplink EARFCN

PREFSENS
Reference Sensitivity power level

NRB
Transmission bandwidth configuration, expressed in units of resource blocks 

LCRB
Transmission bandwidth which represents the length of a contiguous resource block allocation expressed in units of resources blocks

<<< end of TP>>>
