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1 Overall Description:
RAN4 would like to thank RAN2 for their LS in R2-1801658 entitled “LS on NR Idle Mode Measurements”. Based on the current understanding, RAN4 response the questions asked by RAN2 as below.
[Question 1] RAN2 would like to ask RAN1 and RAN4 if there have been any requirements introduced for the derivation of cell quality measurements in NR Idle/Inactive mode (e.g. the minimum number of samples to be considered).

[Answer 1]: Yes. The requirements of cell quality measurements for NR idle/inactive mode will be specified in TS38.133.
[Question 2] RAN2 would like to ask RAN1 and RAN4 what an appropriate minimum value for NR would be to substitute for the “-110dBm” used in E-UTRAN for PLMN selection criteria. 

[Answer 2]: “-110dBm” used in E-UTRAN for PLMN selection criteria can be reused for NR. 
 [Question 3]RAN2 would like to ask RAN4 whether a Pcompensation type parameter(s) is also needed in S-criteria for NR as in LTE and if there are any additional use cases and how it is applicable, e.g. for SUL. 
[Answer 3]: Pcompensation type parameter(s) shall be applicable for NR in cell selection S-criteria. And the compensation shall be considered for SUL use case.
2 Actions:
RAN4 respectfully asks RAN2 to take the above answer into consideration in their future work.
3 Date of Next TSG-RAN WG4 Meeting:
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