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-- Start of Change 1 ---
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [11] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [11].

Active DL BWP: Active DL bandwidth part as defined in TS 38.213 [3].

DL BWP: DL bandwidth part as defined in TS 38.213 [3].
EN-DC: E-UTRA-NR Dual Connectivity as defined in TS 37.340 [17, Section 4.1.2].

en-gNB: As defined in TS 37.340 [17].
FR1: Frequency range 1 as defined in TS 38.104 [13, Section 5.1].
FR2: Frequency range 2 as defined in TS 38.104 [13, Section 5.1].
gNB: as defined in in TS 38.300 [10].
Master Cell Group: As defined in TS 38.331 [2].

ng-eNB: As defined in TS 38.300 [10].
NSA operation mode: EN-DC operation mode, where the UE is configured at least with PSCell and E-UTRA PCell.
Primary Cell: As defined in TS 38.331 [2].

RLM-RS resource: A resource out of the set of resources configured for RLM by higher layer parameter RLM-RS-List [2] as defined in TS 38.213 [3].

SA operation mode: Operation mode when the UE is configured with at least PCell.
Secondary Cell: As defined in TS 38.331 [2].

Secondary Cell Group: As defined in TS 38.331 [2].

Serving Cell: As defined in TS 38.331 [2].

SMTC: An SSB-based measurement timing configuration configured by SSB-MeasurementTimingConfiguration as specified in TS 38.331 [2].
SSB: SS/PBCH block as defined in TS 38.211 [6, section 7.8.3].
Timing Advance Group: As defined in TS 38.331 [2]. 

-- End of Change 1 ---
-- Start of Change 2 ---
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [11] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [11].

BWP
Bandwidth Part

CA
Carrier Aggregation
CC
Component Carrier

CP
Cyclic Prefix

CSI
Channel-State Information

CSI-RS
CSI Reference Signal

DC
Dual Connectivity

DL
Downlink

DMRS
Demodulation Reference Signal

DRX
Discontinuous Reception

E-UTRA
Evolved UTRA

E-UTRAN
Evolved UTRAN

EN-DC
E-UTRA-NR Dual Connectivity

FDD
Frequency Division Duplex

FR
Frequency Range

HARQ
Hybrid Automatic Repeat Request

HO
Handover

MAC 
Medium Access Control 

MCG
Master Cell Group

MGL
Measurement Gap Length

MGRP
Measurement Gap Repetition Period

MIB
Master Information Block

NG-RAN
NG Radio Access Network

NR
New Radio

NSA
Non-Standalone operation mode
OFDM
Orthogonal Frequency Division Multiplexing

OFDMA
Orthogonal Frequency Division Multiple Access

PBCH
Physical Broadcast Channel

PCell
Primary Cell

PLMN
Public Land Mobile Network

PRACH
Physical RACH

PSCell
Primary SCell

PSS
Primary Synchronization Signal

PUCCH
Physical Uplink Control Channel

PUSCH
Physical Uplink Shared Channel

RACH
Random Access Channel

RAT
Radio Access Technology

RLM
Radio Link Monitoring

RLM-RS
Reference Signal for RLM

RRC
Radio Resource Control

RRM
Radio Resource Management

RSSI
Received Signal Strength Indicator

SA
Standalone operation mode

SCell
Secondary Cell 

SCG
Secondary Cell Group

SCS
Subcarrier Spacing

SFN
System Frame Number

SI
System Information

SIB
System Information Block

SMTC
SSB-based Measurement Timing configuration

SRS
Sounding Reference Signal

SS
Synchronization Signal

SS-RSRP
Synchronization Signal based Reference Signal Received Power

SS-RSRQ
Synchronization Signal based Reference Signal Received Quality

SS-SINR
Synchronization Signal based Signal to Noise and Interference Ratio

SSB
Synchronization Signal Block

SSS
Secondary Synchronization Signal

TA
Timing Advance

TAG
Timing Advance Group

TDD
Time Division Duplex

TTI
Transmission Time Interval

UE
User Equipment

UL
Uplink

-- End of Change 2 ---
