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1
Introduction
This contribution updates text proposal for TR 37.863-02-01 for the DC band combination of LTE band 1A-3A + NR Band n28, including:

· MSD requirements, reusing values specified in LTE 

2
Text proposal
<< Start of TP for TR 37.863-02-01>>
6.42  DC_1A-3A_n28
<< Unchanged sections omitted >>

6.42.5
MSD
Table 6.X.5-1 lists the MSD required for the dual connectivity configuration for the cases where IMD interference falls into the own 3rd Rx frequency band, reusing values specified in LTE for CA_1A-3A-28A.

The MSD related to 3rd harmonic of Band n28 has already been discussed and specified in the constituent fallback mode. 

Table 6.42.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC

Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_1A-3A_n28A
	1
	1975
	5
	25
	2165
	N/A
	FDD
	N/A

	
	n28
	710.5
	5
	25
	765.5
	N/A
	FDD
	N/A

	
	3
	1723.5
	5
	25
	1818.5
	4.0
	FDD
	IMD5

	DC_1A-3A_n28A
	3
	1780
	5
	25
	1875
	N/A
	FDD
	N/A

	
	n28
	710.5
	5
	25
	765.5
	N/A
	FDD
	N/A

	
	1
	1949
	5
	25
	2139
	11.0
	FDD
	IMD4


<< End of TP >>
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