3GPP TSG-RAN4 Meeting #86bis	R4-1805150
[bookmark: _GoBack]Mellboume, Australia, 16 – 20 Apr 2018
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	38.133
	CR
	
	rev
	
	Current version:
	15.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	CR for 38.133 update chapter title of idle and inactive mode.

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	RAN WG4

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-04-06

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)

	
	

	Reason for change:
	Update section title and structure of idle and inactive mode

	
	

	Summary of change:
	Remove SA in chapter title, and add declaration below title. Combine E-UTRA FDD and TDD measurement to E-UTRA measurement
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[bookmark: _Toc507712446]<< Start of changes 1>>
4	SA: RRC_IDLE state mobility
The requirements in this clause are applicable to stand-alone NR.
<< End of changes 1>>


<< Start of changes 2>>
[bookmark: _Toc503256040]5	SA: RRC_INACTIVE state mobility
The requirements in this clause are applicable to stand-alone NR.
<< End of changes 2>>

<< Start of changes 3>>

[bookmark: _Toc503256048]5.1.2.5	Measurements of inter-RAT E-UTRAN FDD cells

[bookmark: _Toc503256049]5.1.2.6	Measurements of inter-RAT E-UTRAN TDD cells

[bookmark: _Toc503256050]5.2	RRC_INACTIVE Mobility Control
Editor’s note: intended to capture requirements which applies for the transition between INACTIVE and IDLE state. This section might be removed if unnecessary.
<< End of changes 3>>


