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1. Introduction

The following test case list is needed to support flexible duplex mode 3DL/4DL/5DL tests as indicated in R4-1805559 to RAN5:

	RAN4 thanks RAN5 for their liaison statement in R4-1803621. RAN4 discussed the LS and agreed that:

· RAN4 needs to find a solution to improve test coverage of 3DL,4DL, 5DL tests
· Generic RRM tests for 3DL, 4DL and 5DL are developed where only the duplex mode of the PCell is fixed 

It is expected that interested companies will contribute CRs in RAN4 to introduce the corresponding generic RRM tests to 36.133 annex A in the coming meetings.




2. Test case list

	CA DL
	Ttle
	Volunteer Company
	Existing non genric  FDD-TDD / TDD-FDD tests
	New section

	3
	3 DL CA Event Triggered Reporting under Deactivated SCells in Non-DRX with generic duplex modes
	Ericsson
	A.8.16.27, A.8.16.28
	A.8.16.83

	3
	3 DL CA Event Triggered Reporting on Deactivated SCell with PCell and SCell Interruptions in Non-DRX with generic duplex modes
	Ericsson
	A.8.16.31, A.8.16.32
	A.8.16.84

	3
	3 DL CA Activation and Deactivation of Known SCell in Non-DRX with generic duplex modes
	R&S
	A.16.1.35, A.1.16.36
	A.8.16.85

	3
	3 DL CA Activation and Deactivation of Unnown SCell in Non-DRX with generic duplex modes
	R&S
	A.16.1.39, A.1.16.40
	A.8.16.86

	3
	3 DL RSRP for E-UTRAN in Carrier Aggregation with generic duplex modes
	Docomo
	A.9.1.37, A.9.1.38
	A.9.1.68

	3
	3 DL RSRQ for E-UTRAN in Carrier Aggregation with generic duplex modes
	Docomo
	A.9.2.38, A.9.2.39
	A.9.2.55

	4
	4 DL CA Event Triggered Reporting under Deactivated SCells in Non-DRX with generic duplex modes
	Ericsson
	A.8.16.53, A.8.16.54
	A.8.16.87

	4
	4 DL CA Event Triggered Reporting on Deactivated SCell with PCell and SCell Interruptions in Non-DRX with generic duplex modes
	Ericsson
	A.8.16.79, A.8.16.80
	A.8.16.88

	4
	4 DL CA Activation and Deactivation of Known SCell in Non-DRX with generic duplex modes
	R&S
	A.8.16.59, A.8.16.60
	A.8.16.89

	4
	4 DL CA Activation and Deactivation of Unknown SCell in Non-DRX with generic duplex modes
	R&S
	A.8.16.63, A.8.16.64
	A.8.16.90

	4
	4 DL RSRP for E-UTRAN in Carrier Aggregation with generic duplex modes
	Docomo
	A.9.1.44, A.9.1.45
	A.9.1.69

	4
	4 DL RSRQ for E-UTRAN in Carrier Aggregation with generic duplex modes
	Docomo
	A.9.2.45, A.9.2.45
	A.9.2.56

	5
	5 DL CA Event Triggered Reporting under Deactivated SCells in Non-DRX with generic duplex modes
	Ericsson
	A.8.16.65, A.8.16.66
	A.8.16.91

	5
	5 DL CA Event Triggered Reporting on Deactivated SCell with PCell and SCell Interruptions in Non-DRX with generic duplex modes
	Ericsson
	A.8.16.81, A.8.16.82
	A.8.16.92

	5
	5 DL CA Activation and Deactivation of Known SCell in Non-DRX with generic duplex modes
	R&S
	A.8.16.75 A.8.16.76
	A.8.16.93

	5
	5 DL CA Activation and Deactivation of Unknown SCell in Non-DRX with generic duplex modes
	R&S
	A.8.16.67, A.8.16.68
	A.8.16.94

	5
	5 DL RSRP for E-UTRAN in Carrier Aggregation with generic duplex modes
	Docomo
	A.9.1.48, A.9.1.49
	A.9.1.70

	5
	5 DL RSRQ for E-UTRAN in Carrier Aggregation with generic duplex modes
	Docomo
	A.9.2.47, A.9.2.48
	A.9.2.57


