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1. Overall Description:

RAN4 thanks RAN5 for the LS on the applicable requirements of the Power Class 2 capable UE and related clarification questions in R5-1802022 for seeking confirmation by RAN4. RAN4 has discussed the questions in the LS and would like to provide the conclusions as follows:

Question 1: Whether the understanding about the “power class 2 capable UE operating on B41” above is right?
· The “power class 2 only capable UE operating on Band 41” 

· The “default power class 2 and also power class 3 capable UE operating on Band 41”

· The “default power class 3 and also power class 2 capable UE operating on Band 41”

Answer 1: From RAN4 perspective, it seems that only one option “default power class 3 and also power class 2 capable UE operating on Band 41” for PC2 UE. Power class 2 capable UEs in certain situations need to meet the requirements for power class 3.           
Question 2: Whether LTE PC2 Band 41 UE on the situation of setting IE P-max as “NULL” and “26” and “27” and any other value bigger than 26, the corresponding requirements for a power class 2 UE shall apply.
Answer 2: Yes. For a power class 2 capable UE operating on Band 41, only when the value of IE P-max is 23 dBm or lower or if the uplink/downlink configuration is 0 or 6, the corresponding requirements for a power class 3 UE shall apply. Otherwise, including the situation of setting IE P-max as “NULL” and “26” and “27” and any other value bigger than 26, the corresponding requirements for a power class 2 UE shall apply.
          
Question 3: RAN5 respectfully asks RAN4 to provide clarifications on the applicable requirements of the power class 2 capable UE operating on NR bands.
Answer 3:   RAN4 has defined the applicable requirements of the power class 2 capable UE operating on NR bands in RAN4#87, and concluded that: 
For a power class 2 capable UE operating on n41, n77, n78 and n79, when an IE P-max as defined in TS 38.331 [7] of 23 dBm or lower is indicated in the cell or if the percentage of uplink transmission time scheduled by the network in 10ms is larger than maxUplinkDutyCycle as defined in TS 38.331 [7], the requirements for power class 2 are not applicable, and the corresponding requirements for a power class 3 UE shall apply.

2. Actions:

To RAN5
ACTION: 
RAN4 respectfully asks RAN5 to take the above information into consideration on the applicable requirements of the Power Class 2 capable UE.
3. Date of Next RAN4 Meetings:
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