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1
Introduction
This contribution provides text proposal for TR 37.864-41-21 for the DC band combination of DC_20A_n28A-n78A, including:

· operating bands and channel bandwidths 

· co-existence studies

· delta TIB, delta RIB, and MSD values
2
Text proposal
<< Start of TP for TR 37.864-41-21>>
6.X  DC_20A_n28A-n78A
6.X.1
Operating bands for DC
Table 6.X.1-1: DC band combination of LTE 1DL/1UL + inter-band NR 2DL/1UL
	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_20A_n28A-n78A1
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	FDD

	
	n28
	703 MHz 
	–
	748 MHz
	758 MHz 
	–
	803 MHz
	

	
	n78
	3300 MHz 
	–
	3800 MHz
	3300 MHz 
	–
	3800 MHz
	TDD

	Note 1: The frequency range in band 28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.


6.X.2
Channel bandwidths per operating band for CA 
Table 6.X.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + inter-band NR 2DL/1UL
	
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing
(kHz)
	5 MHz
	10 MHz
	15 MHz
	20
MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	DC_20A_n28A-n78A
	20
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	140
	0

	
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	


6.X.3
Co-existence studies

The harmonic and IMD products caused by DC_20A_n28A-n78A and protected bands follow from those derived for the constituent fallback modes. The summary of self-interference issues are provided in TR 37.864-41-21, Table 5.2-1.

6.X.4
∆TIB and ∆RIB values
For DC_20A_n28A-n78A, the (TIB,c and (RIB values are given in the tables below.

Table 6.X.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_20A_n28A-n78A
	20
	0.6

	
	n28
	0.6

	
	n78
	0.8


Table 6.X.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_20A_n28A-n78A
	20
	0.2

	
	n28
	0.2

	
	n78
	0.5


6.X.5
MSD
MSD requirements for DC_20A_n28A-n78A for all uplink cases where IMD interferences fall into the own 3rd Rx frequency band have been discussed and specified in TR 37.864-41-21, Table 5.2-1 and proposed MSD requirements in Table 5.2-5. 

<< End of TP >>
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