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---Start of changes---

5.2A.2
Inter-band CA

NR inter-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.2-1, where all operating bands are within FR1.

Table 5.2A.2-1: Inter-band CA operating bands involving FR1 (two bands)

	NR CA Band
	NR Band

(Table 5.2-1)

	CA_n3A-n77A
	n3, n77

	CA_n3A-n78A
	n3, n78

	CA_n3A-n79A
	n3, n79

	CA_n8A-n78A
	n8, n78

	CA_n8A-n79A
	n8, n79

	CA_n28A-n78A
	n28, n78

	CA_n41A-n78A
	n41, n78

	CA_n75A-n78A
	n75, n78

	CA n76A-n78A
	n76, n78

	CA_n77A-n79A
	n77, n79

	CA_n78A-n79A
	n78, n79

	
	


---Text omitted---

6.2A.4.2.1
Inter-band CA FR1

ΔTIB,c for NR CA For the UE which supports inter-band NR CA configuration, ΔTIB,c in Tables below applies. Unless otherwise stated, ΔTIB,c is set to zero.

Table 6.2A.4.2-1: ΔTIB,c due to NR CA (two bands) 

	Inter-band CA configuration
	NR Band
	ΔTIB,c [dB]

	CA_n3-n77
	n3
	0.6

	
	n77
	0.8

	CA_n3-n78
	n3
	0.6

	
	n78
	0.8

	CA_n3-n79
	n3
	0.3

	
	n79
	0.8

	CA_n8-n78
	n8
	0.6

	
	n78
	0.8

	CA_n8-n79
	n8
	0.3

	
	n79
	0.8

	CA_n28-n78
	n28
	0.5

	
	n78
	0.8

	CA_n41-n781
	n41
	0.3

	
	n78
	0.8

	CA_n75-n78
	n78
	0.8

	CA_n76-n78
	n78
	0.8

	CA_n78-n79
	n78
	0.5

	
	n79
	0.5

	NOTE 1: Synchronization of sub-frame and Tx-Rx timing is assumed.


---Text omitted---

7.3A.3.2.1
ΔRIB,c for two bands

Table 7.3A.3.2.1-1: ΔRIB,c due to CA (two bands)

	Inter-band CA configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_n3-n77
	n3
	0.2

	
	n77
	0.5

	CA_n3-n78
	n3
	0.2

	
	n78
	0.5

	CA_n3-n79
	n79
	0.5

	CA_n8-n78
	n8
	0.2

	
	n78
	0.5

	CA_n8-n79
	n79
	0.5

	CA_n28-n78
	n28
	0.2

	
	n78
	0.5

	CA_n41A-n78A
	n78
	0.5

	CA_n75A-n78A
	n78
	0.5

	CA_n76A-n78A
	n78
	0.5

	CA_n41A-n78A1
	n78
	0.5

	NOTE 1: Synchronization of sub-frame and Tx-Rx timing is assumed.


7.3A.3.2.2
ΔRIB,c  for three bands

Table 7.3A.3.2.2-1: ΔRIB,c due to CA (three bands)

	Inter-band CA configuration
	E-UTRA Band
	ΔRIB,c [dB]

	
	
	

	
	
	

	
	
	


7.3A.4
Reference sensitivity exceptions due to UL harmonic interference for CA
Sensitivity degradation is allowed for a band in frequency range 1 if it is impacted by UL harmonic interference from another band in frequency range 1 of the same CA configuration. Reference sensitivity exceptions are specified in Table 7.3A.4-1 with uplink configuration specified in Table 7.3A.4-2.
Table 7.3A.4-1: Reference sensitivity exceptions due to UL harmonic for NR CA FR1
	
	MSD due to harmonic exception for the DL band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	100 MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	n3
	n771,2
	
	23.9 
	22.1 
	20.9 
	
	
	17.9
	16.9
	16.1
	
	

	
	n773
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	

	n3
	n781,2
	
	23.9 
	22.1 
	20.9 
	
	
	17.9
	16.9
	16.1
	
	

	
	n783
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	

	n8
	n781,2
	
	10.8
	9.1
	8
	
	
	3.5
	2.3
	1.4
	
	

	n8
	n791,2
	
	
	
	
	
	
	[6.8]
	6.2
	[5.6]
	4.9
	4.4

	n28
	n781,2
	
	[10.4]
	[8.9]
	[7.8]
	
	
	[4.7]
	[3.7]
	[3]
	[1.7]
	[0.7]

	NOTE 1:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.
NOTE 2:
The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that 
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NOTE 3:
The requirements are only applicable to channel bandwidths with a carrier frequency at 
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are the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.


Table 7.3A.4-2: Uplink configuration for reference sensitivity exceptions due to UL harmonic interference for NR CA, FR1 

	
	NR Band / Channel bandwidth of the high band

	UL band
	DL band
	5 MHz


	10 MHz


	15 MHz


	20 MHz


	25 MHz
	30 MHz
	40 MHz


	50 MHz


	60 MHz


	80 MHz


	100 MHz



	n3
	n77
	
	26
	39
	53
	
	
	106
	133
	160
	
	

	n3
	n78
	
	26
	39
	53
	
	
	106
	133
	160
	
	

	n8
	n78
	
	16
	25
	25
	
	
	25
	25
	25
	25
	25

	n8
	n79
	
	
	
	
	
	
	25
	25
	25
	25
	25

	n28
	n78
	5
	10
	15
	20
	
	
	
	
	
	
	


For unsynchronized operation, Rx de-sensing in one band will be caused by another band due to lack of isolation in the band filters. Reference sensitivity exceptions for cross band are specified in Table 7.3A.4-3 with uplink configuration specified in Table 7.3A.4-4.
Table 7.3A.4-3: MSD for the CA configuration for asynchronous operation and cross band
	Channel bandwidth

	NR CA Configuration
	NR band
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	100
MHz
	Duplex mode

	CA_n41-n78
	n41
	
	-90.3
	-88.5
	-87.3
	-84.1
	-83.1
	
	
	
	TDD

	
	
	
	
	
	
	
	
	
	
	
	


Table 7.3A.4-3a: Uplink configuration for reference sensitivity exceptions due to cross band isolation for EN-DC
	NR Band / Channel bandwidth of the high band

	UL band
	DL band
	SCS (kHz)
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	100 MHz

	n78
	n41
	30
	N/A
	273
	273
	273
	N/A
	N/A
	273
	273
	273
	273
	273



	

	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	




Table 7.3A.4-4: Reference sensitivity exceptions due to harmonic mixing for EN-DC in NR FR1

	UL band
	DL band
	5 MHz

(dB)
	10 MHz

(dB)
	15 MHz

(dB)
	20 MHz

(dB)
	25 MHz

(dB)
	40 MHz

(dB)
	50 MHz

(dB)
	60 MHz

(dB)
	80 MHz

(dB)
	100 MHz

(dB)

	n41
	n781
	N/A
	8.3
	8.0
	6.9
	N/A
	3.9
	3
	2.3
	1.2
	0.4

	n78
	n412
	N/A
	10.4
	10.4
	10.4
	N/A
	7.2
	6.2
	5.5
	4.5
	4.5

	NOTE 1:
The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that 
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 the channel bandwidth configured in the lower band.
NOTE 2:
The requirements should be verified for UL EARFCN of the aggressor (high) band (superscript HB) such that 
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 the channel bandwidth configured in the higher band.


Table 7.3A.4-4a: Uplink configuration for reference sensitivity exceptions due to receiver harmonic mixing for EN-DC in NR FR1

	UL band
	DL band
	SCS

(kHz)
	5 MHz


	10 MHz


	15 MHz


	20 MHz


	25 MHz


	40 MHz


	50 MHz


	60 MHz


	80 MHz


	100 MHz



	n41
	n78
	30
	N/A
	24
	24
	24
	N/A
	24
	24
	24
	24
	24

	n78
	n41
	30
	N/A
	50
	50
	50
	N/A
	50
	50
	50
	50
	50


---End of changes---
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